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21MAR26

AIRPORT INFORMATION SHEET OMAA/AUH

UNITED ARAB EMIRATES

ABU DHABI / OMAA / AUH

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OMDB 1 65

OMDW 2 40

OOMS 3 200

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

DNATA

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when VIS or RVR below 550m or when CEIL is below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13L: On RWY track to AA415, LT to DASNU then ALSOV. Hold ALSOV 124 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13R: On RWY track to ITKOV. Hold ITKOV 126 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31L: On RWY track to VEDEX, LT to VUTOK. Hold VUTOK 263 RT at 2400ft.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31R: On RWY track to AA416, RT to TADBU then LUBUS. Hold LUBUS 313 RT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 9 / 452



            

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 10 / 452



05JAN25

AIRPORT INFORMATION SHEET GMAD/AGA

MOROCCO

AGADIR / GMAD / AGA

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE TAXI IN WITH APU E1, E2, E3, C1, C2

ALTERNATES PRIORITY DISTANCE (Nm)

GMMX 1 110

GMMN 2 210

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Atlas Aviation

OPERATION PROCEDURES

/// GENERAL ///
- HAZARDS
  High terrain N and SE of the AD. Runway may be very slippery when wet in combination with sand. 
  Chinde-airfield with same RWY-direction and dimension is just about 7 NM northwest of AGA aerodrome.
- TERRAIN
  AGA Aerodrome is situated east of the city of Agadir in a wide basin open to the west on the southern Atlantic Coast 
  of Morocco. High terrain to the north (''High Atlas'' mountains) with elevations up to 12000ft about 35NM northeast
  and up to almost 4000ft at 12NM north of the aerodrome.
  Towards the south there is the mountain chain of the ''Anti Atlas'' rising to 8000 ft around 35NM southeast of
ADM-VOR.

/// DEPARTURE ///
Expect an Essaouira 3D departure on RWY 28. Be aware of the Atlas Mountains north of the field. Due to two prohibited
areas about 12 NM WNW of ADM up to FL 205 and due to Chinde-airfield (D7.5 WNW ADM-VOR) you cannot get any
visual right turn direct to ESS-VOR. AGA-radar is helpful and helps to shorten the SID around those prohibited areas.
- THRUST RED/ACC: 1250/1250
- ENGINE OUT RWY09: 1750
- ENGINE OUT RWY27: 1750
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track 10NM, LT to KEGAG. KEGAG holding 078 LT.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track 10NM, LT to SOPAB. SOPAB holding 050 RT.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Main runway in use is RWY 27. During daytime, the sea breeze is predominant and calms down at night. 
  Arriving from Marrakech, you may expect radar vectors with Agadir approach after BIDLA (45NM NE ADM-VOR) 
  via HDG 210 direct onto long final RWY28 for an ILS approach. Be aware of high terrain during descent, 
  till about position OLOMA (25 NM NE ADM-VOR). If visual ground contact, a ''descent according company minima'' 
  will be granted.
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/// GROUND OPS ///
- Rotation ZRH-RAK-AGA-ZRH:
  Cleaning, fueling and exchange of catering (if needed) will be done at AGA. 
  Disembark passengers with destination AGA first, then, as a second group, transit passengers from RAK to ZRH. 
  This will help to shorten the turnaround significantly.

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL
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04AUG26

AIRPORT INFORMATION SHEET LFKJ/AJA

FRANCE

AJACCIO / LFKJ / AJA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFKF 1 30

LFKB 2 50

LIEO 3 70

LIEA 4 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- AD surrounded by high terrain up to 7800ft.
- LVP in force when VIS less or equal to 550m.
- When RVR is 400m or less, no movement permitted.

/// DEPARTURE ///
- THRUST RED/ACC: 1520/1520
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY02: When airborne RT (max. 160KT) to HORRO. Hold HORRO 052 RT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY20: On RWY track to HORRO. Hold HORRO 052 RT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Visual Approach:
 - MNM WX conditions:
  - At NGT, CEIL higher then MSA or higher then minimal ALT of the followed track.
- Night Visual APCH for RWY20 is prohibited.
- When LVP is in force, LDG is prohibited.

/// GROUND OPS ///
- Handling by: CASAVIA.

/// FUELING ///
- NIL.
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/// DE-ICING ///
- Not AVBL.
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11JAN25

AIRPORT INFORMATION SHEET BIAR/AEY

ICELAND

AKUREYRI / BIAR / AEY

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

BIKF 1 155

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Akureyri Airport

OPERATION PROCEDURES

/// GENERAL ///
- AD surrounded by mountains up to 6600ft. 
- In case of ENGINE OUT scenario, fly minimum speed, due to to narrow turns in the valley needed.

/// DEPARTURE ///
- THRUST RED/ACC: 1510/3010
- ENGINE OUT ALL RWYS: 2010
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to OE NDB, LT to HJ NDB, RT to AR NDB. AR NDB holding 188 RT.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track to AR495, RT to AR496, to NB NDB. NB NDB holding 019 RT.
------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.
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21OCT25

AIRPORT INFORMATION SHEET LIEA/AHO

ITALY

ALGHERO / LIEA / AHO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIEO 1 60

LIEE 2 90

LIRF 3 190

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- High terrain NW to SW of AD up to 5000ft.
- Backtrack only on RWY heads.
- LVP not AVBL.

/// DEPARTURE ///
- When RVR at or below 1500m and/or reduced VIS:
 - Enter RWY via TWY A.
 - In case of aborted TKOF, vacate via TWY D.

- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
-------------------------------------------------------------------------------------------------------
- EOSID RWY02: On RWY track to DAVID. Hold DAVID 202 LT at 3000ft.
-------------------------------------------------------------------------------------------------------
- EOSID RWY20: On RWY track to DISEV. Hold DISEV 019 LT at 3000ft.
-------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- When RVR at or below 1500m and/or reduced VIS:
 - Approach and LDG operations only allowed on RWY20.
 - Vacate RWY via TWY D.

/// GROUND OPS ///
- Handling: So.Ge.A.Ai. 

/// FUELING ///
- NIL.
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/// DE-ICING ///
- 01 NOV-31 MAR.

            

This document is intended solely for flight simulation purposes.
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09JAN25

AIRPORT INFORMATION SHEET DAAG/ALG

ALGERIA

ALGIER / DAAG / ALG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERMINAL 4

ALTERNATES PRIORITY DISTANCE (Nm)

LEIB 1 160

LEPA 2 175

LEMH 3 195

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways
 - LDG RWY09, TKOF RWY27
- MSA circle off airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1070/1070
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to OA NDB, LT to KIFAN. KIFAN holding 231 LT at 2500ft.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to 5NM, LT to OA NDB. OA NDB holding 052 RT at 3100ft.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to 5NM, RT to MAR NDB. MAR NDB holding 070 LT at 2500ft.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to 5NM, RT to MAR NDB. MAR NDB holding 070 LT at 2500ft.
---------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
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- AVBL.
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11JAN25

AIRPORT INFORMATION SHEET LEAL/ALC

SPAIN

ALICANTE / LEAL / ALC

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV TAXI IN WITH APU 37-49

ALTERNATES PRIORITY DISTANCE (Nm)

LEVC 1 75

LEMG 2 210

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions:
 - LDG RWY10: Only TWYs C2, C4, C5, C7, C8 and C9 AVBL.
 - LDG RWY29: Only TWYs A2, A4, A5 and A6 AVBL.
- LVP in force when:
 - RVR or VIS 550m or below.
- High terrain N of AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1150/1150
- ENGINE OUT ALL RWYS: 1700
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track 5NM, RT to MAGAL. MAGAL 305 RT.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to AL430, LT to MAGAL. MAGAL 305 RT.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.
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14JAN25

AIRPORT INFORMATION SHEET OJAI/AMM

JORDAN

AMMAN / OJAI / AMM

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OJAM 1 15

OEGT 3 70

OJAQ 2 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Jordan Aviation

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when:
 - RWY08L/26R: RVR below 550m and equal or or greather than 300m and/or cloud base less then 200ft,
   but not less than 120ft.
 - RWY26L: RVR below 550m and equal or or greather than 400m and/or cloud base less then 200ft,
   but not less than 140ft.
 - RWY08R: LVP not applicable. 

/// DEPARTURE ///
- THRUST RED/ACC: 3370/3370
- ENGINE OUT ALL RWYS: 3870
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: On RWY track to MIDRU. MIDRU holding 256 RT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track to SIVIK, RT to ASPAL. ASPAL holding 346 RT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: On RWY track to OBTAN, LT to LOTES. LOTES holding 346 RT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26R: On RWY track to AI601, RT to RESOS. RESOS holding 092 RT.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
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- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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03NOV25

AIRPORT INFORMATION SHEET EHAM/AMS

NETHERLANDS

AMSTERDAM / EHAM / AMS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL B-PIER

ALTERNATES PRIORITY DISTANCE (Nm)

EHRD 1 25

EBBR 2 85

EDDL 3 100

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Runway Availability:
 - RWY18R/36R not AVBL for TKOF.
 - RWY18L/36L not AVBL for LDG.
 - From 2130-0530:
  - RWYS 04/22 and 09/27 are not AVBL for TKOF/LDG.
  - RWYS 18C, 24 and 36R are not AVBL for LDG.
- Preferential Runways
 - LDG: 06, 18R, 36R, 18C, 36C and 27.
 - TKOF: 36L, 24, 36C, 18L, 18C and 09.
- Some information about AD procedures:
 - https://community.infiniteflight.com/t/your-guide-to-schiphol-amsterdam-airport-eham/619201

/// DEPARTURE ///
- THRUST RED/ACC: 990/990
- ENGINE OUT ALL RWYS: 1500
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to AM205, LT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track to AM105, LT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to AM224, LT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18L: On RWY track to KAROF. KAROF holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
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- EOSID RWY18C: On RWY track to AM123, LT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18R: At 500ft, RT to AM624, RT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: At 400ft, LT to AM675, LT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: On RWY track to AM144, RT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to AM263, RT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36L: On RWY track to LEVKI, RT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36C: On RWY track to AM283, RT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36R: On RWY track to AM163, RT to SPY VOR. SPY VOR holding 240 RT at 2300ft.
-----------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Some TWYS are one-way only.

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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03JAN25

AIRPORT INFORMATION SHEET LTAI/AYT

TURKEY

ANTALYA / LTAI / AYT

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE TAXI IN WITH APU TERMINAL 1

ALTERNATES PRIORITY DISTANCE (Nm)

LTBS 1 100

LTFE 2 150

LTBJ 3 190

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Celebi Aviation

OPERATION PROCEDURES

/// GENERAL ///
- After vacating RWY18C/36C, 18L/36R, exept where othervise instructed by ATC, switch to GND FREQ and hold 
  before entering TWY M and/or G and report position without waiting for ATC instructions.
- There are blue, yellow and orange CTLs north of TWY A. Blue and Orange CTLs serve CAT E ACFT. 
  Yellow CTLs serves all ACFT categories. Blue and orange CTLs can be used simultaneously by CAT E ACFT, 
  in this case yellow CTL cannot be used. Blue and orange CTLs cannot be used when yellow CTL in use.
- Preferential Runway System Operations (PRS)
  - RWY36C, RWY36R and RWY18C, RWY18L are the preferred RWYs for TKOF and LDG.
 
/// DEPARTURE ///
- At docking stands, APU is allowed to be switched on 15min before estimated start-up.
- THRUST RED/ACC: 1330/1330
- ENGINE OUT RWY18C: 1900
- ENGINE OUT RWY18L: 1900
- ENGINE OUT RWY18R: 1900
- ENGINE OUT RWY36C: 1900
- ENGINE OUT RWY36L: 1900
- ENGINE OUT RWY36R: 1900
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY18C: 10NM RWY track, LT to LARA VOR. LARA VOR holding 182 LT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY18L: 10NM RWY track, RT to AYT VOR. AYT VOR holding 002 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY18R: 10NM RWY track, LT to LARA VOR. LARA VOR holding 182 LT.
-----------------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY36C: 10NM RWY track, RT to LARA VOR. LARA VOR holding 002 RT.

This document is intended solely for flight simulation purposes.
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-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY36L: 10NM RWY track, RT to LARA VOR. LARA VOR holding 002 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY36R: 10NM RWY track, LT to AYT VOR. AYT VOR holding 002 RT.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- On initial contact with TWR report callsign and RWY.
- Whein being transferred between Antalya APP, pilots shall contact relevant sector reporting only callsigns.
- Unless RWY for landing has previousley been notified, the RWY to be used shall be RWY36R for direction 36 whereas

  RWY18L for direction 18.
- At docking stands, APU must be switched off 5min after parking.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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18JAN25

AIRPORT INFORMATION SHEET OJAQ/AQJ

JORDAN

AQABA / OJAQ / AQJ

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

HESH 1 105

HEGN 2 160

OJAI 3 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Royal Jordanian

OPERATION PROCEDURES

/// GENERAL ///
- High terrain E of AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1180/1180
- ENGINE OUT ALL RWYS: 1700
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to AQC NDB. AQC NDB holding 013 LT.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track to GENUN. GENUN holding 193 RT.
----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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13MAR26

AIRPORT INFORMATION SHEET LGRX/GPA

GREECE

ARAXOS / LGRX / GPA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV

ALTERNATES PRIORITY DISTANCE (Nm)

LGAV 1 120

LGZA 2 35

LGPZ 3 55

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Goldair Handling

OPERATION PROCEDURES

/// GENERAL ///
- N to S of AD high terrain up to 7300ft.
- RWY36R/18L use as TWY only.

/// DEPARTURE ///
- THRUST RED/ACC: 1050/1050
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY18R: On RWY track 5NM, RT to ARA 112.7. Hold ARA 341 RT at 2000ft.
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY36L: On RWY track 5NM, LT to ARA 112.7. Hold ARA 199 RT at 2000ft.
---------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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13JUL26

AIRPORT INFORMATION SHEET LEAS/OVD

SPAIN

ASTURIAS / LEAS / OVD

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LEST 1 110

LEBB 2 135

LPPR 3 180

LEMD 4 215

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when:
 - RVR is 800m or below.
 - Ceiling 300ft/90m or below.

/// DEPARTURE ///
- THRUST RED/ACC: 1420/1420
- ENGINE OUT ALL RWYS: 2100
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to AS710, LT to KUTIX. Hold KUTIX 186 RT at 2500ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to AS810, RT to KUTIX. Hold KUTIX 186 RT at 2500ft.
--------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ACFT unable to exit via TWY C and D, continue taxiing to end of RWY to vacate via TWY T. 

/// GROUND OPS ///
- Handling by: South Europe Ground Services (South).

/// FUELING ///
- NIL.

/// DE-ICING ///
- Not AVBL.

This document is intended solely for flight simulation purposes.
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28JAN25

AIRPORT INFORMATION SHEET LGAV/ATH

GREECE

ATHENS / LGAV / ATH

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LGKL 1 105

LGPZ 2 160

LGTS 3 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Goldair Handling

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - RWY03L/R will be used in preference to RWY21L/R when tail wind component is not above 5KT and RWYS surfaces 
   are dry.
 - RWY21L shall not be used for LDG.
 - RWY03R shall not be used for TKOF.
- LVP in force when:
 - RVR is 600m or below and/or CEIL is 200ft or below.
- Between the city and the airfield (4.5NM W of Airfield) there is a low mountain range with terrain rising to just
  over 3400ft ASL.
- Terrain rises to just over 2100ft ASL and to the N, terrain rises to nearly 3700ft ASL.
  Much of the terrain is topped by lighted masts.
- 26NM ENE the terrain on the Euboea peninsular reaches nearly 4600ft ASL. 8NM South

/// DEPARTURE ///
- Some SIDs do not have a published cleared altitude. An initial cleared altitude is given on request.
- THRUST RED/ACC: 1810/3310
- ENGINE OUT ALL RWYS: 1900
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03L: On RWY track to AV426, RT to AV427, AV566, PELAG. PELAG holding 359 RT.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03R: On RWY track to AV445, RT to AV447, AV566, PELAG. PELAG holding 359 RT.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21L: On RWY track to AV550, LT to PELAG. PELAG holding 359 RT.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21R: On RWY track to AV528, RT to EGN NDB. EGN NDB holding 108 LT.
---------------------------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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/// ARRIVAL ///
- RWY03R Early 1000RA due rising terrain. Callout occurs at 1730ft QNH.
- Expected radar vectors with shortcuts resulting in significantly less TRK miles on arrival.
- CAUTION: Descent angle for VOR RWY03L is 3.6, PAPI RWY03L is 3.0.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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18MAR26

AIRPORT INFORMATION SHEET OBBI/BAH

BAHRAIN

BAHRAIN INTL / OBBI / BAH

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OEDF 1 45

OTHH 2 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- ACFT landing on RWY12L shall not vacate via TWY A4.
- ACFT landing on RWY30R shall not vacate via TWY A6 and/or A7.
- LVP in force when RVR is 1000m or below.

/// DEPARTURE ///
- RWY12L prefered for TKOF.

- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1500
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12L: On RWY track LT to NAGAT. Hold NAGAT 120 LT at 1200ft.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12R: On RWY track LT to NAGAT. Hold NAGAT 120 LT at 1200ft.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30L: On RWY track 5NM, RT to ALRAS. Hold ALRAS 300 RT at 1200ft.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30R: On RWY track  RT to ALRAS. Hold ALRAS 300 RT at 1200ft.
---------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY30R prefered for LDG.

/// GROUND OPS ///
- Transponder ON when moving on GND.
- Handling by: Bahrain Airport Services (BAS).

/// FUELING ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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18MAR26

AIRPORT INFORMATION SHEET UBBB/GYD

AZERBAIJAN

BAKU / UBBB / GYD

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

UGTB 1 245

UDYZ 2 260

UGTB 3 245

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1510/3010
- ENGINE OUT ALL RWYS: 2000
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track to BB300, LT to BB104. Hold BB104 354 RT at 1700ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: On RWY track to BB300, LT to BB104. Hold BB104 354 RT at 1700ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track to BB200, RT to BB615. Hold BB615 174 LT at 1700ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: On RWY track pass BB026, LT to BB401, RT to BB615. Hold BB615 174 LT at 1700ft.
------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: ASG Ground Handling.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

This document is intended solely for flight simulation purposes.
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01JAN25

AIRPORT INFORMATION SHEET LEBL/BCN

SPAIN

BARCELONA / LEBL / BCN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV - NIL PARKING T1, 250-268

ALTERNATES PRIORITY DISTANCE (Nm)

LEVC 1 160

LEPA 2 110

LEAL 3 220

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- In case of less traffic, ATC vectors you direct to TEBLA.
- Communication is often in spanish, therefore the situation awarness sometimes compromised.

/// DEPARTURE ///
- Usually RWY24L, no intesection TKOF available.
- THRUST RED/ACC: 1020/1020
- ENGINE OUT RWY02: 1600
- ENGINE OUT RWY06L: 1600
- ENGINE OUT RWY06R: 1600
- ENGINE OUT RWY20: 1600
- ENGINE OUT RWY24L: 1600
- ENGINE OUT RWY24R: 1600

--------------------------------------------------------------------------------------------------------
- EOSID RWY02: At 2NM RWY track, RT to LESBA. LESBA hold 276 RT. 
--------------------------------------------------------------------------------------------------------
- EOSID RWY06L: At 10NM RWY track, RT to LESBA. LESBA hold 276 RT. 
--------------------------------------------------------------------------------------------------------
- EOSID RWY06R: At 10NM RWY track, RT to LESBA. LESBA hold 276 RT.
--------------------------------------------------------------------------------------------------------
- EOSID RWY20: At 10NM RWY track, RT to RUBOT. RUBOT hold 028 LT.
--------------------------------------------------------------------------------------------------------
- EOSID RWY24L: At 10NM RWY track, direct to TOTKI. TOTKI hold 090 RT.
--------------------------------------------------------------------------------------------------------
--------------------------------------------------------------------------------------------------------
- EOSID RWY24R: At 10NM RWY track, direct to TOTKI. TOTKI hold 090 RT.
--------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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/// ARRIVAL ///
- Usually RWY24R

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET LIBD/BRI

ITALY

BARI / LIBD / BRI

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERMINAL 

ALTERNATES PRIORITY DISTANCE (Nm)

LIBR 1 60

LICA 2 135

LIRN 3 115

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR at or below 550m and/or CEIL below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1680/3180
- ENGINE OUT ALL RWYS: 1700
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to OSMAL. OSMAL holding 248 RT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to BD575, RT to APFIB. APFIB holding 173 RT at 2500ft.
---------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- 15NOV-31MAR.

            

This document is intended solely for flight simulation purposes.
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06DEC25

AIRPORT INFORMATION SHEET LFSB/BSL

FRANCE

BASLE / LFSB / BSL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LSZH 1 45

LSGG 2 100

EDDS 3 95

LFST 4 55

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 550m and/or CEIL below 200ft.
- TWY N1, N3, S1, S3 prohibited when RVR less then 550m.
- When LVP in force, exiting RWY15/33 via RWY07/25 prohibited.

/// DEPARTURE ///
- Preferential Runways:
 - RWY33 between 2100-0500.

- THRUST RED/ACC: 1890/1890
- ENGINE OUT RWY15: 2500
- ENGINE OUT RWY33: 2400
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: On RWY track to TSB15, RT to ALTIK. Hold ALTIK 091 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to TSB33, LT to ALTIK. Hold ALTIK 091 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LDG RWY07 prohibited.
- LDG RWY15: Vacating via TWY D recommended for ACFT with wingspan 36m or above.
- LDG RWY33: Vacating via TWY H recommended.
- Visual APCH RWY33 prohibited.
- Visual APCH RWY15 ACFT must be aligned with RCL at latest at 2000ft AMSL.

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL, EXC BTN 2300-0500.

            

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET ZBAA/PEK

CHINA

BEIJING / ZBAA / PEK

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL 508-510 OR 529-532

ALTERNATES PRIORITY DISTANCE (Nm)

ZBTJ 1 120

ZBXN 2 280

ZYTL 3 340

ZBHH 4 270

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when VIS is less then 800m or RVR of any RWY is less then 550m or when CEIL ist 200ft or less.
- RWY01/19 is mainly used for ARR.
- RWY18L/36R is mainly used for DEP.

/// DEPARTURE ///
- THRUST RED/ACC: 1620/3120
- ENGINE OUT ALL RWYS: 2100
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to AA497, RT to PEK 114.7. Hold PEK 181 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18L: On RWY track to AA231, LT to PEK 114.7. Hold PEK 181 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18R: On RWY track to AA521, RT to SZY 117.2. Hold SZY 006 RT at 2300ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track to AA595, RT to PEK 114.7. Hold PEK 181 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36L: On RWY track to AA410, LT to AA450, then AA461-SZY 117.2-PEK 114.7. 
                               Hold PEK 181 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36R: On RWY track to AA131, RT to AA130 to to PEK 114.7. Hold PEK 181 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- Handling by: Air China.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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18JAN25

AIRPORT INFORMATION SHEET OLBA/BEY

LEBANON

BEIRUT / OLBA / BEY

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LCLK 1 110

LCPH 2 160

OJAM 3 115

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Middle East Airlines Ground Handling

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions:
 - RWY16 no TKOF for medium or heavy ACFT.
 - RWY34 no LDG for medium and heavy ACFT.
 - RWY35 no LDG during nights OPS, execpt O/R and ceiling above 1500ft and GND VIS is more then 5NM.
- Preferential Runways:
 - LDG RWY16.
 - TKOF RWY21.
- Do not mistake TWY A for RWY03/21.

/// DEPARTURE ///
- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track 6NM, LT to BA417. BA417 holding 172 RT.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: At 400ft intcp R220 KAD VOR until 10NM, LT to RAMLA. RAMLA holding 028 LT.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: At 400ft intcp R220 KAD VOR until 10NM, LT to RAMLA. RAMLA holding 028 LT.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track to ZALKA. ZALKA holding 162 RT.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: On RWY track to BYBLO. BYBLO holding 172 RT.
---------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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08MAR26

AIRPORT INFORMATION SHEET SBBE/BEL

BRAZIL

BELEM / SBBE / BEL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

SBSL 1 265

SBSN 2 385

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- 180 turns on turning pads only.

/// DEPARTURE ///
- THRUST RED/ACC: 1050/1050
- ENGINE OUT ALL RWYS: 1600
--------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track 5NM, LT to BE172. Hold BE172 357 LT at 1700ft.
--------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to BE389. Hold BE389 066 LT at 1700ft.
--------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Dnata.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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18JAN25

AIRPORT INFORMATION SHEET LYBE/BEG

SERBIA

BELGRADE / LYBE / BEG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LYNI 1 110

LHBP 3 165

LRTR 2 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Air Serbia Ground Handling

OPERATION PROCEDURES

/// GENERAL ///
- RWY12L/30R is not AVBL O/R by pilots.
- LVP in use when RVR is below 550m, and/or cloud base/vertical VIS is below 60m/200ft.

/// DEPARTURE ///
- NADP1 and 2 in use for different RWYS.
- THRUST RED/ACC RWY12L: 1840/3340
- THRUST RED/ACC OTHER RWYS: 1340/1340
- ENGITE OUT ALL RWYS: 1900
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12L: On RWY track to BE160, RT to OBR NDB. OBR NDB holding 030 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12R: On RWY track to BE180, RT to OBR NDB. OBR NDB holding 030 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30L: On RWY track to BE190, LT to OBR NDB. OBR NDB holding 030 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30R: On RWY track to BE170, LT to OBR NDB. OBR NDB holding 030 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- AVBL H24.

            

This document is intended solely for flight simulation purposes.
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18FEB25

AIRPORT INFORMATION SHEET HLLB/BEN

LIBYA

BENGHAZI / HLLB / BEN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LMML 1 370

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- RWY15L/33R CLSD.
- No METAR data AVBL for AD.

/// DEPARTURE ///
- Due to missing METAR data, adjust QNH when on ground and check vs. charts.

- THRUST RED/ACC: 1430/1430
- ENGINE OUT ALL RWYS: 1930
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15L: On RWY track to 2000ft, RT to BNA NDB. BNA NDB holding 327 LT.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15R: On RWY track to 2000ft, RT to BNA NDB. BNA NDB holding 327 LT.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33L: On RWY track to BNR NDB, LT to BNA NDB. BNA NDB holding 152 RT.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33R: On RWY track to BNR NDB, LT to BNA NDB. BNA NDB holding 147 LT.
----------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Due to missing METAR data, use QNH 1013 for ARR/APCH.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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11DEC25

AIRPORT INFORMATION SHEET LIME/BGY

ITALY

BERGAMO / LIME / BGY

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIML 1 25

LIMC 2 40

LIPE 3 95

LIPZ 4 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is below 500m and/or cloud base height is below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 2290/3790
- ENGINE OUT RWY10: 2300
- ENGINE OUT RWY28: 1600
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to ME536, RT to ODAMO. Hold ODAMO 002 LT at 4000ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track 2NM, LT to ELBOD. Hold ELBOD 339 LT at 4000ft.
-----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY10: Vacate via TWY AB if directed South APN.
         Vacate via TWY BB if directed North APN.
- RWY28: Vacate via TWY AD if directed South APN.
         Vacate via TWY BC if directed North APN.
- When LVP: Vacate RWY28 via TWY AF if directed to South APN.
            Vacate RWY28 via TWY BD if directed to North APN.

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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28JAN25

AIRPORT INFORMATION SHEET ENBR/BGO

NORWAY

BERGEN / ENBR / BGO

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL 24-29

ALTERNATES PRIORITY DISTANCE (Nm)

ENGM 1 175

ENZV 2 85

ENTO 3 170

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Avinor

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is equal or less than 750m and or CEIL is equal or less then 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1170/1170
- ENGINE OUT ALL RWYS: 1700
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: On RWY track to UNZIL. UNZIL holding 170 RT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: On RWY track to IRDAV. IRDAV holding 350 LT.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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02JAN25

AIRPORT INFORMATION SHEET EDDB/BER

GERMANY

BERLIN / EDDB / BER

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE TAXI IN WITH APU B01-B16

ALTERNATES PRIORITY DISTANCE (Nm)

EDDC 3 170

EDDH 1 190

EDDV 2 180

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

///DEPARTURE ///
- THRUST RED/ACC: 1160/1160
- ENGINE OUT RWY06L: 1700
- ENGINE OUT RWY06R: 1700
- ENGINE OUT RWY24L: 1700
- ENGINE OUT RWY24R: 1700
-------------------------------------------------------------------------------------------------------------------
EOSID RWY06L: Proceed RWY track to 10NM, RT to KLF. KLF hold 018 RT.
-------------------------------------------------------------------------------------------------------------------
EOSID RWY06R: Proceed RWY track to 10NM, RT to KLF. KLF hold 018 RT.
-------------------------------------------------------------------------------------------------------------------
EOSID RWY24L: Proceed RWY track to 10NM. LT to KLF. KLF  hold 018 RT.
-------------------------------------------------------------------------------------------------------------------
EOSID RWY24R: Proceed RWY track to 10NM. LT to KLF. KLF  hold 018 RT.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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04AUG26

AIRPORT INFORMATION SHEET LSZB/BRN

SWITZERLAND

BERN / LSZB / BRN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV

ALTERNATES PRIORITY DISTANCE (Nm)

LSZH 1 55

LSGG 2 70

LFSB 3 40

EDDS 4 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- High terrain up to 16000ft around AD.
- Steep APCH 4.00°.

/// DEPARTURE ///
- THRUST RED/ACC: 3180/4680
- ENGINE OUT ALL RWYS: 3700
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: On RWY track 4NM, RT to ZB611, then RT (max 160KT) to DIGFA, then to ZB620 then BIRKI. Hold 
                             BIRKI 137 RT at 4000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: On RWY track to BIRKI. Hold BIRKI 137 RT at 4000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Flughafen Bern AG.

/// FUELING ///
- NIL.

/// DE-ICING ///
- 01OCT-30APR.

This document is intended solely for flight simulation purposes.
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This document is intended solely for flight simulation purposes.
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29JAN25

AIRPORT INFORMATION SHEET LFBZ/BIQ

FRANCE

BIARRITZ / LFBZ / BIQ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFBD 1 90

LFBO 2 125

LFBT 3 70

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

SAPS

OPERATION PROCEDURES

/// GENERAL ///
- Backtrack turns only on turnpads.
- Preferential Runways: TKOF RWY09 2000-0700.
- LVP in force when RVR below 800m or ceiling below 200ft.
- RWY09 first part is upslope 0.2% and middle part is downlospe up to 1.2%.
- RWY27 first and second part is upslope up to 1.2% and third part is downslope 0.2%.

/// DEPARTURE ///
- THRUST RED/ACC: 1230/1230
- ENGINE OUT ALL RWYS: 1800
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to BZ090, LT to OSGOT. OSGOT holding 161 RT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to BZ270, RT to OSGOT. OSGOT holding 161 RT.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- 15OCT-15APR.        

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET LEBB/BIO

SPAIN

BILBAO / LEBB / BIO

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFBZ 1 60

LEMD 2 170

LFBO 3 190

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is 500m or below.
- Wind Phenomena on RWY12/30:
 - The terrain around the AD gives rise to vertical wind shear and MOD to SEV TURB when
   there are strong SW upper winds, affecting APCH and for both RWY ends, with the following features:
  - In general, the SFC wind at AD becomes diverted to the S and SE (120-190),
    although it can also blow from the SW (200-240), with speeds in both cases of 12KT-25KT.
  - On many occasions, the wind at AD may be less than 10KT, so that this is not
    always representative of what ACFT will experience on their APCH. While the mean
    wind speed decreases in general when descending in ALT, on APCH there may be
    transitory increases with strong gusts and even changes in direction;
  - The Turb and wind shear may be produces on all segments of the last 10NM for both
    RWY ends. TURB is most frequent between 1600ft and 3000ft, with greater intensities
    recorded on the APCH to RWY30;
  - The wind shear may be either positive or negative, and ACFT may undergo headwind
    gains or losses of 15KT or more;
  - Wind disturbances caused by the terrain may vary over short periods of time and
    space, so that ACFT on successive APCHs might experience different wind shear 
    and/or turbulence phenomena.
 - These situations are encountered most frequently form OCT to MAR.
- RWY10/28 not for IFR TFC.

This document is intended solely for flight simulation purposes.
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/// DEPARTURE ///
- THRUST RED/ACC: 1140/1140
- ENGINE OUT RWY12: 2100
- ENGINE OUT RWY30: 1700
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track 5NM. LT to ASPES. Hold ASPES 118 LT at 3600ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: When airborne RT to ASPES. Hold ASPES 118 LT at 3600ft. 
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- 0530-2250.

            

This document is intended solely for flight simulation purposes.
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29JAN25

AIRPORT INFORMATION SHEET EKBI/BLL

DENMARK

BILLUND / EKBI / BLL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EKCH 1 120

EDDH 2 130

EKAH 3 60

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is less than 550m or during CAT2/3 OPS.

/// DEPARTURE ///
- THRUST RED/ACC: 1250/1250
- ENGINE OUT ALL RWYS: 1800
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to LOKSA. LOKSA holding 264 LT.
-----------------------------------------------------------------------------------------------------------------------
- ESOID RWY27: On RWY track to GELBA. GELBA holding 264 RT.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- 01OCT-30APR.

            

This document is intended solely for flight simulation purposes.
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29JAN25

AIRPORT INFORMATION SHEET EGBB/BHX

UNITED KINGDOM

BIRMINGHAM / EGBB / BHX

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EGCC 1 60

EGLL 2 75

EGKK 3 100

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - TKOF/LDG RWY33, when the surface is dry and and wind speed is not greater than 5KT.

/// DEPARTURE ///
- THRUST RED/ACC: 1340/1340
- ENGINE OUT ALL RWYS: 1900
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: On RWY track to 5NM, RT to GROVE. GROVE holding 103 RT.
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to CHASE. CHASE holding 149 RT.
--------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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18APR25

AIRPORT INFORMATION SHEET GGOV/OXB

GUINEA-BISSAU

BISSAU / GGOV / OXB

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

GBYD 1 105

GOBD 2 185

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1130/1130
- ENGINE OUT ALL RWYS: 1600
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track to OV502, LT to SENUB. SENUB holding 026 RT.
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: On RWY track to OV504, RT to VOSPI. VOSPI holding 206 RT.
----------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- National Aviation Services.

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 62 / 452



13AUG26

AIRPORT INFORMATION SHEET GVBA/BVC

CAPE VERDE

BOA VISTA / GVBA / BVC

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

GVAC 1 35

GVNP 2 80

GVSV 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

TUI Airlines

OPERATION PROCEDURES

/// GENERAL ///
- Backtrack turns only on RWY heads.
- On final RWY03 at around 6NM RWY THR, possible GPWS triggering due to a hill on APCH path.

/// DEPARTURE ///
- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track to BA520, LT to BA502. BA502 holding 117 RT at 2500ft
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: At 600ft RT to BA530, RT to BA506. BA506 holding 117 LT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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29JAN25

AIRPORT INFORMATION SHEET LTFE/BJV

TURKEY

BODRUM / LTFE / BJV

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LTBS 1 60

LTAI 2 150

LTBJ 3 70

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Celebi Aviation

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions:
 - RWY10R/28L shall be used as TWY. It can be used as RWY for LDG and TKOF in
   emergency situations and when RWY10L/28R is closed due to MAINT purposes.
 - ACFT LDG on RWY10L/28R will proceed to RWY10R/28L, wich serves as TWY,
   without waiting at the RWY holding points, unless otherwise instructed by the TWR.
- RWY10L/R are the preferred RWYs for TKOF and LDG.
- High terrain around AD up to 4500ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1600
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY10L: At RWY track 5NM, RT to BDR VOR. BDR VOR holding 102 RT.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY10R: At RWY track 5NM, RT to BDR VOR. BDR VOR holding 102 RT.
-------------------------------------------------------------------------------------------------------------------
- ESOID RWY28L: At RWY track 3NM, LT to BDR VOR. BDR VOR holding 282 LT.
-------------------------------------------------------------------------------------------------------------------
- ESOID RWY28R: At RWY track 3NM, LT to BDR VOR. BDR VOR holding 282 LT.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 64 / 452



/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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29JAN25

AIRPORT INFORMATION SHEET SKBO/BOG

COLOMBIA

BOGOTA / SKBO / BOG

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

SKRG 1 115

SKCL 2 150

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aerogal

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions:
 - RWY14L/32R:
  - 1200-0459 no restrictions;
  - 0500-0959 LDG RWY14L, TKOF RWY32R;
  - 1000-1159 TKOF/LDG RWY14L.
 - RWY14R/32L:
  - 1200-0300 no restrictions;
  - 0301-0459 LDG RWY14R;
  - 0500-0959 LDG RWY14R, TKOF RWY32L;
  - 1000-1159 TKOF/LDG RWY14R.
- Request to change LDG RWY assigned by ATC is prohibited, exept for safety reasons.
- Preferential Runways:
 - East configuration:
  - LDG/TKOF RWY14L/R
 - West configuration:
  - LDG RWY32R/L
  - TKOF RWY32L/R
 - Opposing configuration:
  - LDG RWY14L/R
  - TKOF RWY32L/R
- Under normal CONDs (RWY surface is dry or wet with good braking action), East
  configuration is preferred.
- From 0500-1000 Opposing Configuration is preferred.
- LVP in force when RVR below 550m or cloud base equal or below 200ft.
- Non Standard MSA ring of 50NM.
- High elevation area, mountain tops up to 13100ft within MSA.
- Quickly changing weather conditions with TS.
- Due to high elevation, expect high TAS and Groundspeeds wich results in
  15-20% higher descent rates for a 3 descend slope.

This document is intended solely for flight simulation purposes.
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/// DEPARTURE ///
- THRUST RED/ACC: 9360/11000 SPECIAL NDAP PROCEDURE
- ENGINE OUT RWYS14L/R: 10500
- ENGINE OUT RWYS32L/R: 10000
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14L: On RWY track to BO690, RT to SOA VOR, to SILEG. SILEG holding 081 RT.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14R: On RWY track to BO680, RT to BO682, to SILEG. SILEG holding 081 RT.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32L: On RWY track to BO470, LT to BO416, RT to SILEG. SILEG holding 081 RT.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32R: On RWY track to BO503, LT to BO416, RT to SILEG. SILEG holding 081 RT.
-----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Expects ILS Y APCHs.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET LIPE/BLQ

ITALY

BOLOGNA / LIPE / BLQ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIPZ 1 75

LIMC 2 130

LIRP 3 65

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- Preferrential Runways:
 - TKOF RWY30
 - 2200-0500 LDG RWY12
- LVP in force when RVR is 550m or below and/or cloud base HGT below 200ft.
- Terrain-induced WS phenomena occasionaly observed in situations with SW-NW
  and ENE wind directions. Most events occur with cloudy sky or TS.

/// DEPARTURE ///
- THRUST RED/ACC: 1630/3130
- ENGINE OUT ALL RWYS: 1700
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to ABLEX, LT to MIVBO. MIVBO holding 045 LT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to EMDUD, RT to MIVBO. MIVBO holding 045 LT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- 01NOV-31MAR.           

This document is intended solely for flight simulation purposes.
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30JAN25

AIRPORT INFORMATION SHEET LFBD/BOD

FRANCE

BORDEAUX / LFBD / BOD

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFBZ 1 90

LFBO 2 115

LFRS 3 145

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - RWY23: TKOF/LDG up to tailwind component of 5KT.
 - RWY05/23: is preferred up to a crosswind component of 15KT.
- LVP in force when RVR at or below 800m or when ceiling is at or below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1670/3170
- ENGINE OUT ALL RWYS: 1700
-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to BD050, LT to ETPAR. ETPAR holding 165 LT.
-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to BD110. RT to BD112, RT to BD114, LT to DIRAX. DIRAX holding 325 LT.
-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to BD230, RT to ETPAR. ETPAR holding 165 LT.
-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to BD290, RT to ETPAR. ETPAR holding 165 LT.
-------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- AVBL H24.

            

This document is intended solely for flight simulation purposes.
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21JUL26

AIRPORT INFORMATION SHEET KBOS/BOS

UNITED STATES

BOSTON / KBOS / BOS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

KMHT 1 40

KPSM 2 45

KPVD 3 45

KBDL 4 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- No LDG RWY14.
- No TKOF RWY32.

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT ALL RWYS: 1600
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: On RWY track to WAXEN. Hold WAXEN 209 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: On RWY track to WAXEN. Hold WAXEN 209 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to AYBEE. Hold AYBEE 087 RT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15R: On RWY track to CELTS. Hold CELTS 333 RT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RwY22L: On RWY track to WINNI. Hold WINNI 038 RT at 2500ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: On RWY track to AAALL. Hold AAALL 209 LT at 2500ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to BOSOX. Hold BOSOX 088 RT at 2500ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33L: On RWY track to AADMS. Hold AADMS 305 RT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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13JUL26

AIRPORT INFORMATION SHEET LZIB/BTS

SLOVAKIA

BRATISLAVA / LZIB / BTS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LOWW 1 25

LHBP 2 95

LKPR 3 165

EPKK 4 155

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- BTW THR RWY04 and HLDG PSN on TWY D taxi on yellow CL markings with
  MAX speed of 5KT, when vacating RWY via TWY D.
- RWY31 TKOF from the beginning of RWY prohibited, Use TWY F INT.
- N of AD terrain up to 2500ft.

/// DEPARTURE ///
- Preferential runways TKOF: 13 and 04.

- THRUST RED/ACC: 1440/1440
- ENGINE OUT ALL RWYS: 2000
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to ASTON, RT to INFOS. Hold INFOS 271 RT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13: On RWY track to OB NDB 330, LT to INFOS. Hold INFOS 271 RT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to IBM22, LT (MAX 205KT) to INFOS. Hold INFOS 271 RT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31: On RWY track to IBM31, RT (MAX 185KT) to INFOS. Hold INFOS 271 RT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential runways LDG: 22 and 31.

/// GROUND OPS ///
- Handling by: Bratislava Airport Handling.

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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27FEB26

AIRPORT INFORMATION SHEET EDDW/BRE

GERMANY

BREMEN / EDDW / BRE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDV 1 50

EDDH 2 55

EDDL 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions:
 - The paved RWY section in front of THR are approved exclusively as special RWY for Beluga.
- After LDG RWY27 vacating TWY A compulsory, unless otherwise istructed by ATC.
- Marshaller is mandatory
- LVP in force when RVR 600m or below or CEIL below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT ALL RWYS: 1600
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to HIG NDB, RT to DW461, BMN VOR. BMN VOR holding 177 RT at 2100ft.
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to DW560, LT to DW561, to BMN VOR. BMN VOR holding 177 RT at 2100ft.
-------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Bremen Airport Handling

/// FUELING ///
- NIL

/// DE-ICING ///
- 0500-2230.

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 75 / 452



29JUL26

AIRPORT INFORMATION SHEET LIPO/VBS

ITALY

BRESCIA / LIPO / VBS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIML 1 45

LIME 2 30

LIMC 3 70

LIPZ 4 85

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when VIS below 550m and CE£IL is below 200ft.
- Terrain up to 10000ft N/NE and NW from AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1350/1350
- ENGINE OUT ALL RWYS: 2000
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: On RWY track to ACMIZ. Hold ACMIZ 312 LT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: On RWY track abeam BSM 115.62, RT to ACMIZ. Hold ACMIZ 312 LT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: GDA Handling.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL from 15 NOV to 15 MAR H24.

            

This document is intended solely for flight simulation purposes.
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14FEB25

AIRPORT INFORMATION SHEET LFRB/BES

FRANCE

BREST / LFRB / BES

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFRS 1 140

LFPO 2 270

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 800m or when ceiling is below 200ft.

/// DEPARTURE ///
- TKOF on RWY25L/07R not AVBL from TWY N.

- THRUST RED/ACC: 1300/1300
- ENGINE OUT ALL RWYS: 1800
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07R: On RWY track to RB510, LT RB500 to RB504. RB504 holding 204 RT.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25L: At 1000ft RT to GU NDB. GU NDB holding 252 LT.
-------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- 15OCT-30APR.

            

This document is intended solely for flight simulation purposes.
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04OCT25

AIRPORT INFORMATION SHEET LIBR/BDS

ITALY

BRINDISI / LIBR / BDS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIBD 1 60

LICA 2 130

LIRN 3 170

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- Marshalling mandatory

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1530
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY13: On RWY track to KAPPO, LT to NUCRE. NUCRE holding 318 RT.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY31: On RWY track 10N, LT to DOLON. DOLON holding 133 LT.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- VIS less then 1500m, approach only RWY30.
- No LDG VIS less then 550m.

/// GROUND OPS ///
- APU max 20min after LDG.

/// FUELING ///
- NIL

/// DE-ICING ///
- 01 DEC - 31 MAR.

            

This document is intended solely for flight simulation purposes.
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30JAN25

AIRPORT INFORMATION SHEET EGGD/BRS

UNITED KINGDOM

BRISTOL / EGGD / BRS

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV

ALTERNATES PRIORITY DISTANCE (Nm)

EGKK 1 95

EGLL 2 85

EGBB 3 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- All LDG ACFT on RWY27 must proceed to RWY end to vacate.

/// DEPARTURE ///
- THRUST RED/ACC: 1630/1630
- ENGINE OUT ALL RWYS: 2200
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to 5NM, RT to BRI NDB. BRI NDB holding 090 LT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to 5NM, LT to BRI NDB. BRI NDB holding 090 LT.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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08JAN25

AIRPORT INFORMATION SHEET EBBR/BRU

BELGIUM

BRUXELLES / EBBR / BRU

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL 140-172

ALTERNATES PRIORITY DISTANCE (Nm)

EBCI 1 30

EBLG 2 40

EHRD 3 65

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- Standard Taxi Routes
 - 25L Arrivals / 25R Departures:
  - Departures originating from sector GND N will expect do depart from B1.
    Departures originating from sector GND S will expect do depart from W41 or W42.
 - 25L and 25R Arrivals / 19 and 25R Departures:
  - Departures for RWY25R will expect to depart from B1.
  - Departures for RWY19 will expect to depart from E7.
 
/// DEPARTURE ///
- THRUST RED/ACC: 1690/3190
- ENGINE OUT RWY01: 1700
- ENGINE OUT RWY07L: 1700
- ENGINE OUT RWY07R: 1700
- ENGINE OUT RWY19: 1700
- ENGINE OUT RWY25L: 1700
- ENGINE OUT RWY25R: 1700
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track 5NM, LT to KERKY. KERKY holding 100 RT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07L: On RWY track 5NM, LT to KERKY. KERKY holding 100 RT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07R: On RWY track 5NM, RT to FLO VOR. FLO VOR holding 307 RT.
------------------------------------------------------------------------------------------------------------------------
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track 5NM, LT to BUN VOR. BUN VOR holding 115 RT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25L: On RWY track 5NM, RT to FLO VOR. FLO VOR holding 308 RT.

This document is intended solely for flight simulation purposes.
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------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25R: On RWY track 5NM, RT to BUN VOR. BUN VOR holding 115 RT.
------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL
 - On stand or remote.

            

This document is intended solely for flight simulation purposes.
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01JUN25

AIRPORT INFORMATION SHEET LHBP/BUD

HUNGARY

BUDAPEST / LHBP / BUD

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LOWW 1 115

LDZA 2 165

LRTR 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when:
 - Any RVR 600m or less and/or CEIL 200ft or below.
 - All RVR 400m or less.
- In case of DEP from RWY13L, plan TKOF from TWY INT K.

/// DEPARTURE ///
- When DEP RWY13L, expect intersection K for TKOF. Advice ATC if not able.

- THRUST RED/ACC: 2000/3500
- ENGINE OUT ALL RWYS: 2000
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13L: On RWY track to BP763, LT to TPS VOR. TPS VOR holding 246 LT.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13R: On RWY track to BP753, RT to JOZEP. JOZEP holding 100 RT.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31L: On RWY track to 5NM, LT to WONTA. WONTA holding 130 RT.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31R: On RWY track to BP863, RT to TPS VOR. TPS VOR 246 LT.
----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL

/// DE-ICING ///
- AVLB.

            

This document is intended solely for flight simulation purposes.
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21JUL25

AIRPORT INFORMATION SHEET SAEZ/EZE

ARGENTINA

BUENOS AIRES / SAEZ / EZE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

SUMU 1 125

SAAR 2 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions:
 - 180 turns can be made:
  - RWY11 THR only in execptional cases by ATC.
  - RWY29 THR without restrictions.
  - RWY17 THR without restrictions.
  - RWY35 at turning bay without restrictions.
- LVP applicable when:
 - On maneuvering area: RVR less then 800m and/or ceiling below 250ft.
 - On APNs: RVR less then 400m.
 - When RVR is less then 125m, TKOF/LDG is prohibited.

/// DEPARTURE ///
- THRUST RED/ACC: 1070/1070
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to EZ400, RT to NEVLO. NEVLO holding 017 RT.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: On RWY track to GESTA, RT to ARSOT. ARSOT holding 111 RT.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to ARSOT. ARSOT holding 111 RT.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: On RWY track to EZ684, LT to ARSOT. ARSOT holding 111 RT.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET LROP/OTP

ROMANIA

BUKAREST / LROP / OTP

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LRCV 1 100

LBSF 2 160

LBWN 3 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 550m (VIS below 800m) or ceiling/vertical VIS below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1320/1320
- ENGINE OUT ALL RWYS: 1900
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: On RWY track to OTR 318 then OPT 117.1. Hold OPT 261 LT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track to OPE 349 then OPT 117.1. Hold OPT 261 LT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: On RWY track to OPW 267.5 then FLR 112.2. Hold FLR 081 RT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------
- ESOID RWY26R: On RWY track to OTL 370 then FLR 112.2. Hold FLR 081 RT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.           

This document is intended solely for flight simulation purposes.
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23MAR26

AIRPORT INFORMATION SHEET LBBG/BOJ

BULGARIA

BURGAS / LBBG / BOJ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LBWN 1 40

LBSF 2 180

LTFM 3 95

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Goldair Handling

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 550m and/or cloud base is 200ft or less.

/// DEPARTURE ///
- Prefered RWY for DEP is 04.

- THRUST RED/ACC: 1120/1120
- ENGINE OUT ALL RWYS: 1600
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to BG379, RT to BGS 112.0. Hold BGS 219 LT at 2300ft.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to ELTOG. Hold ELTOG 219 RT at 2700ft.
------------------------------------------------------------------------------------------------------------------------ 

/// ARRIVAL ///
- Prefered RWY for LDG ist 22.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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27FEB26

AIRPORT INFORMATION SHEET LIEE/CAG

ITALY

CAGLIARI / LIEE / CAG

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE TAXI IN WITH APU DOCKING STANDS

ALTERNATES PRIORITY DISTANCE (Nm)

LIEO 1 100

LIEA 2 90

LIRF 3 210

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- CAG Aerodrome is situated on the Bay of Cagliari between Cape Carbonara to the east and 
  Cape Spartivento to the west, just NW of Cagliari city.
- Cagliari is located at the southern end of the wide valley ''Campidan'', which runs
  across southwestern Sardinia. The valley is open to the NNW, flanked by some mountains,
  which are up to 4100 ft to the W and 6100 ft to the E.
- LVP not allowed.
 - OPS with RVR less then 550m, general visibility not less then 800m and/or cloud base heigt below 200ft        
   according to the local metereological report.
 - Operation on movement not alloved for civil ACFT when RVR less then 550m.

/// DEPARTURE ///
- Expect standard departure clearance with the tower (KOVAS SID).
  As soon as changing to Cagliari radar after T/O, to expect out of 3000 ft a direct
  KOVAS. The ''min. FL 150'' over KOVAS can be negotiated with Rome radar, after frequency
  change out of FL 90.

- THRUST RED/ACC: 1020/1020
- ENGINE OUT RWY14: 1600
- ENGINE OUT RWY32: 2200
----------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY14: On RWY track to EPIDA. EPIDA hold 313 LT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- ENIGNE OUT RWY32: On RWY track 10NM, RT (180KT) to CAG 113.40. CAG hold 315 LT at 2300ft.
----------------------------------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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/// ARRIVAL ///
- Main runway in use is RWY 32.
- Rome radar gives clearance via RAMEN to CAR-VOR (Carbonara). Around FL 150 
  frequency change to Cagliari radar in the region of RAMEN.
- From Cagliari radar expect clearance via KOVAS to CAG-VOR (Cagliari) and plan for
  maintain FL 90 till KOVAS. Then expect either ILS or VOR-approach.
- If GPU is not AVBL, APU can be switched off within 20min after arrival.    

/// GROUND OPS ///
- NIL

/// FUELING ///
- Fuelling with PAX on board allowed.

/// DE-ICING ///
- AVBL 01 Nov-31 Mar       

This document is intended solely for flight simulation purposes.
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10AUG25

AIRPORT INFORMATION SHEET HECA/CAI

EGYPT

CAIRO / HECA / CAI

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERMINAL 3

ALTERNATES PRIORITY DISTANCE (Nm)

HEBA 1 100

HESH 2 200

HEGN 3 220

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

EgyptAir Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- No ARR/STAR published.
- RWY05L: TKOF only.
- RWY23R: TKOF/LDG.
- RWY05R/23L, 05C/23C: TKOF/LDG.

/// DEPARTURE ///
- THRUST RED/ACC: 1970/3470
- ENGINE OUT ALL RWYS: 2000
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05L: On RWY track to CA412, RT to CA442. CA442 holding 341 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05C: On RWY track to CA419, RT to CA442. CA442 holding 341 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05R: On RWY track to CA456, RT to CA442. CA442 holding 341 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23L: On RWY track to CA475, LT to CA442. CA442 holding 341 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23C: On RWY track to CA418 then CA475, LT to CA442. CA442 holding 341 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23R: On RWY track to MKT NDB, LT to CA442. CA442 holding 341 RT.
------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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01FEB25

AIRPORT INFORMATION SHEET CYYC/YYC

CANADA

CALGARY / CYYC / YYC

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

CYEG 1 135

CYOD 2 240

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - Arrivals:
  - MON-FRI: 1300-1400: RWY35R.
  - MON-FRI: 1400-0600 / SAT-SUN: 1600-0600: RWY35L/R.
  - MON-FRI: 0600-1300 / SAT-SUN: 0600-1600: RWY17R/L, 29, 26.
 - Departures:
  - All Hours: RWY35l/R.
- RVOP in use when RVR below 2600ft to RVR 1200ft.
- LVP in use when RVR below 1200ft to RVR 600ft.
- RWY08/26 may be used as TWY.
- ARR:
  - During LVP on RWY17L35R only.
  - During RVOP, RWY17L/35R will be the preferential RWY.
- DEP:
  - During LVP on RWY17L/35R only.
  - During RVOP, RWY17R/35L will be the preferential RWY.

/// DEPARTURE ///
- THRUST RED/ACC: 5110/6610
- ENGINE OUT ALL RWYS: 5700
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to DURAL. DURAL holding 105 RT.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17L: On RWY track until 4100ft, RT to OXANI. OXANI holding 133 RT.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: On RWY track to 5NM, RT to ALNIG. ALNIG holding 210 RT.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY tack to BOTEG. BOTEG holding 285 RT.
---------------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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- EOSID RWY35L: On RWY track until 4100ft, LT to REXUB. REXUB holding 297 RT.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35R: On RWY track until 4100ft. RT to OMREK. OMREK holding 011 RT.
---------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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02FEB25

AIRPORT INFORMATION SHEET LFKC/CLY

FRANCE

CALVI / LFKC / CLY

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFKB 1 30

LFKF 2 65

LIEO 3 105

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Corsica Aero Services

OPERATION PROCEDURES

/// GENERAL ///
- RWY18/36 not in use when crossiwnd greater then or equal to 20KT when RWY is wet.
- LDG/TKOF during LVP is prohibited.
- TKOF: Use RWY36 up to MAX tailwind component of ACFT.

/// DEPARTURE ///
- THRUST RED/ACC: 1590/3090
- ENGINE OUT RWY36: 1800
--------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to ILROU. ILROU holding 177 LT.
--------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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03FEB25

AIRPORT INFORMATION SHEET MMUN/CUN

MEXICO

CANCUN / MMUN / CUN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

MMCZ 1 30

MMTL 2 70

MMMD 3 155

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

AeroMexico Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT ALL RWYS: 1600
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12L: On RWY track 5NM, LT to APMUS. APMUS holding 216 RT.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12R: On RWY track to UN580, RT to UN581, FIELS. FIELS holding 097 RT.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30L: On RWY track 5NM, LT to FIELS. FIELS holding 097 RT.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30R: On RWY track to UN528, RT to APMUS. APMUS holding 216 RT.
----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL       

This document is intended solely for flight simulation purposes.
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19NOV25

AIRPORT INFORMATION SHEET FACT/CPT

SOUTH AFRICA

CAPE TOWN / FACT / CPT

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

FAUP 1 360

FAOR 2 690

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1160/1160
- ENGINE OUT ALL RWYS: 1700
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to CT402, LT to CT406 then to DUGLU. Hold DUGLU 135 RT at 4600ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track to IBGEL. Hold IBGEL 190 RT at 3600ft.
--------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- No 180 turns on RWY01/19 other then at the RWY THR and intersection of TWY E and C
  for instances of TWY closures.
- TWYs D3 and D4 CLSD for heavy ACFT.
- Standard Taxi Routes:
 - RWY19: Vacate RWY via TWY B or TWY C.
 - RWY01: Vacate RWY via TWY A, E or RWY34.

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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03FEB25

AIRPORT INFORMATION SHEET SKCG/CTG

COLOMBIA

CARTAGENA / SKCG / CTG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

SKBQ 1 50

SKRG 2 260

SKBO 3 355

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Avianca Services

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to UTLOK. UTLOK holding 190 RT.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track to SIMAB. SIMAB holding 010 LT.
---------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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08JUL26

AIRPORT INFORMATION SHEET GMMN/CMN

MOROCCO

CASABLANCA / GMMN / CMN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

GMMX 1 110

GMAD 2 205

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR at or below 800m and/or CEIL at or below 200ft.

/// DEPARTURE ///
- TKOF RWY35L/R, 0600-2300.
- TKOF RWY17L/R, 2300-0600.
- Intersection TKOF is not permitted, unless authorized by ATC.

- THRUST RED/ACC: 2160/3660
- ENGINE OUT ALL RWYS: 2200
--------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17L: On RWY track to NSR NDB, RT to BIRVO. BIRVO holding 108 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: On RWY track to NSR NDB, RT to BIRVO. BIRVO holding 108 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35L: On RWY track to NUA NDB, LT to BIRVO. BIRVO holding 108 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35R: On RWY track to NUA NDB, LT to BIRVO. BIRVO holding 108 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LDG RWY35L/R:
 - Up to a tailwind component up to MAX 7KT RWY35L/R is to be used.
- If only RWY17L/R is usable for LDGs, two conditions are to be considered:
  - If CEIL 1500ft/AAL or more and VIS 5KM or more INSTR APCH RWY35L/R followed by
    right downwind RWY17L/R.
  - If CEIL less then 1500ft/AAL INSTR APCH RWY17L/R.

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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13JUL26

AIRPORT INFORMATION SHEET LICC/CTA

ITALY

CATANIA / LICC / CTA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 327-331

ALTERNATES PRIORITY DISTANCE (Nm)

LICA 3 100

LICJ 1 105

LICB 2 35

FLIGHT SAFETY / SHARED EXPERIENCE

- NIL

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: +39 095 723 6666.
- Mount Etna N of aerodrome up to 11'000ft.
- W/S reported on short final.
- No land with visibility less then 1000m.
- No takeoff with visibility less then 550m.

/// DEPARTURE ///
- THRUST RED/ACC: 1040/1040
- ENGINE OUT RWY08: 1600
- ENGINE OUT RWY26: 2400
----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to INDAX. Hold INDAX 257 RT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to CC501. Hold CC501 081 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Main runway in use is RWY 08, ILS 08 Z.
- RWY 08: Displaced threshold due to a railway line with electrical wires (lit obstacle).
- In addition to the short landing distance the runway has a slight down slope.

/// GROUND OPS ///
- Flights are usually parked at the finger dock terminal or on the apron just west of it.

/// FUELING ///
- Fueling with PAX on board not allowed

/// DE-ICING ///
- Not AVBL

This document is intended solely for flight simulation purposes.
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11JAN25

AIRPORT INFORMATION SHEET LGSA/CHQ

GREECE

CHANIA / LGSA / CHQ

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV MARSHALLER REQ 1-12

ALTERNATES PRIORITY DISTANCE (Nm)

LGIR 1 50

LGAV 2 145

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 130.180
- High TERR S of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1620/3120
- ENGINE OUT for both RWYs: 1700
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11L: Track 107 until 15 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29R: Track 287 until 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- VOR, TACAN and NDB APP for RWY11L available.
- VOR, TACAN, NDB and PAR APP for RWY29R available.

/// GROUND OPS ///
- ACFT follow ATC instructions to a taxi-link and will then be guided by Follow-me vehicle to the parking position.
- Towing of ACFT only with Follow-me vehicle and requires prior permission by ATC.

/// FUELING ///
- Jet A-1.
- Summer: as AD OPR HR.
- Winter: as AD OPR HR with PN.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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04AUG26

AIRPORT INFORMATION SHEET KORD/ORD

UNITED STATES

CHICAGO / KORD / ORD

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 5

ALTERNATES PRIORITY DISTANCE (Nm)

KDTW 1 200

KSTL 2 225

KCVG 3 230

KMCI 4 350

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- RWY22R CLSD for DEP.

- THRUST RED/ACC: 1680/1680
- ENGINE OUT ALL RWYS:2200
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: On RWY track FNUCH. Hold FNUCH 068 RT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: On RWY track to LAIKE, RT to LAIRD. Hold LAIRD 271 RT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09L: On RWY track to SIBLY, LT to OBK 113.00. Hold OBK 092 RT at 2200ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09C: On RWY track to YVONE, LT to DEERE. Hold DEERE 278 RT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09R: On RWY track to GRABL. Hold GRABL 273 RT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10L: On RWY track to XURXU, RT to CGT 114.20. Hold CGT 356 RT at 2800ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10C: On RWY track to AGZED, RT to CGT 114.20. Hold CGT 356 RT at 2800ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10R: On RWY track to ALKYL, RT to DPA 114.55. Hold DPA 068 RT at 2800ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22L: On RWY track to FORTZ, LT to CGT 114.20. Hold CGT 356 RT at 2800ft.

This document is intended solely for flight simulation purposes.
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-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27L: On RWY track to WASCO. Hold WASCO 093 RT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27C: On RWY track to RANDI, RT to UKUNE. Hold UKUNE 141 RT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27R: On RWY track to OGSIE, RT to OBK 113.00. Hold OBK 092 RT at 2200ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28L: On RWY track to ALYEA, LT to CGT 114.20. Hold CGT 356 RT at 2800ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28C: On RWY track to RAYYY, LT to DPA 114.55. Hold DPA 068 RT at 2800ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28L: On RWY track to ANACO, LT to DPA 114.55. Hold DPA 068 RT at 2800ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY04L CLSD to ARR.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- 15 OCT-15 MAY 0500-2300.

            

This document is intended solely for flight simulation purposes.
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03FEB25

AIRPORT INFORMATION SHEET LRCL/CLJ

ROMANIA

CLUJ / LRCL / CLJ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LRTM 1 35

LYBE 2 185

LROP 3 170

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 2040/2040
- ENGINE OUT ALL RWYS: 2600
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to ABIMO, LT to ENITU. ENITU holding 130 RT.
----------------------------------------------------------------------------------------------------------------------------
- ESOID RWY25: On RWY track to CL899, RT to CL898, APSAM. APSAM holding 130 RT.
----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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17JAN25

AIRPORT INFORMATION SHEET EDDK/CGN

GERMANY

COLOGNE/BONN / EDDK / CGN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDL 1 30

EBLG 2 70

EDDF 3 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR 600m or below

/// DEPARTURE ///
- THRUST RED/ACC: 1310/1310
- ENGINE OUT ALL RWYS: 1900
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track to DK760, LT to NVO VOR. NVO VOR holding 066 RT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13L: On RWY track to DK460, LT to WYP VOR. WYP VOR holding 259 LT.
------------------------------------------------------------------------------------------------------------------------
- ESOID RWY13R: On RWY track to DK470, RT to NVO VOR. NVO VOR holding 066 RT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: On RWY track to DK560, RT to WYP VOR. WYP VOR holding 259 LT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31L: On RWY track to DK226, LT to NVO VOR. NVO VOR holding 066 RT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31R: On RWY track to DK660, RT to COL VOR. COL VOR holding 296 LT.
------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- AVBL

            

This document is intended solely for flight simulation purposes.
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08NOV25

AIRPORT INFORMATION SHEET VCBI/CMB

SRI LANKA

COLOMBO / VCBI / CMB

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

VCRI 1 90

VOTV 2 190

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

SriLankan Airlines

OPERATION PROCEDURES

/// GENERAL ///
- Marshaller compulsory.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1600
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to IKONA. IKONA holding 220 LT at 2500ft.
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to PASKU. PASKU holding 040 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- GP RWY04/22 intercept is quite late and therefore low, be sure to reduce speed earlier as supposed to avoid
  possible hot and high situations. 

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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13JUL26

AIRPORT INFORMATION SHEET LICB/CIY

ITALY

COMISO / LICB / CIY

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LICC 1 35

LICJ 2 100

LICA 3 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Terrain N/NE AD up to 3700ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1660/1660
- ENGINE OUT ALL RWYS: 2200
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: When airborne LT (MAX 185KT) to SUDDE then NELDA. Hold NELDA 257 RT at 2800ft.
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to NELDA.  Hold NELDA 257 RT at 2800ft.
-----------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Backtrack only on RWY ends.
- Handling by: G.H. Catania.

/// FUELING ///
- NIL.

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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19MAR25

AIRPORT INFORMATION SHEET EKCH/CPH

DENMARK

COPENHAGEN / EKCH / CPH

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 2

ALTERNATES PRIORITY DISTANCE (Nm)

ESGG 1 125

EDDH 2 150

EKBI 3 120

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

SAS Ground Handlling

OPERATION PROCEDURES

/// GENERAL ///
- RWY12/30 may be used when one or both of the preferential RWYs cannot be used due to:
 - crosswind component on the preferential RWYs exeeding 15KT.
 - reported RWYCC lower then 5 on any third of the preferential RWYs.
 - MET CONDs being below minima for LDG on the preferential RWYs.
 - due to condition of the RWYs.

/// DEPARTURE ///
- When RWY04L/R in use:
 - RWY04R shall be used for TKOF.
- When RWY22L/R in use:
 - RWY22R shall be use for TKOF.

- THRUST RED/ACC: 1020/1020
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: On RWY track to RUCCI, LT to ERNOV. ERNOV holding 179 LT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: On RWY track to EXTAR, LT to ERNOV. ERNOV holding 179 LT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to ORZIH, LT to TIDVU. TIDVU holding 297 RT.
-----------------------------------------------------------------------------------------------------------------------------------------
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22L: On RWY track to CATWU, LT to OLPIB. OLPIB holding 030 RT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: On RWY track to BUDIQ, LT to OLPIB. OLPIB holding 030 RT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to CH301, RT to ERNOV. ERNOV holding 179 LT.

This document is intended solely for flight simulation purposes.
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-----------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY22R CLSD for LDG:
 - MON 0400-1100 1200-2359, TUE-FRI 0000-1100 1200-2359, 
 - SAT 0000-1100 1200-1600.
- When RWY04L/R in use:
 - RWY04L shall be used for LDG.
- When RWY22L/R in use:
 - RWY22L shall be use for LDG.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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21JUL25

AIRPORT INFORMATION SHEET LGKR/CFU

GREECE

CORFU / LGKR / CFU

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV MARSHALLER REQ 1-11 (MAINLY 3, 5 AND 6)

ALTERNATES PRIORITY DISTANCE (Nm)

LGPZ 1 56

LWOH 2 102

LGAV 3 214

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 126.355
- High TERR SW and N of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1010/1010
- ENGINE OUT for both RWYs: 1600
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: To KR600, LT to KRK VOR. KRK VOR holding 316 LT.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track to KR160, RT to KR166 then KRK VOR to BEDEX. BEDEX holding 075 RT.
--------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- 180 degree turns and backtrack OPS on RWY ends only.
- Push-back from stand 1 thru 2 always facing South.
- Push-back from stand 8 always facing North.
- Towing of ACFT is executed only under Follow-me guidance and requires prior permission by ATC.

/// FUELING ///
- Jet A-1, H24, PN during winter.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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20FEB25

AIRPORT INFORMATION SHEET EICK/ORK

IRELAND

CORK / EICK / ORK

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EIDW 1 125

EINN 2 55

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when cloud CEIL below 200ft and either RVR is below 550m or VIS is below
  800m.

/// DEPARTURE ///
- THRUST RED/ACC: 1480/2980
- EOSID ALL RWYS: 2000
---------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track to GOSDA. GOSDA holding 344 LT.
---------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track to ROVAL. ROVAL holding 164 RT.
---------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- All stands are self-manoeuvring exept Stand 6-18 are taxi-in/push-out, stand 19 is
  push-in/tow-out.

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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01JUN25

AIRPORT INFORMATION SHEET GOBD/DSS

SENEGAL

DAKAR / GOBD / DSS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

GBYD 1 85

GGOV 2 190

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1270/1270
- ENGINE OUT ALL RWYS: 1800
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to BD502, LT to BD503-BILIV, LT to DEPAL. DEPAL holding 006 RT.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track to BD505, RT to BD506-TISAS, RT to KOSOM. KOSOM holding 186 RT.
---------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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02FEB25

AIRPORT INFORMATION SHEET LTBS/DLM

TURKEY

DALAMAN / LTBS / DLM

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL 35-39

ALTERNATES PRIORITY DISTANCE (Nm)

LTFE 1 62

LTAI 2 97

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Celebi Aviation

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 127.350.
- High TERR N-NE of airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1520/3020
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: At 4 DME DAL 114.70, LT to DAL and proceed R190 DAL to 5 DME DAL and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: Track 331 to 4 DME DAL 114.70 and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, VOR and NDB APP for RWY01 available.
- LOC and RNP APP for RWY19 available.

/// GROUND OPS ///
- ACFT vacating RWY via RET has priority. ACFT on other TWYs give way to vacating ACFT via RET unless otherwise
instructed.
- Minimum RWY occupancy time: An ACFT that has been cleared for take-off must be ready immediately.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- NIL  

This document is intended solely for flight simulation purposes.
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27FEB26

AIRPORT INFORMATION SHEET OEDF/DMM

SAUDI ARABIA

DAMMAM / OEDF / DMM

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OERK 1 190

OBBI 2 50

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 550m or CEIL below 1000ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1080/1080
- ENGINE OUT ALL RWYS: 1600
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track to DF606, RT to LOSAX. Hold LOSAX 054 RT at 1700ft.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track to DF601, RT to LOSAX. Hold LOSAX 054 RT at 1700ft.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track to DF662, LT to RESAN. Hold RESAN 124 LT at 1700ft.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track to DF672, LT to RESAN. Hold RESAN 124 LT at 1700ft.
--------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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21OCT25

AIRPORT INFORMATION SHEET VIDP/DEL

INDIA

DELHI / VIDP / DEL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OPLA 1 290

VIAR 2 295

VAAH 3 455

VABB 4 660

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in use when RVR is below 800m and/or ceiling 200ft or below

/// DEPARTURE ///
- THRUST RED/ACC: 1800/1800
- ENGINE OUT ALL RWYS: 2300
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track 10NM, RT to SSB 112.40. Hold SSB 288 RT at 4000ft.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to SSB 112.40. Hold SSB 288 RT at 4000ft.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11L: On RWY track to SSB 112.40. Hold SSB 288 RT at 4000ft.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11R: On RWY track to SSB 112.40. Hold SSB 288 RT at 4000ft.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track 5NM, RT to SAM 117.00. Hold SAM 136 LT at 4000ft.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track 5NM, RT to SAM 117.00. Hold SAM 136 LT at 4000ft.
------------------------------------------------------------------------------------------------------------------------

------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29L: On RWY track 2NM, LT to CHI 116.80. Hold CHI 059 LT at 4000ft.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29R: On RWY track 2NM, LT to SKA 117.20. Hold SKA 006 RT at 4000ft.
------------------------------------------------------------------------------------------------------------------------  
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/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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20FEB25

AIRPORT INFORMATION SHEET KDEN/DEN

UNITED STATES

DENVER / KDEN / DEN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

KCOS 1 60

KAMA 3 310

KPCR 2 200

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is below 1200ft.

/// DEPARTURE ///
- When RVR between 1200ft and 500ft:
 - RWY08 and 25: DEP only.

- THRUST RED/ACC: 6440/6440
- ENGINE OUT ALL RWYS: 7000
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: At 5900ft RT to CIDMU, LT LIMEX. LIMEX holding 081 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to KVERN, LT WITNE. WITNE holding 218 RT.
------------------------------------------------------------------------------------------------------------------------------------
- ESOID RWY16L: At 5900ft RT to BINBE. BINBE holding 257 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: At 5900ft RT to BINBE. BINBE holding 257 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17L: At 5900ft LT to LIMEX. LIMEX holding 261 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: On RWY track to JAKUR, RT to HOHUM. HOHUM holding 200 RT.
------------------------------------------------------------------------------------------------------------------------------------
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to GIVTE, RT to HYGEN. HYGEN holding 309 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: At 6000ft RT to NIWOT. NIWOT holding 317 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: At 5900ft LT to HYGEN. HYGEN holding 309 RT.

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 119 / 452



------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: At 6000ft LT to HYGEN. HYGEN holding 309 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35L: On RWY track to GLL VOR. GLL VOR holding 210 RT.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35R: At 5900ft RT to YIMZO. YIMZO holding 141 RT.
------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- When RVR between 1200ft and 500ft:
- LDG Routes:
 - RWY35L: Exit at TWY M6, M7 or M10.
 - RWY35R: Exit at TWY P6, P7 or D.
 - RWY34R: Exit at TWY F8, F9 or F12.
 - RWY34L: Exit at TWY D6, D9 or WE.
- When RVR below 500m:
 - RWY35R: LDG only.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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26APR25

AIRPORT INFORMATION SHEET DTTJ/JER

TUNISIA

DJERBA / DTTJ / JER

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

DTMB 1 115

DTTX 3 50

DTTA 2 180

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Tunisair Handling

OPERATION PROCEDURES

/// GENERAL ///
- 180 turns on turning pads only
- Preferential Runways:
 - LDG RWY09 and TKOF RWY27 under following CONDs:
  - RWY surface CONDs are not compromised (snow, slush, rubber etc.)
  - CEIL more then 150m above AD ELEV for LDG.
  - Horizontal VIS more then 1.9KM for TKOF/LDG.
  - Crosswind: 15KT or below and dry RWY, 10KT or below on wet RWY.
  - Tailwind: less then 5KT.
  - Windshear or TS not reported or expected.

/// DEPARTURE ///
- THRUST RED/ACC: 1520/3020
- ENGINE OUT ALL RWYS: 2000
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track 4NM, RT to DIBLA. DIBLA holding 352 RT.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track 6NM, LT to DIBLA. DIBLA holding 352 LT.
----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- No STAR published. Arriving from the North (SFX VOR), best option is to select BISKO in the
  via selection in the MCDU proc in the STAR section.

/// GROUND OPS ///
- NIL

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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05JAN25

AIRPORT INFORMATION SHEET EDDC/DRS

GERMANY

DRESDEN / EDDC / DRS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDP 1 60

EDDB 2 70

EDDV 3 170

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP is in force when RVR is 600m or less.
  - When ceiling is below 300ft and/or RVR is below 1000m.

/// DEPARTURE ///
- THRUST RED/ACC: 2250/2250
- ENGINE OUT RWY04: 2300
- ENGINE OUT RWY22: 2500
---------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to GARKI. GARKI holding 218 LT.
---------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to DRN, RT to RIVSA. RIVSA holding 119 LT.
---------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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15MAY25

AIRPORT INFORMATION SHEET OMDB/DXB

UNITED ARAB EMIRATES

DUBAI / OMDB / DXB

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 1D

ALTERNATES PRIORITY DISTANCE (Nm)

OMDW 2 25

OMSJ 1 10

OMAA 3 65

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when:
 - RVR at TDZ is 600m or less and/or
 - VIS is 600m or less and/or
 - CEIL is less than 300ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1070/1070
- ENGINE OUT ALL RWYS: 1700
---------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12L: On RWY track 5NM, LT to TALTU. TALTU holding 284 LT.
---------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12R: On RWY track to DB614, RT to DB655, LT to TALTU. TALTU holding 284 LT.
---------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30L: On RWY track to DB707, LT to EGNOT. EGNOT holding 104 RT.
---------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30R: On RWY track to DB755, RT to DB756, LT to EGNOT. EGNOT holding 104 RT.
---------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Dnata Handling.

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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16JAN25

AIRPORT INFORMATION SHEET OMDW/DWC

UNITED ARAB EMIRATES

DUBAI AL MAKTOUM INTL. / OMDW / DWC

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OMDB 1 25

OMAA 2 40

OMSJ 3 30

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when:
 - Touchdown RVR readings indicate a visibility of 600m or below and/or
 - MET VIS 800m or below and/or
 - CEIL below 300ft

/// DEPARTURE ///
- THRUST RED/ACC: 1140/1140
- ENGINE OUT ALL RWYS: 1640
------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to REVUL. REVUL holding 299 LT.
------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to LADMO. LADMO holding 119 LT.
------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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08MAR26

AIRPORT INFORMATION SHEET EIDW/DUB

IRELAND

DUBLIN / EIDW / DUB

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EINN 1 105

EICK 2 125

EGCC 3 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when:
 - RVR less then 550m and/or ceiling below 200ft or MET VIS below 800m. 
   MAX taxi speed during LVP 15KT.

/// DEPARTURE ///
- INT TKOF not AVBL during LVP.

- THRUST RED/ACC: 1250/1250
- ENGINE OUT RWYS 10L/R, 28L/R and 34: 1800
- ENGINE OUT RWY 16: 2100
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10L: On RWY track to DW901, LT to DW902 then to BATAF. Hold BATAF 097 LT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10R: On RWY track to DW031, RT to UMOWI. Hold UMOWI 097 LT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track to DW007, LT to KERAV. KERAV holding 208 RT at 3000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28L: On RWY track to GANET, RT to BATAF. Hold BATAF 097 LT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28R: On RWY track to DW040, RT to BATAF. Hold BATAF 097 LT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track LT to BATAF. Hold BATAF 097 LT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------
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/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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17JAN25

AIRPORT INFORMATION SHEET LDDU/DBV

CROATIA

DUBROVNIK / LDDU / DBV

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL MAINLY 11, 12, 14, 19

ALTERNATES PRIORITY DISTANCE (Nm)

LDSP 1 105

LKPR 2 122

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.425.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC RWY11: 1530/1530
- THRUST RED/ACC RWY29: 2030/3530
- ENGINE OUT for both RWYs: 2100
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: At 1.3 DME DBK 115.40 RT to proceed R185 DBK to 15 DME and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: At 6 DME DBK 115.40 LT track 140 to proceed on R185 DBK to 15 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential configuration/RWY in use is RWY 11.
- Warning: Gusts, windshear and turbulence can be expected on final APP and on RWY in conditions of strong
North-Easterly winds.

/// GROUND OPS ///
- When entering the apron, it is mandatory to stop at Hold for Follow-me position and wait for the Follow-me vehicle and
guidance.
- THR 29 RWY turnpad for ACFT with wheelbase greater than 22.8m / 74.8ft requires a turn made with nose gear
steering angle greater than 45 degrees.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- Available.

This document is intended solely for flight simulation purposes.
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07JUL26

AIRPORT INFORMATION SHEET EDDL/DUS

GERMANY

DUSSELDORF / EDDL / DUS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDF 1 100

EDDV 2 130

EDDH 3 180

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP is in force when RVR 600m or less.

/// DEPARTURE ///
- THRUST RED/ACC: 1150/1150
- ENGINE OUT ALL RWYS: 1700
---------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY05L: On RWY track to DL070, LT to DL071 then DL429. Hold DL429 LT052 at 2400ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------- 
- ENGINE OUT RWY05R: On RWY track to DL013, LT to DL429. Hold DL429 LT052 at 2400ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------   
- ENGINE OUT RWY23L: On RWY track to DY NDB 284.5, RT to DL524. DL524 holding 232 RT at 2400ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY23R: On RWY track to DY NDB 284.5, RT to DL524. DL524 holding 232 RT at 2400ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------- 

// ARRIVAL ///
- No visual approach allowed.

/// GROUND OPS ///
- Checkpoint 1: On Taxiway M intersection P4
- Checkpoint 2: On Taxiway T intersection P4
- Handling by: AAS.

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 130 / 452



/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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04JAN25

AIRPORT INFORMATION SHEET EGPH/EDI

UNITED KINGDOM

EDINBURGH / EGPH / EDI

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE TAXI IN WITH APU 1-10

ALTERNATES PRIORITY DISTANCE (Nm)

EGPF 1 40

EGCC 3 160

EGPK 2 50

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- Several events  - bank angle high - shortly after lift-off as the flight director commands the turn too early. Adhere to

minimum turning altitude.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain S of AD.

/// DEPARTURE ///
- On first contact with SCOTTISH CONTROL report:
  - Callsign
  - SID designator
  - current ALT and initial CLR ALT

- THRUST RED/ACC: 1530/3030
-----------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY06: On RWY track 25NM and hold.
-----------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY24: On RWY track to UW NDB, RT to CUMBO. CUMBO holding 256 LT.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL
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/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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18MAR26

AIRPORT INFORMATION SHEET LSME/EML

SWITZERLAND

EMMEN / LSME / EML

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL 70,80,90

ALTERNATES PRIORITY DISTANCE (Nm)

LSZH 1 25

LFSB 2 45

LSGG 3 105

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain E to W from AD up to 12200ft.
- RWY is only 40m wide.

/// DEPARTURE ///
- Main DEP RWY is 04.

- THRUST RED/ACC: 2900/2900
- ENGINE OUT ALL RWYS: 3400
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to RONIX. Hold RONIX 216 LT at 5000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to ME751, RT (max. 160KT) to RONIX. Hold RONIX 216 LT at 5000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Main LDG RWY is 22.

/// GROUND OPS ///
- Taxi in-out only via TWY E.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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25JUL25

AIRPORT INFORMATION SHEET LFSG/EPL

FRANCE

EPINAL / LFSG / EPL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL APRON

ALTERNATES PRIORITY DISTANCE (Nm)

LSZH 1 115

LFSB 2 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- No SID published. Climb RWY HDG up to 1600ft, then DCT to enroute WPT.

- THRURST RED/ACC: 2090/2090
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to EMT NDB. EMT NDB holding 263 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to SG409, LT tp EMT NDB. EMT NDB holding 263 RT.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- No STAR published

/// GROUND OPS ///
- Handling: SEAEM Vosges Aeroport.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.
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16FEB25

AIRPORT INFORMATION SHEET ENEV/EVE

NORWAY

EVENES / ENEV / EVE

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL 27

ALTERNATES PRIORITY DISTANCE (Nm)

ENTC 1 86

EFKT 2 189

EFRO 3 239

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 126.025.
- High TERR E and W of airport.

/// DEPARTURE ///
- Thrust RED/ACC: 1590/3090
- ENGINE OUT for both RWYs: 2500
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: Track 170 to EV514, then to ODD. From ODD on track 251 to 3800', RT direct ODD.
   Enter hold and climb to 5000'.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: Track 350 to OKNOT. From OKNOT on track 350 to 3900'. LT to OKNOT.
   Enter hold and climb to 5000'.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Wind shear / turbulence may occur on approach to RWY17.
- Moderate, occasionally severe turbulence may occur on final RWY17, with wind from SW-W 20 kts or more.
- Severe turbulence may occur on final RWY 17 when wind at 1400' is 40 kts or more.

/// GROUND OPS ///
- Simultaneous use of TWY Y and RWY, where ACFT is CAT D or larger, is not allowed.

/// FUELING ///
- Jet-A1, as AD OPR HR.

/// DE-ICING ///
- Available through local company.

This document is intended solely for flight simulation purposes.
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- TWR will coordinate requests.
- De-Icing frequency is 121.780.
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27DEC25

AIRPORT INFORMATION SHEET LPFR/FAO

PORTUGAL

FARO / LPFR / FAO

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL 314, 316, 318

ALTERNATES PRIORITY DISTANCE (Nm)

LEZL 1 103

LPPT 2 119

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR: 124.205.
- ATIS DEP: 121.560.
- High TERR N of airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY1O: On RWY track to FR728, RT to GIMAL. Hold GIMAL 007 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to FR710, LT to GIMAL. Hold GIMAL 007 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP and VOR APP for RWY10 available.
- ILS and VOR APP for RWY28 available.
- RWY28 approved for CAT II operations, special aircrew and ACFT certification required.

/// GROUND OPS ///
- Handling: Menzies.
- APU may be used at stands 314, 316, 318, 320, 322, 324.

/// FUELING ///
- Jet A-1, 0800-0000; other times O/R.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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22FEB25

AIRPORT INFORMATION SHEET LFKF/FSC

FRANCE

FIGARI / LFKF / FSC

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 1 IDLE REV NIL 9, 10, 11, 13

ALTERNATES PRIORITY DISTANCE (Nm)

LIEO 1 41

LFKC 2 64

LIEE 3 134

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Corsica Aero Services

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.730.
- High TERR N of airport.
- Birds are in the VCY of the airport.
- RWY05 upslope / RWY23 downslope.

/// DEPARTURE ///
- THRUST RED/ACC: 1590/3090
- ENGINE OUT for both RWYs: 2500
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: RT (MAX 180 kts) direct to MASAL, climb to 4000' and join MASAL holding at 4000'.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: Climb to KF520, LT direct to MASAL (MAX 185 kts), climb to 4000' and join holding,
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RNP and VOR APP for RWY05 available.
- ILS and RNP APP for RWY23 available.

/// GROUND OPS ///
- If Low Visibility Take-Off (LVTO) activated (RVR between 400m and 550m), traffic will be restricted to a single mobile
on the manoeuvring area (ACFT or vehicle). 

/// FUELING ///
- Jet A-1, 0400-2000, or as AD OPR HR.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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18APR25

AIRPORT INFORMATION SHEET LIRQ/FLR

ITALY

FLORENCE / LIRQ / FLR

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIRP 1 35

LIPE 2 45

LIRF 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LCP in force when RVR at or below 550m and/or cloud base below 200ft.
- AD occasionaly affected by terrain-inducted WS, mostly originated by winds having a
  5-20KT intensity and a NE direction and more often occuring in DEC and JAN.
- High terrain on W, N and NE AD up to 9200ft.

/// DEPARTURE ///
- Standard Taxi Routes:
 - DEP ACFT leaving APN 100 direct to RHP M, follow TWY A in counterclockwise direction.
 - DEP ACFT leaving APN 100 direct to RHP H or F, follow TWY A, then TWY B in
   counterclockwise direction.

- THRUST RED/ACC: 1650/3150
- ENGINE OUT ALL RWYS: 1700
---------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: As soon as possible, LT to R269 PRT VOR to 7NM, RT to PRT VOR. PRT VOR holding 210 RT.
---------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to GONGA. GONGA holding 045 RT.
---------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Standard Taxi Routes:
 - ARR ACFT vacating RWY via TWY H direct to stands 101-108, follow TWY B and then TWY
   A in counterclockwise direction.
 - ARR ACFT vacating RWY via TWY F direct to stands 101-108, follow TWY A in
   in counterclockwise direction.

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 140 / 452



/// GROUND OPS ///
- Toscana Aeroporti Handling.

/// FUELING ///
- NIL

/// DE-ICING ///
- 0500-2259.

            

This document is intended solely for flight simulation purposes.
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02NOV25

AIRPORT INFORMATION SHEET EDDF/FRA

GERMANY

FRANKFURT / EDDF / FRA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 1

ALTERNATES PRIORITY DISTANCE (Nm)

EDFH 1 50

EDDN 2 105

EDDK 3 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is 600m or less.

/// DEPARTURE ///
- RWY07L/25R TKOF prohibited.
- Preferred RWY for TKOF when RWY25 in use for LDG:
 - RWY25C for DEP NW, N and NE.
 - RWY18 for DEP SW, S, SE and E.
- Preferred RWY for TKOF when RWY07 in use for LDG:
 - RWY07C for DEP NW, N, NE and E.
 - RWY18 for DEP SW, S and SE.

- THRUST RED/ACC: 1360/1360
- ENGINE OUT ALL RWYS: 1900
---------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07L: On RWY track to 25NM, LT to MEFTO. MEFTO holding 066 LT at 3500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07C: On RWY track to DF575, RT to FKS VOR. FKS VOR holding 244 RT at 4000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07R: On RWY track to DF675, RT to DF278 then FKS VOR. FKS VOR holding 244 RT at 4000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------

---------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track 5NM, LT to CHA VOR. CHA VOR holding 283 RT at 4000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25L: On RWY track to DF290, LT DF685 then to CHA VOR. CHA VOR holding 283 RT at 4000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25C: On RWY track to DF585, LT to CHA VOR. CHA VOR holding 283 RT at 4000ft.

This document is intended solely for flight simulation purposes.
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---------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential RWY25 for LDG.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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22JUN26

AIRPORT INFORMATION SHEET EDFH/HHN

GERMANY

FRANKFURT HAHN / EDFH / HHN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDF 1 50

ELLX 2 45

EDDK 3 55

EDDN 4 150

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 2650/2650
- ENGINE OUT ALL RWYS: 3200
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track to FH060, LT to FH402. Hold FH402 209 LT at 4200ft.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: On RWY track to 3NM, RT to FH402. Hold FH402 209 LT at 4200ft.
--------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: TRIWO Hahn Airport GmbH.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL H24.

            

This document is intended solely for flight simulation purposes.
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19JAN25

AIRPORT INFORMATION SHEET GCFV/FUE

SPAIN

FUERTEVENTURA / GCFV / FUE

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL 19-26

ALTERNATES PRIORITY DISTANCE (Nm)

GCRR 1 32

GCLP 2 87

GCTS 3 145

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Groundforce

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.650.
- High TERR W of airport.
- Birds are in the VCY of the airport.
- RWY01 upslope / RWY19 downslope.
- Caution: Wind shear and turbulence phenomena below 3000' possible.

/// DEPARTURE ///
- THRUST RED/ACC: 1090/1090
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: At 2.5 DME FTV 114.10 RT to TENDA and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: Track 185 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP, VOR and NDB APP for RWY01 available.
- ILS, RNP, VOR and NDB APP for RWY19 available.

/// GROUND OPS ///
- Back-track manoeuvres on RWY prohibited.
- The entries of ACFT to RWY are not authorized via TWYs E3, E4, E5, E6, E7 and E8.
- Access clearance by ATC is required for passing a switched-off stop bar located on RWY access.

/// FUELING ///
- Jet A-1, same as AD OPR HR.

This document is intended solely for flight simulation purposes.
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- No refuelling possible after 2340H.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET RJFF/FUK

JAPAN

FUKUOKA / RJFF / FUK

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

RJFU 1 50

RJFR 2 35

RJFO 3 65

RJFT 4 35

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1500
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track to UPSAM. Hold UPSAM 339 LT at 4000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track to UPSAM. Hold UPSAM 339 LT at 4000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track to LAGER. Hold LAGER 158 RT at 1800ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track to LAGER. Hold LAGER 158 RT at 1800ft.
--------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- DEP ACFT from East APN will use RWY16L/34R unless othewise instructed by ATC.
- DEP ACFT from North APN will use RWY16R/34L unless otherwise instructed by ATC.
- ARR ACFT will use RWY16L/34R unless otherwise required by ATC. 

/// FUELING ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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21MAR26

AIRPORT INFORMATION SHEET FBSK/GBE

BOTSWANA

GABORONE / FBSK / GBE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

FVFA 2 380

FYWH 1 480

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 4300/4300
- ENGINE OUT ALL RWYS: 4800
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to IBRAB. Hold IBRAB 259 LT at 6000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to SK401, RT to OKPEX, RT to IBRAB. Hold IBRAB 259 LT at 6000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Aircraft Ground Handling (PTY) Ltd.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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17MAR25

AIRPORT INFORMATION SHEET EPGD/GDN

POLAND

GDANSK / EPGD / GDN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EPWA 1 160

EPWR 2 205

EDDB 3 220

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 550m and/or CEIL below 200ft.

/// DEPARTURE ///
- Preferrential Runways:
 - 1. RWY29
 - 2. RWY11

- THRUST RED/ACC: 1990/3490
- ENGINE OUT ALL RWYS: 2000
-----------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to GD903. GD903 holding 019 LT.
-----------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to GD443, RT to GD926. GD926 holding 126 LT.
-----------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS or LOC RWY29: IAS 160KT until D4 IGDA.
- VOR RWY29: IAS 160KT until D7 GZD.
- VOR RWY11: IAS 160KT until D4 GZD.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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08MAR26

AIRPORT INFORMATION SHEET LSGG/GVA

SWITZERLAND

GENEVE / LSGG / GVA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LSZH 1 125

LFLL 2 50

LFSB 3 100

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 2920/3920
- ENGINE OUT ALL RWYS: 3100
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to SAPRE. SAPRE holding 223 RT at 4000ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to GG803, LT to SAPRE. SAPRE holding 223 RT at 4000ft.
-----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY04: Expect TURB on base and final APCH.

/// GROUND OPS ///
- NIL

/// FUELING ///
- With PAX allowed only if fire brigade is informed and with at least 2 exits open.

/// DE-ICING ///
- 0400-2300.

            

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 152 / 452



21JUL25

AIRPORT INFORMATION SHEET LIMJ/GOA

ITALY

GENOA / LIMJ / GOA

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIMF 1 70

LFMN 2 80

LIRP 3 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- High terrain W, N and NW from AD up to 8300ft.
- Crosswind limits as stated in the AFM shall be reduced by 30% for all
  conditions.
- Preferential for TKOF/LDG: 28.
- LVP not AVBL.

/// DEPARTURE ///
- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1500
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to MJ503, RT to GIKUT. GIKUT holding 312 RT.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track LT to MJ814, LT to ECLOZ. ECLOZ holding 012 RT.
---------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Handling: Aeroporto di Genova S.p.A

/// FUELING ///
- NIL

/// DE-ICING ///
- 01 NOV - 31 MAR.

This document is intended solely for flight simulation purposes.
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17MAR25

AIRPORT INFORMATION SHEET HESX/SPX

EGYPT

GIZEH / HESX / SPX

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

HECA 1 25

HEBA 2 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

EgyptAir Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 2030/3530
- ENGINE OUT ALL RWYS: 2000
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track 20NM. Holding 341 LT.
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track 20NM. Holding 161 RT.
--------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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13MAR26

AIRPORT INFORMATION SHEET EGPF/GLA

UNITED KINGDOM

GLASGOW / EGPF / GLA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EGPH 1 35

EGPE 2 100

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Menzies Aviation

OPERATION PROCEDURES

/// GENERAL ///
- Terrain up to 3300ft N of AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1530/1530
- ENGINE OUT ALL RWYS: 1800
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track 5NM, RT to LANAK. Hold LANAK 303 RT at 3000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track 5NM, LT to LANAK. Hold LANAK 303 RT at 3000ft.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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12FEB25

AIRPORT INFORMATION SHEET ESGG/GOT

SWEDEN

GOTEBORG / ESGG / GOT

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EKCH 1 125

ENGM 2 160

EKYT 3 85

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 550m or CEIL or vertical VIS below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1480/1480
- ENGINE OUT ALL RWYS: 2100
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track 10NM, LT to MAXIV. MAXIV holding 164 RT.
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: On RWY track 10NM, RT to TOMVI. TOMVI holding 064 RT.
--------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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09JAN25

AIRPORT INFORMATION SHEET GCLP/LPA

SPAIN

GRAN CANARIA / GCLP / LPA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

GCTS 1 65

GCFV 2 90

GCRR 3 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Groundforce

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - North configuartion shall be preferential: ARR RWY03L / DEP RWY03R.
 - South configuration: ARR RWY21R / DEP RWY21L.
- RWY03R:
 - Whenever possible vacate RWY on S6.
- LVP not AVLB on AD.
 - No movement when RVR below 550m or VIS below 800m.
- Lot of traffic speaks in local language, situation avarness could be compromised.
- ATC tells you that you get radar vectors, but it does not take you directly to the ILS, but gives you headings and
  tells you to fly directly to an IAF ''resume own navigation to...XXXXX'' from there, you are then required to fly
  the course to the ILS by yourself.
- Sometimes ATC gives you wrong headings, insted of LT gives you RT. 

/// DEPARTURE ///
- THRUST RED/ACC: 1080/1080
- ENGINE OUT ALL RWYS: 1800
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03L: On RWY track to LP430-SUFEM-ENETA. ENETA holding 261 RT.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03R: On RWY track to LP430-SUFEM-ENETA. ENETA holding 261 RT.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21L: On RWY track to LPC VOR-ENETA. ENETA holding 261 RT.
-----------------------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21R: On RWY track to LPC VOR-ENETA. ENETA holding 261 RT.
-----------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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18JAN25

AIRPORT INFORMATION SHEET LOWG/GRZ

AUSTRIA

GRAZ / LOWG / GRZ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LOWW 1 80

LJLJ 2 60

LDZA 3 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - TKOF: 16C
 - LDG: 34C
- LVP in force when RVR below 600m and/or CEIL below 200ft.
- Quite "short" final, even at 180KT it seems like you are quite fast.

/// DEPARTURE ///
- THRUST RED/ACC: 2120/2120
- ENGINE OUT ALL RWYS: 2700
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16C: On RWY track to GRZ VOR, LT to GBG NDB. GBG NDB holding 195 LT.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34C: On RWY track to 3NM, RT to GBG NDB. GBG NDB holding 195 LT.
-----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- 01OCT-31MAY.

This document is intended solely for flight simulation purposes.
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17MAR25

AIRPORT INFORMATION SHEET CYHZ/YHZ

CANADA

HALIFAX / CYHZ / YHZ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

CYQM 1 90

KBGR 2 225

CYFC 3 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when wheater conditions indicate visibility below RVR 1200 is imminent.

/// DEPARTURE ///
- DEP RVR below 600m are not authorized.

- THRUST RED/ACC: 1450/1450
- ENGINE OUT ALL RWYS: 1600
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to LEROS. LEROS holding 053 RT.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: On RWY track to VOKIL. VOKIL holding 143 RT.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to ODKAS. ODKAS holding 233 RT.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: On RWY track to TETAR. TETAR holding 323 RT.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ARR RVR below 600m are not authorized.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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08JUL26

AIRPORT INFORMATION SHEET EDDH/HAM

GERMANY

HAMBURG / EDDH / HAM

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL FINGERDOCKS

ALTERNATES PRIORITY DISTANCE (Nm)

EDDV 1 70

EDDW 2 55

EDDB 3 150

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Taxiway Restrictions:
 - Do not leave RWY05 via TWY A5 after LDG.
 - TWY B3: ACFT crossing RWY33 via TWY B3 or in direction taxilane G, may only taxi along yellow taxi guide lines.
- Preferential Runways:
 - TKOF RWY33.
- LVP is in force when RVR is 600m or less.
- Expect late LDG CLR.
- ILS23 no DME.

/// DEPARTURE ///
- THRUST RED/ACC: 1060/1060
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: When airborne RT to HAM 113.1. Hold HAM 005 RT at 2200ft.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: On RWY track to DH050, LT HAM 113.1. Hold HAM 005 RT at 2200ft.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to DH111, LT to HAM 113.1. Hold HAM 005 RT at 2200ft.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to DH089, RT to HAM 113.1.  Hold HAM 005 RT at 2200ft.
---------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET EDDV/HAJ

GERMANY

HANNOVER / EDDV / HAJ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDH 1 70

EDDB 2 140

EDDL 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions:
 - RWY09L: TKOF from intersection H mandatory, exept for performance/safety reasons.
 - RWY27R: TKOF from intersection N mandatory, exept for performance/safety reasons.
- LVP in force when RVR is 600m or less.
- ILS RWY09L/27L/R no DME.

/// DEPARTURE ///
- THRUST RED/ACC: 1190/1190
- ENGINE OUT ALL RWYS: 1700
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09L: On RWY track to DV635, LT to DV636 then to NIE 109.25. Hold NIE 179 RT at 2800ft.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09R: On RWY track to DV153, RT to DV155 then to SAS 114.45. Hold SAS 086 LT at 2800ft.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27L: On RWY track to DV607, LT to DV608 then to SAS 114.45. Hold SAS 086 LT at 2800ft.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27R: On RWY track to DV250, RT to DV617 then to CEL 311. Hold CEL 255 RT at 2800ft.
------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- AVBL.
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18MAR25

AIRPORT INFORMATION SHEET MUHA/HAV

CUBA

HAVANNA / MUHA / HAV

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

MUVR 1 55

KMIA 2 205

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Cubana de Aviacion

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1210/1210
- ENGINE OUT ALL RWYS: 1800
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: At 2000ft RT to DUTAN. DUTAN holding 300 RT.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: At 1000ft RT to KAXAL, RT to ENTRY. ENTRY holding 078 LT.
----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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18OCT25

AIRPORT INFORMATION SHEET EFHK/HEL

FINLAND

HELSINKI / EFHK / HEL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERMINAL 2

ALTERNATES PRIORITY DISTANCE (Nm)

EETN 1 55

ESSA 2 215

EVGA 3 215

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when TDZ RVR 600m or below and/or ceiling 200ft or below.

/// DEPARTURE ///
- THRUST RED/ACC: 1680/3180
- ENGINE OUT ALL RWYS: 1700
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: On RWY track to PERHO. Hold at PERHO 037 LT at 2000.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: On RWY track to HK866, RT to ROPAM. Hold at ROPAM 292 RT at 3000.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: On RWY track to HK859, LT to ROPAM. Hold at ROPAM 292 RT at 3000.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22L: On RWY track to HK864, LT to ROPAM. Hold at ROPAM 292 RT at 3000.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: On RWY track to RULLI. Hold at RULLI 217 RT at 2300.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to ELKUN. Hold at ELKUN 323 RT at 2000.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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18MAR25

AIRPORT INFORMATION SHEET EDAH/HDF

GERMANY

HERINGSDORF / EDAH / HDF

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDB 1 95

EDDH 2 150

EDDV 3 185

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
-------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to AH110, RT to AH111 then UDAXI. UDAXI holding 004 LT.
-------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to AH210, LT to UDAXI. UDAXI holding 004 LT.
-------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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04JAN25

AIRPORT INFORMATION SHEET HEGN/HRG

EGYPT

HURGHADA / HEGN / HRG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 1

ALTERNATES PRIORITY DISTANCE (Nm)

HESH 1 60

HELX 2 110

HECA 3 220

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

EgyptAir Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- High terrain E and SE of the airport
- Preferential RWYs:
  - LDG RWY34L
  - TKOF RWY34R
- No APCH or LDG CLR will be issued wehn VIS is below 800m or RVR is below 550m. 

/// DEPARTURE ///
- THRUST RED/ACC: 1110/1110
- ENGINE OUT RWY16L: 2100
- ENGINE OUT RWY16R: 2300
- ENGINE OUT RWY34L: 1700
- ENGINE OUT RWY34R: 1700
--------------------------------------------------------------------------------------------------------------------------------
EOSID RWY16L: On RWY track until 10NM, LT to LOSIK. LOSIK hold 311 RT.
--------------------------------------------------------------------------------------------------------------------------------
EOSID RWY16R: On RWY track until 10NM, LT to LOSIK. LOSIK hold 311 RT.
--------------------------------------------------------------------------------------------------------------------------------
EOSID RWY34L: On RWY track until 10NM, RT to LOSIK. LOSIK hold 311 RT.
--------------------------------------------------------------------------------------------------------------------------------
EOSID RWY34R: On RWY track until 10NM, RT to LOSIK. LOSIK hold 311 RT.
--------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- TWY A is the old RWY 16/34, which still shows the full RWY-markings, except for an X instead of the numbers. 

/// GROUND OPS ///
- NIL

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- Fueling with Pax on board only permitted with fire brigade present.

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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24MAR25

AIRPORT INFORMATION SHEET LEIB/IBZ

SPAIN

IBIZA / LEIB / IBZ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 12, 13, 25-28

ALTERNATES PRIORITY DISTANCE (Nm)

LEPA 1 74

LEMH 2 144

LEBL 3 149

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 119.805
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: Track 061 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: Track 241 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP and VOR APP for RWY06 available.
- ILS, LOC, RNP, VOR and NDB APP for RWY24 available.
- RWY24 will be preferential whenever the tail wind component does not exceed 5 KT and the RWY surface is dry or wet
with braking action good.

/// GROUND OPS ///
- RWY shall be exited via TWY E8 or E9 for RWY24 and via TWY E3 or E2 for RWY06.
- ACFT operation will not be allowed when RVR values, or visibility where appropriate, are below 350m.

/// FUELING ///
- Jet A-1, as AD OPR HR.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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13MAR26

AIRPORT INFORMATION SHEET EGPE/INV

UNITED KINGDOM

INVERNESS / EGPE / INV

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EGPF 1 100

EGPH 2 100

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- 180 turns only on RWY THR.
- AD not equipped with CATII/III OPS.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1500
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track 10NM, LT to RIMOL. Hold RIMOL 238 RT at 2700ft.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track 10NM, RT to RIMOL. Hold RIMOL 238 RT at 2700ft.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Dalcross Handling Ltd.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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08JUL26

AIRPORT INFORMATION SHEET LGIR/HER

GREECE

IRAKLION / LGIR / HER

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL 1-15 (MAINLY 4, 5)

ALTERNATES PRIORITY DISTANCE (Nm)

LGSA 1 50

LGRP 2 157

LGAV 1 166

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High TERR S of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1620/3120
- ENGINE OUT for both RWYs: 1700
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: When airborne LT to GONSO. Hold GONSO 232 RT at 2300ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: When airborne RT to ADORI. Hold ADORI 142 LT at 2300ft.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- When RWY09 is in use, expected landing procedure is VOR-B.
- When RWY27 is in use, expected landing procedure is RNP RWY27.
- Pilots landing on RWY27 should exercise extreme caution as seasonal north-northwesterly winds of more than 10 KT
prevail over and at the airport VCY. When these winds prevail, the flight path may be affected by turbulence and/or wind
shear causing downdraft phenomena at the close VCY and over the THR of RWY27.

/// GROUND OPS ///
- Follow-me guidance to all stands.
- TWY D portion next to stands 8, 5 and 2 not AVBL for code letter E ACFT and above in case any of these stands is
occupied.

/// FUELING ///
- Jet A-1, H24.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET LTFM/IST

TURKEY

ISTANBUL / LTFM / IST

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 1

ALTERNATES PRIORITY DISTANCE (Nm)

LTBA 1 20

LTFJ 2 35

LTBU 3 40

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- RWY17L/35R is not AVBL for TKOF.

- THRUST RED/ACC: 1330/1330
- ENGINE OUT ALL RWYS: 1900
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track 5NM, RT to NEWPE. NEWPE holding 040 RT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track 5NM, RT to FM165, RT to INSTA. INSTA holding 066 LT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17L: On RWY track to NASVU, RT to ERWAZ then IRDED. IRDED holding 252 RT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: On RWY track 5NM, RT to NEWPE. NEWPE holding 040 RT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track to DIKIZ, LT to TIBNU. TIBNU holding 160 LT 2500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track 5NM, LT to FM342, LT to FM736. FM736 holding 136 LT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track 5NM, LT to INSTA. INSTA holding 066 LT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35L: On RWY track 5NM, RT to ATVAS. ATVAS holding 337 RT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35R: On RWY track 5NM, RT to ATVAS. ATVAS holding 337 RT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to FM366, FM365-FM364, RT to FM920. FM920 holding 130 LT at 3000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Unless otherwise instructed by ATC, RWYS 16L/34R and 17R/35L are not AVBL for LDG.

/// GROUND OPS ///
- Handling: Havas Ground Handling.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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21MAR26

AIRPORT INFORMATION SHEET LTFJ/SAW

TURKEY

ISTANBUL SAW / LTFJ / SAW

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LTFM 1 35

LTBJ 2 185

LGTS 3 290

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Celebi Aviation

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1310/1310
- ENGINE OUT ALL RWYS: 1800
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06L: On RWY track to FJ050, LT to IZHAR. Hold IZHAR 157 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06R: When airborne RT to FJ064 then to PEPAK-FJ065. Hold FJ065 031 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24L: On RWY track to OBIXI. Hold OBIXI 051 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24R: On RWY track to VRACA. Hold VRACA 001 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 181 / 452



            

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 182 / 452



16FEB25

AIRPORT INFORMATION SHEET EFIV/IVL

FINLAND

IVALO / EFIV / IVL

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL 3

ALTERNATES PRIORITY DISTANCE (Nm)

EFKT 1 80

EFRO 2 128

EFKS 3 164

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Finavia

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 123.200.

/// DEPARTURE ///
- THRUST RED/ACC: 1990/3490
- ENGINE OUT for both RWYs: 2500
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: Track 032 to KUTIS. Climb to 3500' and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: Track 212 to KEPEX. Climb to 3500' and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RNP APP for RWY 04 available.
- ILS and RNP APP for RWY22 available.

/// GROUND OPS ///
- When Low Visibility Procedure (LVP) is in force take-offs are allowed providing that only one ACFT at a time is in the
manoeuvring area.

/// FUELING ///
- Jet A-1, as AD OPR HR.

/// DE-ICING ///
- NIL    

This document is intended solely for flight simulation purposes.
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21MAR26

AIRPORT INFORMATION SHEET LTBJ/ADB

TURKEY

IZMIR / LTBJ / ADB

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LTFJ 1 185

LTFM 2 195

LTAI 3 190

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- N and E from AD, terrain up to 5000ft. W from AD up to 3500ft.
- TWY R MIL use only.

/// DEPARTURE ///
- THRUST RED/ACC: 1410/1410
- ENGINE OUT ALL RWYS: 1900
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track to FUTJU, LT to BJ322. Hold BJ322 087 RT at 3900ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R:  On RWY track to FILVA, LT to BJ322. Hold BJ322 087 RT at 3900ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track to YOMWU, LT to BJ115. Hold BJ115 087 RT at 5000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track to IPTUW,  LT to BJ115. Hold BJ115 087 RT at 5000ft.
--------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Havas Ground Handling.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

This document is intended solely for flight simulation purposes.
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21JUL25

AIRPORT INFORMATION SHEET OEJN/JED

SAUDI ARABIA

JEDDAH / OEJN / JED

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OETF 1 80

OEMA 2 175

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- Preferential Runways: RWY34C.

- THRUST RED/ACC: 1050/1050
- ENGINE OUT ALL RWYS: 1600

-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track to SOLOG, RT to ULULU. ULULU holding 028 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY16C: On RWY track to LORUS, RT to ULULU. ULULU holding 028 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track to JN747, RT to ULULU. ULULU holding 028 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track 5NM, LT to RADKI. RADKI holding 122 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY34C: On RWY track to JN759, LT to RADKI. RADKI holding 122 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track to JN667, LT to RADKI. RADKI holding 122 RT.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential Runways: LDG RWY34R.

/// GROUND OPS ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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04OCT25

AIRPORT INFORMATION SHEET LEJR/XRY

SPAIN

JEREZ / LEJR / XRY

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LEZL 1 41

LEMG 2 76

LPFR 3 93

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 125.655.
- High TERR E of airport.
- Birds are in the VCY of the airport.
- RWY02 upslope / RWY20 downslope.

/// DEPARTURE ///
- THRUST RED/ACC: 1600/3100
- ENGINE OUT for both RWY: 2500
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY02: Climb on track 022 to JR410, RT (MAX 185 kts) to JR415.
   RT (MAX 185 kts) to JR420 at 3000' or above to KUBAS. Enter hold at 5000'.
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY20: On RWY track to JR405, LT to JR400, LT to JRZ VOR 113.0. Holding JRZ VOR 202 RT 3000'.
--------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RNP and VOR APP for RWY02 available.
- ILS, VOR and NDB APP for RWY20 available.

/// GROUND OPS ///
- Follow-me compulsory for taxiing and entering APN and stands.

/// FUELING ///
- Jet A-1, as AD OPR HR.

/// DE-ICING ///
- NIL    

This document is intended solely for flight simulation purposes.
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19OCT25

AIRPORT INFORMATION SHEET FAOR/JNB

SOUTH AFRICA

JOHANNESBURG / FAOR / JNB

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

FBSK 1 205

FALE 2 320

FABL 3 270

FQMA 4 280

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- RWY15/33 used only as TWY E.
- High elevation AD.

/// DEPARTURE ///
- THRUST RED/ACC: 6560/6560
- ENGINE OUT ALL RWYS: 7100
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY03L: On RWY track 5NM, RT to ETGAV. Hold ETGAV 195 LT at 8000.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY03R: On RWY track 5NM, RT to ETGAV. Hold ETGAV 195 LT at 8000.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY22L: On RWY track 10NM, LT to ETLIG. Hold ETLIG 311 RT at 8000.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: On RWY track 10NM, LT to ETLIG. Hold ETLIG 311 RT at 8000.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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07JAN25

AIRPORT INFORMATION SHEET LGKL/KLX

GREECE

KALAMATA / LGKL / KLX

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 2 IDLE REV MARSHALLER REQ 1-4

ALTERNATES PRIORITY DISTANCE (Nm)

LGZA 1 68

LGAV 2 107

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- HIGH TERR NW and E of airport.
- Birds are in the VCY of the airport.
- Heavy MIL traffic during HO.

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: Track 164 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35L: Track 344 to 20 NM, RT to TRL 116.20 and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- VOR APP for RWY17R available.
- VOR, ILS, TACAN and PAR APP for RWY35L available.

/// GROUND OPS ///
- CAUTION: Arresting system nets before thresholds. Do not overstep.

/// FUELING ///
- Jet A-1, HO, during winter (1NOV-1APR) 48HR PN.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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18MAR26

AIRPORT INFORMATION SHEET BGSF/SFJ

GREENLAND

KANGERLUSSUAQ / BGSF / SFJ

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

BGGH 1 170

BIKF 3 720

CYFB 2 490

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- High terrain on both sides of RWY and E of RWY.
- 1.51% upslope first 900m RWY09. Upslope causes illusion of short RWY.

/// DEPARTURE ///
- THRUST RED/ACC: 1670/3170
- ENGINE OUT ALL RWYS: 2100
----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to SFM27, RT (with max bank angle possible and lowest speed possible)
                              to KEFOP. Hold KEFOP 088 RT at 4000ft.
----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to to KEFOP. Hold KEFOP 088 RT at 4000ft.
----------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Mittarfeqarfiit.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.
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15NOV25

AIRPORT INFORMATION SHEET BIKF/KEF

ICELAND

KEFLAVIK / BIKF / KEF

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 1, 3, 5, 7

ALTERNATES PRIORITY DISTANCE (Nm)

BIAR 1 155

EGPH 2 749

ENBR 3 806

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Isavia

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 128.300.
- Birds are in the VCY of the airport.
- Expect rolling departure when reaching the RWY.

/// DEPARTURE ///
- THRUST RED/ACC RWY01, RWY19 and RWY28: 1170/1170
- THRUST RED/ACC RWY10: 1670/3170
- ENGINE OUT RWY01, RWY19 and RWY28: 1700
- ENGINE OUT RWY10: 2200
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to NERKO. Hold NERKO 192 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to KFT10, then LT to NERKO. Hold NERKO 192 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track SOPAR. Hold SOPAR 012 LT at 2100ft.
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to VESOX. Hold VESOX 102 RT at 2100ft.
----------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY 01/19 is designated noise preferential RWY.
- LVP will come into effect when the RVR TDZ for RWY in use measures 800m or less and/or ceiling is 300' or less.

/// GROUND OPS ///
- Stop bars are used 24/7 for all RWYs - active RWYs as well as inactive.
- Stands 55, 57, 59, 61 taxiing under own PWR only for direct nose-in parking.

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- Available.
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05DEC25

AIRPORT INFORMATION SHEET HTKJ/JRO

TANZANIA

KILIMANJARO / HTKJ / JRO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

HKJK 2 130

HKMO 3 130

HTZA 1 210

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High ALT AD, consider less ENG performance.
- High terrain N of AD up to 22000ft.

/// DEPARTURE ///
- THRUST RED/ACC: 3910/3910
- ENGINE OUT ALL RWYS: 4500
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to XABED, RT (180KT) to KV 115.3. Hold KV 088 RT at 5000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track 5NM, LT (180KT) to KV 115.3. Hold KV 088 RT at 5000ft.
------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- 180 turns only on turn pads.

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL
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12FEB25

AIRPORT INFORMATION SHEET EFKT/KTT

FINLAND

KITTILA / EFKT / KTT

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EFRO 1 70

EFIV 2 80

ESNQ 3 105

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Finavia

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1070/1070
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track to XIVPA. XIVPA holding 334 RT.
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track to EKLIM. EKLIM holding 155 LT.
---------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.
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23MAR26

AIRPORT INFORMATION SHEET RJNK/KMQ

JAPAN

KOMATSU / RJNK / KMQ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

RJAA 1 200

RJTT 2 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Terrain up to 8800ft E/SE of AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1040/1040
- ENGINE OUT ALL RWYS: 1500
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track to NEJYO, LT to IKIKI. Hold IKIKI 102 RT at 1500ft.
---------------------------------------------------------------------------------------------------------------------------------
- EOSDI RWY24: On RWY track to AMAGO, RT to GOZEN. Hold GOZEN 102 RT at 1500ft.
---------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- Not AVBL.
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04JAN25

AIRPORT INFORMATION SHEET LGKO/KGS

GREECE

KOS / LGKO / KGS

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV MARSHALLER REQ 1-9

ALTERNATES PRIORITY DISTANCE (Nm)

LGRP 1 55

LGIR 2 128

LGAV 3 164

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 126.955.
- High TERR E of airport.
- Birds are in the VCY of the airport.
- RWY32 upslope / RWY14 downslope.

/// DEPARTURE ///
- THRUST RED/ACC: 1420/1420
- ENGINE OUT for both RWYs: 2000
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: Track 143 to 6 DME KOS 109.00, LT to BATRI and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: Track 323 to 6 DME KOS 109.00, RT to KOS and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RNP and VOR DME APPR available for both RWYs.

/// GROUND OPS ///
- Unless otherwise instructed by ATC, ACFT vacating RWY via TWY A2 shall hold at the intermediate holding position.
- Towing of ACFT only with Follow-me vehicle and requires prior permission by ATC.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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11MAR26

AIRPORT INFORMATION SHEET EPKK/KRK

POLAND

KRAKOW / EPKK / KRK

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL 3-6

ALTERNATES PRIORITY DISTANCE (Nm)

EPWR 1 125

EPWA 2 135

LHBP 3 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain S of AD up to 6000ft.
- Displaced THR RWY25.

/// DEPARTURE ///
- THRUST RED/ACC: 2300/3800
- ENGINE OUT ALL RWYS: 2300
-----------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to BAWZI. BAWZI holding 252 RT at 2800ft.
-----------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to EHETE. EHETE holding 072 LT at 2800ft.
-----------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL
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16FEB25

AIRPORT INFORMATION SHEET EFKS/KAO

FINLAND

KUUSAMO / EFKS / KAO

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL 2, 3

ALTERNATES PRIORITY DISTANCE (Nm)

EFRO 1 90

EFKT 2 146

EFIV 3 164

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Finavia

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 135.800.

/// DEPARTURE ///
- THRUST RED/ACC: 2370/3870
- ENGINE OUT for both RWYs: 2500
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: Track 117 to TIMRI. Climb to 3000' and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: Track 298 to PESEG. Climb to 3000' and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS and RNP APP for RWY12 available.
- RNP APP for RWY30 available.

/// GROUND OPS ///
- When Low Visibility Procedure (LVP) is in force take-offs are allowed providing that only one ACFT at a time is at the
manoeuvring area.

/// FUELING ///
- Jet A-1, as AD OPR HR.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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15APR26

AIRPORT INFORMATION SHEET GCLA/SPC

SPAIN

LA PALMA / GCLA / SPC

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 2 IDLE REV NIL 4A

ALTERNATES PRIORITY DISTANCE (Nm)

GCTS 1 71

GCXO 2 76

GCLP 3 132

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Iberia

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.250.
- High TERR W of airport.
- HEL operations.
- Area of magnetic abnormality.
- Downslope wind phenomena over the airport accompanied by windshear and turbulence.
- RWY18 upslope / RWY30 downslope.

/// DEPARTURE ///
- THRUST RED/ACC: 1110/1110
- ENGINE OUT for both RWY: 1700
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track to BV 112.40, LT to ARACO. Hold ARACO 307 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to LA430, RT to NASOL. Hold NASOL 235 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RNP and NDB APP for RWY36 available.
- Turning to final RWY26 can trigger GPWS.

/// GROUND OPS ///
- Once cleared to taxi, the ACFT must start taxiing in less than 60 seconds.

/// FUELING ///
- Jet A-1, 0800-2130; plus 2HR with PPR.

/// DE-ICING ///

This document is intended solely for flight simulation purposes.
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- NIL      

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 203 / 452



04AUG26

AIRPORT INFORMATION SHEET DNMM/LOS

NIGERIA

LAGOS  / DNMM / LOS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

DGAA 1 215

DNPO 2 215

FKKD 3 415

DIAP 4 440

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Risk of confusion BTN RWY18L and parallel TWY.

/// DEPARTURE ///
- THRUST RED/ACC: 1140/1140
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18L: On RWY track 5NM, LT to OVNIK. Hold OVNIK 237 LT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18R: On RWY track 5NM, RT to EBSEX. Hold EBSEX 091 LT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36L: On RWY tack to MOLOP. Hold MOLOP 181 LT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36R: On RWY track to EDKUV. Hold EDKUV 181 LT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: NAHCO Aviance (Nigerian Aviation Handling Company Plc).

/// FUELING ///
- NIL.
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/// DE-ICING ///
- NIL.
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10AUG25

AIRPORT INFORMATION SHEET LPLA/TER

PORTUGAL

LAJES / LPLA / TER

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL APRON C

ALTERNATES PRIORITY DISTANCE (Nm)

LPPD 1 90

LPAZ 2 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- No 180 turns on RWY15/33.

/// DEPARTURE ///
- THRUST RED/ACC: 1180/1180
- ENGINE OUT ALL RWYS: 1700
--------------------------------------------------------------------------------------------
- EOSID RWY15: On RWY track to ODAKI. ODAKI holding 331 RT.
--------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to VIBOC. VIBOC holding 151 RT.
--------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY15: Vacate B or A.
- RWY33: Vacate G or H, proceed on P, enter RWY15/33 via C or D to enter Apron C on TWY A.

/// GROUND OPS ///
- Handling: Menzies.

/// FUELING ///
- Refueling with PAX not AUTH.

/// DE-ICING ///
- Not AVBL.
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18JAN25

AIRPORT INFORMATION SHEET LICA/SUF

ITALY

LAMEZIA / LICA / SUF

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIRN 1 150

LICC 2 105

LIBR 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- LVP not AVBL.
- AD high terrain N/E and S, up to 6400ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1600
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to OLZEL. OLZEL holding 275 LT.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to UPETI. UPETI holding 095 LT.
---------------------------------------------------------------------------------------------------------------------- 

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- All stands are self-maneuvering

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.
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13JUN25

AIRPORT INFORMATION SHEET LICD/LMP

ITALY

LAMPEDUSA / LICD / LMP

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LICC 1 165

DTMB 2 95

LICB 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- 180 turns only on turningpads before RWY08/26 heads.
- A 30% reduction of the MAX demostrated crosswind component published on the Aircraft
  Flight Manual/Aircraft Operatin Manual for each ACFT type shall be applied.
- LVP is not AVBL. VIS below 800m OPS prohibited.

/// DEPARTURE ///
- THRUST RED/ACC: 1070/1070
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to CB803, RT to BUBEC. BUBEC holding 312 LT.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to MUPOC. MUPOC holding 078 RT.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- AST Aeroservizi Handling.
- Stand A1 pushback compulsory.

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.

This document is intended solely for flight simulation purposes.
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19JAN25

AIRPORT INFORMATION SHEET GCRR/ACE

SPAIN

LANZAROTE / GCRR / ACE

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL T1-T6, 16-18, 20-23

ALTERNATES PRIORITY DISTANCE (Nm)

GCFV 1 32

GCLP 2 112

GCTS 3 165

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Groundforce

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.620.
- High TERR NE of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1050/1050
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: At 0.5 DME LTE 114.40 RT proceed R170 LZR 115.20 to LINDE and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: Track 211 to 15 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP and VOR APP for RWY03 available.
- RNP and VPT APP for RWY21 available.

/// GROUND OPS ///
- Do not exit the RWY via TWY E3, except if cleared. With RWY21 operational, only daytime use of this Exit TWY may
be cleared.
- Guidance and parking service assisted by a Follow-me vehicle will be provided to all traffic during the operational hours
of the airport.
- Minimum RWY Occupancy Time: ATC will consider that every ACFT at the holding position is able to commence
line-up and take-off roll immediately after take-off clearance has been issued.

/// FUELING ///
- Jet A-1, same as AD OPR HR.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- NIL
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24NOV25

AIRPORT INFORMATION SHEET LCLK/LCA

CYPRUS

LARNACA / LCLK / LCA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL/APRON 1

ALTERNATES PRIORITY DISTANCE (Nm)

LCPH 1 55

LGRP 2 285

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain W/NW AD up to 7000ft.
- LVP not AVBL AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT ALL RWYS: 1600
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to LK400, RT to AMAKO. Hold AMAKO 283 RT at 1500ft.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to LK600, LT to BOSIS. Hold BOSIS 344 RT at 1500ft.
--------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- DEP RWY04: Expect taxi out via TWYs L, U to HLDG position TWY H.
- DEP RWY22: Expect taxi out via TWYs L, Z, C to HLDG position TWY A.
- LDG RWY04: Exit via TWYs A or B.
- LDG RWY22: Exit via TWYs E, G or H.

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.
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19MAR25

AIRPORT INFORMATION SHEET KLAS/LAS

UNITED STATES

LAS VEGAS / KLAS / LAS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 3

ALTERNATES PRIORITY DISTANCE (Nm)

KCDC 1 140

KGCN 2 145

KSBD 3 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- AD surrounded by high terrain up to 14200ft.
- Relatively high altitude AD, possibility to reduced ENG thrust, special on hot days.

/// DEPARTURE ///
- THRUST RED/ACC: 3190/3190
- ENGINE OUT ALL RWYS: 3700
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01L: On RWY track to CEGIL, RT to LAPIN. LAPIN holding 070 RT.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01R: On RWY track to GIFTT, RT to LAPIN. LAPIN holding 070 RT.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: On RWY track to CONDY, LT to LAPIN. LAPIN holding 070 RT.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track to RELIN, LT to LAPIN. LAPIN holding 070 RT.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19L: On RWY track to DUPEC, LT to LAPIN. LAPIN holding 070 RT.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19R: On RWY track to ZOLAV, LT to LAPIN. LAPIN holding 070 RT.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: On RWY track to RUDYY, LT to LAPIN. LAPIN holding 070 RT.
------------------------------------------------------------------------------------------------------------------------------------------
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26R: When airoborne proceed to RUDYY, LT to LAPIN. LAPIN holding 070 RT.
------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL
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08JUN26

AIRPORT INFORMATION SHEET EDDP/LEJ

GERMANY

LEIPZIG HALLE / EDDP / LEJ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDC 2 60

EDDB 1 75

EDDV 3 115

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR 600m or below.

/// DEPARTURE ///
- THRUST RED/ACC: 1500/1500
- ENGINE OUT ALL RWYS: 2000
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: On RWY track to LOFTO. Hold LOFTO 300 RT at 2800ft.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track to JOGGA. Hold JOGGA 300 RT at 2800ft.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: On RWY track to SAHNU. Hold SAHNU 083 RT at 2800ft.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY26R: On RWY track to MOWOX. Hold MOWOX 083 RT at 2800ft.
----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.
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06APR25

AIRPORT INFORMATION SHEET MRLB/LIR

COSTA RICA

LIBERIA / MRLB / LIR

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

MROC 1 90

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aeromax

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR 550m or below or in case RVR U/S, VIS 800m or below.
- NE of AD 17NM to 35NM, high mountain peaks up to 6600ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1270/1270
- ENGINE OUT ALL RWYS: 1800
---------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to LB721, RT to RAKEN. RAKEN holding 335 RT.
---------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to PERKA, LT to RAKEN. RAKEN holding 335 RT.
---------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL
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03AUG26

AIRPORT INFORMATION SHEET LFQQ/LIL

FRANCE

LILLE / LFQQ / LIL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EBBR 1 60

LFPG 2 95

LFPO 3 115

EHAM 4 125

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR 550m or below and/or CEIL 200ft or below.

/// DEPARTURE ///
- THRUST RED/ACC: 1660/3160
- ENGINE OUT ALL RWYS:2000
--------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to QQ411, LT to QQ412, RT to QQ413 then to ERNOD. Hold ERNOD 323 LT at 
                             2000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to EKRIK, LT to ERNOD. Hold ERNOD 323 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- When LVP in force vacate RWY26 on TWY T5.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- 0400-2100.
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27OCT25

AIRPORT INFORMATION SHEET LPPT/LIS

PORTUGAL

LISBON / LPPT / LIS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 104-126

ALTERNATES PRIORITY DISTANCE (Nm)

LPPR 1 150

LPFR 2 120

LPBJ 3 70

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when:
  - RWY20:
   - RVR at TDZ 550m or below or;
   - Cloud base height is 200ft or below.
  - RWY02:
   - RVR at TDZ 800m or below or;
   - Cloud base height is 200ft or below.
- RWY02 first 900m after THR steep slope of +0.7%
- RWY20: uphil slope 0.3% afer first 500m. 

/// DEPARTURE ///
- When RWY20 in use, the preferred departure position for all ACFT, exept Heavy Jets, should be position U5.
- THR RED/ACC: 1380/1380
- ENGINE OUT ALL RWYS: 1900
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY02: On RWY track 5NM, RT to DEKKI. DEKKI hold 272 LT at 3000ft.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY20: On RWY track 5NM, LT to ORTUG. ORTUG hold 317 RT at 3000ft.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Increased risk of Windshear. Approach may be very turbulent when moderate westerly winds prevail.
- Expect, as soon as possible, ''direct-to'' instructions to the merge points ''PESEX''for RWY02 or ''UPKAT''
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  for RWY20.

/// GROUND OPS ///
- Squawk Mode C on GND.
- Handling: Menzies.

/// FUELING ///
- No fueling with PAX onboard allowed.

/// DE-ICING ///
- Not AVBL.
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15NOV25

AIRPORT INFORMATION SHEET LJLJ/LJU

SLOVENIA

LJUBLJANA / LJLJ / LJU

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LOWK 1 25

LDZA 2 75

LOWG 3 60

LIPZ 4 100

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR falls below 550m and the CEIL is equal or below 200ft.
- Marshaller mandatory when LVP.
- High terrain N AD.

/// DEPARTURE ///
- THRUST RED/ACC: 2300/2300
- ENGINE OUT ALL RWYS: 2800
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to LUPIX. Hold LUPIX 303 LT at 4000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to LJ812, LT to LJ813 then LJ814 to LUPIX. Hold LUPIX 303 LT at 4000ft.
------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL 24H.
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18MAR26

AIRPORT INFORMATION SHEET EGLC/LCY

UNITED KINGDOM

LONDON LCY / EGLC / LCY

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EGLL 1 20

EGSS 2 25

EGKK 3 25

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Challenging wind conditions with high potential for wind shear.

/// DEPARTURE ///
- THRUST RED/ACC: 1520/3020
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to APTEV. Hold APTEV 273 LT at 1800ft.
---------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track 5NM, RT to LCY 322. Hold LCY 272 RT at 1800ft.
---------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Both GP 5.50.
- High ROD.
- GPWS warnings.
- Hard LDG possible.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.
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28FEB26

AIRPORT INFORMATION SHEET EGKK/LGW

UNITED KINGDOM

LONDON LGW / EGKK / LGW

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL PIER 2

ALTERNATES PRIORITY DISTANCE (Nm)

EGLL 1 20

EGSS 2 50

EGCC 3 150

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1210/1210
- ENGINE OUT ALL RWYS: 1800
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: On RWY track 3NM, RT to MAY VOR. MAY VOR holding 087 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track 3NM, RT to MAY VOR. MAY VOR holding 087 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: On RWY track 3NM. LT to WILLO. WILLO holding 284 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26R: On RWY track 3NM. LT to WILLO. WILLO holding 284 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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12JUL26

AIRPORT INFORMATION SHEET EGLL/LHR

UNITED KINGDOM

LONDON LHR / EGLL / LHR

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 2

ALTERNATES PRIORITY DISTANCE (Nm)

EGKK 1 20

EGSS 2 35

EGCC 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 600m.

/// DEPARTURE ///
- TKOF RWY27L when tail wind component not greater then 5KT.

- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09L: On RWY track to IVLAR. LT to CHT NDB 277. Hold CHT 289 LT at 1800ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09R: On RWY track to NEKSA, RT to EPM NDB 316. Hold EPM 270 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27L: On RWY track to BENPA, LT to EPM NDB 316. Hold EPM 270 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27R: On RWY track to ABAVI, RT to CHT NDB 277. Hold CHT 289 LT at 1800ft
------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LDG RWY27R when tail wind component not greater then 5KT.
- Windshear effects and building induced TURB may be expected when LDG on: 
 - RWY27R - in S or SW wind.
 - RWY27L - in S or N wind.

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.
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18MAR26

AIRPORT INFORMATION SHEET EGSS/STN

UNITED KINGDOM

LONDON STN / EGSS / STN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EGLL 1 35

EGKK 2 50

EGCC 4 130

EGBB 3 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1350/1350
- ENGINE OUT ALL RWYS: 1900
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to TOTVO, RT to ABBOT. Hold ABBOT 264 RT at 1800ft.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to EKVEG, RT to LOREL. Hold LOREL 186 LT at 2000ft.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- THR displaced on RWY04.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.
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28FEB26

AIRPORT INFORMATION SHEET KLAX/LAX

UNITED STATES

LOS ANGELES / KLAX / LAX

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 148-156

ALTERNATES PRIORITY DISTANCE (Nm)

KONT 1 99

KSFO 2 378

KLAS 3 316

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1130/1130
- ENGINE OUT ALL RWYS: 1700
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06L: On RWY track to ZANAV, LT to AMTRA. Hold AMTRA 049 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06R: On RWY track to ZIMLO, LT to AMTRA. Hold AMTRA 049 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07L: On RWY track to DOWNE. Hold DOWNE 250 LT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07R: On RWY track to DOWNE. Hold DOWNE 250 LT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24L: On RWY track to JAKOS, RT to RAFFS. Hold RAFFS 262 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24R: On RWY track to IGUPE, RT to RAFFS. Hold RAFFS 262 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25L: On RWY track to ZERAN, LT to CATLY. Hold CATLY 213 RT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25R: On RWY track to ZIMRU, LT to CATLY. Hold CATLY 213 RT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.
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/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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19DEC25

AIRPORT INFORMATION SHEET ESPA/LLA

SWEDEN

LULEA / ESPA / LLA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

ESNX 2 70

ESNS 3 60

ESNU 4 115

EFRO 1 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1070/1070
- ENGINE OUT ALL RWYS: 1600
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: On RWY track 5NM, RT to PA852, then to PA921. Hold PA921 307 LT at 2100ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: On RWY track 5NM, LT to PA552, then to PA571. Hold PA571 127 RT at 1700ft.
------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Swedavia.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.
- Normally taxi into de-icing ramp with nose towards SE.
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08JAN25

AIRPORT INFORMATION SHEET ELLX/LUX

LUXEMBOURG

LUXEMBOURG / ELLX / LUX

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFSB 1 135

EBLG 2 70

LFPO 3 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR equal or below 800m or ceiling is equal or below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 2240/2240
- ENGINE OUT RWY06: 2800
- ENGINE OUT RWY24: 2800
-----------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY06: On RWY track to LX24F, LT to DIK VOR. DIK VOR holding 120 RT.
-----------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY24: On RWY track to LX891, RT to DIK VOR. DIK VOR holding 120 RT.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.
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06APR25

AIRPORT INFORMATION SHEET HELX/LXR

EGYPT

LUXOR / HELX / LXR

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

HEGN 1 110

HESH 2 170

HECA 3 280

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

EgyptAir Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- Do not fly below FL85 unless within 8NM around the AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1290/1290
- ENGINE OUT ALL RWYS: 1800
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY02: On RWY track to LX605, LT to LX600. LX600 holding 109 RT.
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY20: On RWY track to LX816, LT to LXR VOR. LXR VOR holding 026 RT.
--------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- No APCH and LDG CLR will be issued when VIS below 800m or RVR below 550m.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL
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21OCT25

AIRPORT INFORMATION SHEET LFLL/LYS

FRANCE

LYON / LFLL / LYS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LSGG 1 140

LFMN 2 245

LSZH 3 280

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- N/NE, S/SE and SW/W high terrain up to 12000ft.
- No 180 turns permitted on all RWYS.
- LVP in force when RVR at or below 550m and CEIL at or below 200ft.

/// DEPARTURE ///
- Preferential Runways:
 - TKOF RWY35L/17R.

- THRUST RED/ACC: 2330/3830
- ENGINE OUT ALL RWYS17R/35L/35R: 2400
- ENGINE OUT RWY17L: 2500
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17L: On RWY track 5NM, RT to ARBON. Hold ARBON 015 LT at 5000ft.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: On RWY track 5NM, RT to ARBON. Hold ARBON 015 LT at 5000ft.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35L: On RWY track to ARPOB. Hold ARPOB 015 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35R: On RWY track to EKMEP. Hold EKMEP 015 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential Runways:
 - LDG RWY35R/17L.
- CAT 2 and CAT 3 LDG:
 - RWY35L: vacate via TWY A3 or A4.
 - RWY35R: vacate via TWY B3, B4 or V4. Vacating via TWY V5 prohibited.
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/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.
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28FEB26

AIRPORT INFORMATION SHEET SBMO/MCZ

BRAZIL

MACEIO / SBMO / MCZ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

SBRF 1 145

SBSG 2 225

SBSV 3 250

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1390/1390
- ENGINE OUT ALL RWYS: 1900
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to MO013. Hold MO013 303 RT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to ROMOD, RT to MO008. Hold MO008 193 RT at 3600ft.
------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- 180 turns on RWY THR only.
- Handling by: Dnata.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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27OCT25

AIRPORT INFORMATION SHEET LPMA/FNC

PORTUGAL

MADEIRA / LPMA / FNC

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LPPS 1 30

GCRR 2 280

GCLP 3 295

GCTS 4 280

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- AD located on plateau on east coast of Madeira Island. Rapidly rising, high terrain close to
  AD. Wind variations, TURB, severe windshear and microbursts may occur.
- Attention should be paid to wind direction indicators located located on S side of RWY, near
  each touchdown area. They will reflect unexpected wind changes. Occasionaly they will
  indicate wind from oposite directions. 

/// DEPARTURE ///
- Pilots are advised to use MAX power on TKOF in the presence of TURB or downdraft reports.
- TKOF RWY05: After TKOF start right turn as soon as practicable, to avoid high ground on left side.
- TKOF RWY23: After TKOF start left turn as soon as practicable, to avoid high ground on right side.
 - With westerly winds, tail windshears may be expected.

- THRUST RED/ACC: 1200/1200
- ENGINE OUT ALL RWYS: 1700
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: Proceed to MA552, RT to MA554 then to MONEC. MONEC holding 024 LT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: Proceed to MA406, LT to MONEC. MONEC holding 024 LT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LDG RWY05: Wind differences higher then 5KT between ROSARIO and MID anemometer 
  may indicate TURB on final.
- LDG RWY23: Severe TURB may be occur over THR at low ALT over THR, with winds from S
  and W sectors.
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- Headwind or nearly so, up to 15KT will cause ''weak'' TURB on final.
- Wind of 15KT from sector 020-050 will cause ''moderate'' TURB.
- Wind of 15KT or even less from sector 300-020 will cause ''severe'' TURB.
- Downdrafts or updrafts are to be expected near THR RWY05/23.

/// GROUND OPS ///
- Backtracking only on turning bays.
- Handling: Menzies.

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.
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11AUG26

AIRPORT INFORMATION SHEET LEMD/MAD

SPAIN

MADRID / LEMD / MAD

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 1 IDLE REV NIL TERMINAL 2/3

ALTERNATES PRIORITY DISTANCE (Nm)

LEVD 4 95

LESA 2 90

LEZG 3 135

LEVC 1 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain N/NW around 25NM from AD up to 8300ft.

/// DEPARTURE ///
- RWY18L/R, 32L/R not AVBL for TKOF.

- THRURST RED/ACC: 3500/5000
- ENGINE OUT ALL RWYS: 4000
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14L: On RWY track to YAYHO, RT to ROFIX. ROFIX holding 294 LT at 4500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14R: On RWY track to KEXME, RT to ROFIX. ROFIX holding 294 LT at 4500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18L: On RWY track to MD666, RT to ROFIX. ROFIX holding 294 LT at 4500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18R: On RWY track to MD766, RT to MD769 then to ROFIX. ROFIX holding 294 LT at 4500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32L: On RWY track to MD484, LT MD486-MD488 to ROFIX. ROFIX holding 294 LT at 4500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32R: On RWY track to MD586, LT MD588-MD589 to ROFIX. ROFIX holding 294 LT at 4500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36L: On RWY track RT to MD901-MD902, LT to MD911 then CNR VOR. 
                               CNR VOR holding 261 LT at 6500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36R: On RWY track to MD900-MD901, LT MD910-CNR VOR. CNR VOR holding 261 LT at 6500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
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/// ARRIVAL ///
- RWY36L/R, 14L/R not AVBL for LDG.

/// GROUND OPS ///
- NIL

/// FUELING ///
- Fueling with Pax on board only permitted with fire brigade on alert.
Coordination must be done with ramp agent.

/// DE-ICING ///
- H24.
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17JAN25

AIRPORT INFORMATION SHEET LEMG/AGP

SPAIN

MALAGA / LEMG / AGP

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LEJR 1 75

LEZL 2 80

LEGR 3 50

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Groundforce

OPERATION PROCEDURES

/// GENERAL ///
- RWY12 not AVBL for TKOF.
- RWY30 not AVBL for LDG.
- LVP in force when RVR 550m or below or VIS 800m or below (when RVR not AVBL)

/// DEPARTURE ///
- THRUST RED/ACC: 1060/1060
- ENGINE OUT RWY13: 1600
- ENGINE OUT RWY30: 1800
- ENGINE OUT RWY31: 1700
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY13: On RWY track to MG651, LT MG683. MG683 holding 051 RT.
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track 2NM, RT to MLG VOR. MLG VOR 189 LT.
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY31: On RWY track to MG931, RT to MLG VOR MLG VOR 189 LT.
--------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 242 / 452



- NIL
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18JUL26

AIRPORT INFORMATION SHEET VRMM/MLE

MALDIVES

MALE / VRMM / MLE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

VRMG 1 300

VCBI 2 420

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Trans Maldivian Airways

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1500
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track to REGAD. REGAD holding 003 RT at 1500ft.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to OPARI. OPARI holding 183 LT at 1500ft.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY18: After LDG vacate via D6 or D7.
- RWY36: After LDG vacate via TWY D3. If exiting the RWY via TWY D1 or D2, vacate via TWY C HLDG PSN. 

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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10APR25

AIRPORT INFORMATION SHEET LMML/MLA

MALTA

MALTA / LMML / MLA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LICC 1 100

LICJ 2 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR less then 1500m.
- When RVR is less then 350m, AD shall be declared as TEMPO CLSD for OPS.

/// DEPARTURE ///
- Preferential Runways:
 - TKOF RWY31: 0500-1700.
 - TKOF RWY13: 1700-0500.

- THRUST RED/ACC: 1800/3300
- ENGINE OUT ALL RWYS: 2300
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to EVLAM. EVLAM holding 232 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY13: On RWY track to SOFOR. SOFOR holding 312 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to VEKIM. VEKIM holding 051 RT.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY31: On RWY track to NOLER. NOLER holding 132 RT.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential Runways:
 - LDG RWY31: 0500-1700.
 - LDG RWY13: 1700-0500.

/// GROUND OPS ///
- NIL

/// FUELING ///

This document is intended solely for flight simulation purposes.
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- NIL

/// DE-ICING ///
- NIL
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08MAR26

AIRPORT INFORMATION SHEET SBEG/MAO

BRAZIL

MANAUS / SBEG / MAO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

SBSN 1 315

SBSV 2 355

SBPV 3 410

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1260/1230
- ENGINE OUT ALL RWYS: 1800
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track 5NM, LT to MAPMO. Hold MAPMO 197 LT at 2700ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track 5NM, RT to MAPMO. Hold MAPMO 197 LT at 2700ft.
--------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Dnata.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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10APR25

AIRPORT INFORMATION SHEET EGCC/MAN

UNITED KINGDOM

MANCHESTER / EGCC / MAN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 2

ALTERNATES PRIORITY DISTANCE (Nm)

EGLL 1 130

EGKK 2 150

EGPH 3 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- Preferential Runways:
 - Unless otherwise required by ATC, when there is head wind and tail wind is not 
   greater then 5KT on either RWY or at 2000ft, RWY23L/R.

- THRUST RED/ACC: 1260/1260
- ENGINE OUT ALL RWYS: 1800
----------------------------------------------------------------------------------------------------------------
- EOSID RWY05L: At RWY track 3NM, RT to DAYNE. DAYNE holding 311 RT.
----------------------------------------------------------------------------------------------------------------
- EOSID RWY05R: At RWY track 2NM, RT to DAYNE. DAYNE holding 311 RT.
----------------------------------------------------------------------------------------------------------------
- EOSID RWY23L: At RWY track 5NM, LT to DAYNE. DAYNE holding 311 RT.
----------------------------------------------------------------------------------------------------------------
- EOSID RWY23R: At RWY track 5NM, LT to DAYNE. DAYNE holding 311 RT.
----------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential Runways:
 - Unless otherwise required by ATC, when there is head wind and tail wind is not 
   greater then 5KT on either RWY or at 2000ft, RWY23L/R.

/// GROUND OPS ///

This document is intended solely for flight simulation purposes.
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- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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24NOV25

AIRPORT INFORMATION SHEET GMMX/RAK

MOROCCO

MARRAKECH / GMMX / RAK

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 N/A TAXI IN WITH APU 1-6, A1 - A3

ALTERNATES PRIORITY DISTANCE (Nm)

GMAD 1 110

GMMN 2 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

RAM Handling

OPERATION PROCEDURES

/// GENERAL ///
- Consider carrying some holding fuel when flying to RAK, as the airport may be closed occasionally about 30'               
  due to VIP movement.

/// DEPARTURE ///
- THRUST RED/ACC: 2550/2550
- ENGINE OUT RWY10: 3050
- ENGINE OUT RWY28: 3050
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to RINPA, LT to RAMIM. Hold RAMIM 277 RT at 4200ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to ODALO. Hold ODALO 097 RT at 4200ft.
--------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Main runway in use is RWY 10.
- Arriving from RBT-VOR you may expect a direct MAK-VOR followed by the IFR-Procedure. 
  Visual approach: Expect a direct left hand base RWY 10 via MAK-VOR. 
- Approach RWY 28:
 - For visual RWY 28 you may expect a direct MAK-VOR down to 3000ft followed by a left hand downwind. 
   A direct right hand base RWY28 is not available due to Marrakech city.

/// GROUND OPS ///
- Rotation ZRH-RAK-AGA-ZRH:
  Keep transit passengers to AGA on board, start boarding passengers from RAK to ZRH right away. 
  As no cleaning and if no fueling necessary in RAK, turnaround times of 25min possible.

/// FUELING ///
- Fueling with Pax on board only permitted with fire brigade present.

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 250 / 452



/// DE-ICING ///
- NIL

 

This document is intended solely for flight simulation purposes.
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15JAN25

AIRPORT INFORMATION SHEET HEMA/RMF

EGYPT

MARSA ALAM / HEMA / RMF

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

HEGN 1 110

HESH 2 150

HELX 3 100

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

EgyptAir Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- High terrain NW to SW AD up to 4700ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1260/1260
- ENGINE OUT ALL RWYS: 1800
-------------------------------------------------------------------------------------------------------------
- EOSID RWY15: On RWY track to MA714, LT to MA715. MA715 holding 056 RT.
-------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to MA617, RT to MA618. MA618 holding 056 RT.
-------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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11AUG26

AIRPORT INFORMATION SHEET LFML/MRS

FRANCE

MARSEILLE / LFML / MRS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFMT 1 55

LFLL 2 135

LFMN 3 90

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is below 800m and/or ceiling is below 300ft.

/// DEPARTURE ///
- TKOF RWY31L prohibited when crosswind (including gusts) is greater then 12KT on wet
  RWY.

- THRUST RED/ACC: 1570/3070 (RWY13L/R)
- THRUST RED/ACC: 1070/1070 (RWY31L/R)
- ENGINE OUT RWYS 13L/R: 1600
- ENGINE OUT RWYS 31L/R: 2100
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13L: On RWY track to ML732, RT (max 180KT) to ML217, LT to SALIN. Hold SALIN 038 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13R: On RWY track to ML532, RT (max 180KT) to ML217, LT to SALIN. Hold SALIN 038 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31L: On RWY track to ML202, LT to SALIN. Hold SALIN 038 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31R: On RWY track to ML207, LT to SALIN. Hold SALIN 038 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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14FEB26

AIRPORT INFORMATION SHEET FIMP/MRU

MAURITIUS

MAURITIUS / FIMP / MRU

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

FMEE 1 125

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aeroport Handling

OPERATION PROCEDURES

/// GENERAL ///
- 180 turns only on turn pads.
- N/NW of AD terrain up to 2700ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1180/1180
- ENGINE OUT ALL RWYS: 1700
----------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: On RWY track to ESTEK. Hold ESTEK 315 LT at 2600ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: On RWY track to MP530, LT to MP531 then MP501, LT to ESTEK. Hold ESTEK 315 LT at 2600ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS RWY14 GP 3.5.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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24MAR25

AIRPORT INFORMATION SHEET LEMH/MAH

SPAIN

MENORCA / LEMH / MAH

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 09, 11, 13, 15

ALTERNATES PRIORITY DISTANCE (Nm)

LEPA 1 72

LEBL 2 131

LEIB 3 144

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 129.155
- HEL OPS.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1310/1310
- ENGINE OUT for both RWYs: 1900
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: Track 007 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: Track 187 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- With winds of North and North-east component and intensity greater than 10 KT, there is a possibility of encountering
wind shear during approach and on RWY THR.

/// GROUND OPS ///
- With RWY01 in use, ACFT shall enter to APN by TWY E or J, exit via TWY D.
- With RWY19 in use, ACFT shall enter to APN by TWY D or E, exit via TWY J.

/// FUELING ///
- JET A-1, as AD OPR HR.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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17APR25

AIRPORT INFORMATION SHEET KMIA/MIA

UNITED STATES

MIAMI / KMIA / MIA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

KTPA 1 180

KMCO 2 165

KFLL 3 20

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: At 800ft LT to BRBRA. BRBRA holding 156 RT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track to EWKIF, RT to VKZ VOR. VKZ VOR holding 300 LT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: At 800ft RT to VKZ VOR. VKZ VOR holding 300 LT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: At 800ft LT to VKZ VOR. VKZ VOR holding 300 LT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: At 800ft RT to BRBRA. BRBRA holding 156 RT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26R: At 800ft RT to BRBRA. BRBRA holding 156 RT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: At 800ft RT to BRBRA. BRBRA holding 156 RT.
-----------------------------------------------------------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to VEPCO, RT to BRBRA. BRBRA holding 156 RT.
-----------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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11DEC25

AIRPORT INFORMATION SHEET LIML/LIN

ITALY

MILAN LIN / LIML / LIN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIMC 1 25

LIME 2 25

LIMF 3 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - TKOF/LDG: RWY35.
- LVP in force when RVR less or equal to 550m and/or cloud base is below 200ft.
- AD occasionaly affected by WS. Mainly from May to July, mostly by northern wind and sometimes with TS.

/// DEPARTURE ///
- THRUST RED/ACC: 1860/3360
- ENGINE OUT ALL RWYS: 1900
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: On RWY track to ML711, LT to FUCAT. FUCAT holding 280 RT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: On RWY track to ML704, RT to TUCOZ. TUCOZ holding 283 RT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- AD operating minima:
 - LDG RWY35 with RVR not less then 75m.
 - LDG RWY17 with RVR not less then 550m.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///

This document is intended solely for flight simulation purposes.
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- H24.
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07JUL26

AIRPORT INFORMATION SHEET LIMC/MXP

ITALY

MILAN MXP / LIMC / MXP

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIML 1 25

LIMF 2 50

LIME 3 40

LIPE 4 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 2270/3770
- ENGINE OUT ALL RWYS: 2300
-----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17L: On RWY track to INLER. INLER holding 356 RT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: On RWY track to INLER. INLER holding 356 RT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35L: On RWY track to MC706, LT to XELGA. Hold XELGA 141 RT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35R: On RWY track to MC803, RT to MC804 then to EVGIR. Hold EVGIR 136 RT at 2500ft.
-----------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Handling by: Dnata.

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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22MAR26

AIRPORT INFORMATION SHEET LGMT/MJT

GREECE

MITILINI / LGMT / MJT

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LGAV 1 140

LGTS 2 190

LGRP 3 175

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Goldair Handling

OPERATION PROCEDURES

/// GENERAL ///
- Backtrack on the RWY not permitted, only on turnpads.
- On both sides, the RWY has an downlsope.
- Area around AD has some high terrain up to 4600ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1060/1060
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: On RWY track to MT753, RT to MT754-BIFOK. Hold BIFOK 274 LT at 4500ft.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: When airborne RT to MT708, LT to LSV 114.2. Hold LSV 126 RT at 4500ft.
---------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET HKMO/MBO

KENYA

MOMBASA / HKMO / MBO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

HKJK 3 230

HTKJ 2 160

HTZA 1 135

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- No 180 turn for ACFT above 49t.

/// DEPARTURE ///
- THRUST RED/ACC: 1200/1200
- EOSID ALL RWYS: 1700
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track to ESPOM, RT to EPNEX. Hold EPNEX 300 LT at 2600ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: On RWY track to ITGOT, LT to EPNEX. Hold EPNEX 300 LT at 2600ft.
-----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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22MAR26

AIRPORT INFORMATION SHEET DTMB/MIR

TUNISIA

MONASTIR / DTMB / MIR

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

DTTA 1 70

LMML 2 185

LICC 3 230

LICJ 4 185

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- 180 turns only at turn-around areas.

/// DEPARTURE ///
- THRUST RED/ACC: 1510/3010
- ENGINE OUT ALL RWYS: 2000
-----------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to KURAT. Hold KURAT 248 LT at 1800ft.
-----------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to RINOS. Hold RINOS 072 RT at 1800ft.
-----------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Tunisair.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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14MAR26

AIRPORT INFORMATION SHEET MKJS/MBJ

JAMAICA

MONTEGO BAY / MKJS / MBJ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

MDPP 1 425

MDPC 2 545

MMUN 3 530

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Jamaica Airport Services

OPERATION PROCEDURES

/// GENERAL ///
- No 180 turns on RWY execpt on turning pads.

/// DEPARTURE ///
- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1600

- NOTE: Possible TAWS warning on ESOID RWY25

-------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track 5NM, LT to RILDE. RILDE holding 174 RT at 2800ft.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track 3NM, RT to RILDE. RILDE holding 174 RT at 2800ft.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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28APR25

AIRPORT INFORMATION SHEET LFMT/MPL

FRANCE

MONTPELLIER / LFMT / MPL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFML 1 55

LFBO 2 115

LFLL 3 135

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR at or below 800m.
- No 180 turns at during night and when RVR is below 800m.
- AD likely to be covered by sea haze within few minutes.

/// DEPARTURE ///
- Intersection Take-off:
 - RWY12L: Not permitted from TWY W1.
 - RWY12R: Not permitted from TWY Q.

- THRUST RED/ACC: 1520/3020
- ENGINE OUT ALL RWYS: 2100
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12L: On RWY track to ESPIG. ESPIG holding 304 LT.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30R: On RWY track to MT630, RT to MT631, RT to ESPIG. ESPIG holding 304 LT.
------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY12L: GP 3.7.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- AVBL.
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18MAR26

AIRPORT INFORMATION SHEET CYUL/YUL

CANADA

MONTREAL YUL / CYUL / YUL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

CYMX 1 20

CYOW 2 80

KBTV 3 65

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1620/3120
- ENGINE OUT ALL RWYS: 1700
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06L: On RWY track to VOLAX, LT to YUL 116.3. Hold YUL 059 LT at 2600ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06R: On RWY track to ITNIS, RT to VEVSU. Hold VEVSU 323 RT at 2600ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24L: On RWY track to NASKK, LT to VEVSU. Hold VEVSU 323 RT at 2600ft.
------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24R: On RWY track to BIRPO, RT to YUL 116.3. Hold YUL 059 LT at 2600ft.
------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET VABB/BOM

INDIA

MUMBAI / VABB / BOM

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL V-GATES

ALTERNATES PRIORITY DISTANCE (Nm)

VOHS 1 385

VOMM 2 615

VIDP 3 680

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 800m and/or cloud ceiling is below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1040/1040
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track 5NM, LT to BB092. Hold BB092 156 RT at 2600ft.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: On RWY track to BB487, LT to BBB 116.6. Hold BBB 310 RT at 2600ft.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to 5NM, RT to BB092. Hold BB092 156 RT at 2600ft.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: On RWY track to 5NM, LT to BB092. Hold BB092 156 RT at 2600ft.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

This document is intended solely for flight simulation purposes.
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24NOV25

AIRPORT INFORMATION SHEET EDDM/MUC

GERMANY

MUNICH / EDDM / MUC

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 2

ALTERNATES PRIORITY DISTANCE (Nm)

LSZH 1 140

EDDS 2 105

EDDN 3 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP om force when RVR is 600m or less.

/// DEPARTURE ///
- THRUST RED/ACC: 2490/2490
- ENGINE OUT ALL RWYS: 3000
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: On RWY track to GUDEG, LT to MIQ 426. Holding MIQ 080 RT at 3700ft.
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track to NELBI, RT to OTT 112.3. Holding OTT 080 RT at 3700ft.
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: On RWY track to BEGEN, LT to OTT 112.3. Holding OTT 080 RT at 3700ft.
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26R: On RWY track to MAGAT, RT to MIQ 426. Holding MIQ 080 RT at 3700ft.
----------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential Runways:
 - RWY26R/08L: Usually assigned via ROKIL/LANDU.
 - RWY26L/08R: Usually assigned via NAPSA/BETOS.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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22FEB26

AIRPORT INFORMATION SHEET OOMS/MCT

OMAN

MUSCAT / OOMS / MCT

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL 105, 202, 304, 433, 502

ALTERNATES PRIORITY DISTANCE (Nm)

OMDW 2 190

OMDB 1 190

OMSJ 3 180

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Oman Aviation Services

OPERATION PROCEDURES

/// GENERAL ///
- High terrain S of AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1550/3050
- ENGINE OUT ALL RWYS: 2100
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: On RWY track to MS411, LT to MS413 then to LADBA. Hold LADBA 245 RT at 2500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track 5NM, LT to OBNEG then to LADBA. Hold LADBA 245 RT at 2500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: On RWY track to MS591, RT to KANOL. Hold KANOL 120 RT at 2500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26R: On RWY track to MS582, RT to MS584 then to KANOL. Hold KANOL 120 RT at 2500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- RWY26L: According to the charts, E8 and E9 are the first two TWYs for that RWY, but some sceneries
  have some errors. They are not existing. Plan TKOF/LDG via E7 instead.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

This document is intended solely for flight simulation purposes.
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02JAN25

AIRPORT INFORMATION SHEET LGMK/JMK

GREECE

MYKONOS / LGMK / JMK

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 2 IDLE REV MARSHALLER REQ 1-7

ALTERNATES PRIORITY DISTANCE (Nm)

LGAV 1 73

LGIR 2 126

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 128.855.
- High TERR N and E of airport.
- Birds are in the VCY of the airport.
- Narrow RWY operation! Optical illusion of being too high in combination of upslope in TDZ.
- W/S and turbulence even with winds below 10 kts. With winds out of N-NE expect negative W/S below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1410/1410
- ENGINE OUT RWY16: 2000
- ENGINE OUT RWY34: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: Track 156 to 14 DME MKN 110.00, RT intercept R160 inbound MKN. 
  At 5 DME and R160 MKN enter hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: Track 336 to 1 DME MKN 110.00, LT to DIDIS and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Only Instrument APR PROC published for RWY34 (Main RWY).
- VOR APR RWY34 has a 3 degrees offset to the runway. The RNP APR only 1 degrees.
- RWY16 daytime visual APR only because of missing PAPI.
- RWY16 nuisance EGPWS warnings possible on base leg towards mountains.

/// GROUND OPS ///
- Taxiing guidance in/out mandatory by Follow-me car when ACFT parked in roll-through position. Follow-me is available
on request for ACFT guidance on apron and TWYs.

/// FUELING ///
- Fueling with PAX on board not allowed.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- Not available.
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28FEB26

AIRPORT INFORMATION SHEET RJNA/NKM

JAPAN

NAGOYA / RJNA / NKM

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

RJGG 1 25

RJOO 2 80

RJBE 3 90

RJNK 4 75

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRURST RED/ACC: 1550/3050
- ENGINE OUT ALL RWYS: 2100
---------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track to EXPOH. Hold EXPOH 339 LT at 1800ft.
---------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track 10NM, LT to NA651, LT to KCC 114.2. Hold KCC 313 RT at 2500ft.
---------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- Not AVBL.
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24MAR26

AIRPORT INFORMATION SHEET HKJK/NBO

KENYA

NAIROBI / HKJK / NBO

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

HKMO 2 230

HTKJ 1 130

HTZA 3 325

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- N/NW of AD high terrain up to 11900ft.
- High ALT AD 5300ft ELEV.
- 180 turns only on turnpad RWY24.

/// DEPARTURE ///
- THRUST RED/ACC: 6330/6330
- ENGINE OUT ALL RWYS: 6900
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track to APDUS, RT to STONY. Hold STONY 286 LT at 7500ft.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: On RWY track 5NM, LT to STONY. Hold STONY 286 LT at 7500ft.
------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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14FEB25

AIRPORT INFORMATION SHEET LFRS/NTE

FRANCE

NANTES / LFRS / NTE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFBD 1 145

LFPO 2 185

LFBO 3 245

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR 550m or below or CEIL below 200ft.
- RWY03/21 profile is very uneven, from +0.7% to -0.8%.

/// DEPARTURE ///
- INT TKOF from TWY B is only allowed for CAT A and B ACFT.
- INT TKOF from TWY C and D is not allowed.

- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track to RS710, LT to NITEM. NITEM holding 154 RT.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: When airborne RT to NORMI. NORMI holding 051 LT.
----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LDG RWY03 up to tailwind component 5KT.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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18JAN25

AIRPORT INFORMATION SHEET LIRN/NAP

ITALY

NAPOLI / LIRN / NAP

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIRF 1 110

LICA 2 150

LIBD 1 115

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions:
 - RWY24: In dry condidtions, MAX 10KT steady measured tailwind component.
- LVP not AVBL:
 - No OPS allowed when RVR is below 700m and/or cloudbase is below 200ft.
- AD occasionally affected by WS, more often occurring between NOV and APR and mostly originated by winds
  having at least a 10KT intensity and 030-060 (with clear sky) or 180-210 (with cloudy sky or rain, and an additional
  sea breeze) directions. Possible terrain-induced by MT Vesuvium durin approach.
  In wet conditions, if minimum friction coefficient is below 0.43 RWY may be slippery. 

/// DEPARTURE ///
- THRUST RED/ACC: 1800/3400 (RWY 06 ONLY)
- THRUST RED/ACC: 2300/3900 (RWY 24 ONLY)
- ENGINE OUT ALL RWYS: 1800
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track to RN564, LT to RN565, RN449, RN567 to RELPU. RELPU holding 141 LT.
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: On RWY track 2NM, LT to GEMMA. GEMMA holding 334 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- Fuelling with PAX only on stands: 12-15, 17-20 and 52-56.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- Not AVBL.
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28FEB26

AIRPORT INFORMATION SHEET SBSG/NAT

BRAZIL

NATAL-SAO GONCALO DO AMARANTE / SBSG / NAT

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

SBFZ 1 225

SBNT 2 10

SBJP 3 90

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1270/1270
- ENGINE OUT ALL RWYS: 1800
--------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to VOVRI. Hold VOVRI 300 RT at 2000ft.
--------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to KUBTO. Hold KUBTO 120 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Dnata.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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27FEB26

AIRPORT INFORMATION SHEET KEWR/EWR

UNITED STATES

NEWARK / KEWR / EWR

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL B

ALTERNATES PRIORITY DISTANCE (Nm)

KJFK 1 20

KPHL 2 70

KBWI 3 145

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- Intersection TKOF AVBL on REQ.

- THRUST RED/ACC: 1020/1020
- ENGINE OUT ALL RWYS: 1600
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: When airborne LT to FLYRS. Hold FLYRS 313 LT at 2900ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: When airborne LT to FLYRS. Hold FLYRS 313 LT at 2900ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to ROOSO, RT to RAATO. Hold RAATO 090 LT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22L: On RWY track to TAYCU, RT to KILMA. Hold KILMA 072 RT at 2900ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: On RWY track to HOWYA, RT to KILMA. Hold KILMA 072 RT at 2900ft
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: When airborne LT to MRAVE then proceed to DWIZZ. Hold DWIZZ 248 LT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 287 / 452



/// FUELING ///
- NIL

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 288 / 452



04MAR25

AIRPORT INFORMATION SHEET EGHQ/NQY

UNITED KINGDOM

NEWQUAY / EGHQ / NQY

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL 20, 21, 22, 23

ALTERNATES PRIORITY DISTANCE (Nm)

EGGD 1 103

EICK 2 157

EGLL 3 183

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 127.405.
- ACFT on APP to RWY30 or climb out from RWY12 may experience a smell of burning due to a waste incinerator to the
south of the FAT.

/// DEPARTURE ///
- TRUST RED/ACC: 1900/3400
- ENGINE OUT: 2500

- EOSID RWY12: Track 122 to 25 NM and hold.

- EOSID RWY30: Track 302 to 25 NM and hold.

/// ARRIVAL ///
- Possibility of terrain induces turbulence and wind shear effects when landing on RWYs 12 & 30.

/// GROUND OPS ///
- Marshaller mandatory for stands 18.24 and ECHO APN.

/// FUELING ///
- Jet A-1, as AD OPR HR.

/// DE-ICING ///
- NIL    

This document is intended solely for flight simulation purposes.
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20JUL25

AIRPORT INFORMATION SHEET LFMN/NCE

FRANCE

NICE / LFMN / NCE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFML 1 90

LIMF 2 95

LFLL 3 155

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- RWY04L/R is the preferred RWY.
- When VATSIM is active, is mandatory to file TOBT on cdm.vatsim.fr/vdgs

/// DEPARTURE ///
- THRUST RED/ACC: 2020/3020 (SPECIAL NADP PROC.)
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: When airborne RT to NERAS. NERAS holding 297 RT.
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: When airborne RT to NERAS. NERAS holding 297 RT.
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY22L: When airborne LT to NERAS. NERAS holding 297 LT.
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: When airborne LT to NERAS. NERAS holding 297 LT.
---------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.

This document is intended solely for flight simulation purposes.
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12MAY25

AIRPORT INFORMATION SHEET LYNI/INI

SERBIA

NIS / LYNI / INI

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LBSF 1 80

LYBE 2 110

LRCV 3 105

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain especially in the E and W of the aerodrome.

/// DEPARTURE ///
- THRUST RED/ACC: 3150/4650
- ENGINE OUT ALL RWYS: 3700
------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to NI29M, RT to ZO NDB. ZO NDB holding 341 RT.
------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to NI302, LT to ZO NDB. ZO NDB holding 341 RT.
------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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18MAR26

AIRPORT INFORMATION SHEET EGSH/NWI

UNITED KINGDOM

NORWICH / EGSH / NWI

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL EASTERN APRON

ALTERNATES PRIORITY DISTANCE (Nm)

EGSS 1 25

EGBB 2 90

EGCC 3 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when VIS 1500m or less.

/// DEPARTURE ///
- THRUST RED/ACC: 1120/1120
- ENGINE OUT ALL RWYS: 1500
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track 10NM, LT to NWI 342.5. Hold NWI 268 RT at 1600ft.
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track 10NM, RT to NWI 342.5. Hold NWI 268 RT at 1600ft.
------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Norwich Airport.

/// FUELING ///
- NIL.

/// DE-ICING ///
- OCT-APR.
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11DEC25

AIRPORT INFORMATION SHEET EDDN/NUE

GERMANY

NUREMBERG / EDDN / NUE

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDM 1 75

EDDS 2 88

EDDF 3 103

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 123.080

/// DEPARTURE ///
- THRUST RED/ACC: 2050/2050
- ENGINE OUT for both RWYs: 2600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track 5NM, RT to UPALA. Hold UPALA 315 RT at 3800ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track 5NM, LT to LETKU. Hold LETKU 042 LT at 3800ft.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP and VOR APP for RWY10 available.
- ILS, LOC and RNP APP for RWY28 available.
- RWY28 approved for CAT II/III operations, special aircrew and ACFT certification required.

/// GROUND OPS ///
- All taxiing manoeuvres will, without exception, be guided by Follow-me car.
- If no Follow-me car is available, ACFT shall wait for one to arrive at entry GAT.
- If possible, taxiing in TWY curves shall be performed with minimum thrust.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- De-icing is possible on all ACFT stands of the main aprons as well as on parts of the GA apron.
- Crew shall register for de-icing as early as possible.

This document is intended solely for flight simulation purposes.
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25JAN26

AIRPORT INFORMATION SHEET KOAK/OAK

UNITED STATES

OAKLAND / KOAK / OAK

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

KSFO 1 10

KRNO 2 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1600
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10L: On RWY track to NIXDE, RT to OAK 116.8. Hold OAK 120 RT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10R: On RWY track to HAYZE, RT to OAK 116.8. Hold OAK 120 RT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to DECOT. Hold DECOT 296 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28L: On RWY track to OPLIE, RT to REBAS. Hold REBAS 344 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28R: On RWY track to ZERMO, RT to REBAS. Hold REBAS 344 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to PLAZA, RT to REBAS. Hold REBAS 344 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.
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/// DE-ICING ///
- NIL.
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12MAY25

AIRPORT INFORMATION SHEET LWOH/OHD

NORTH MACEDONIA

OHRID / LWOH / OHD

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LWSK 1 60

LATI 2 50

LGTS 3 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

TAV Macedonia

OPERATION PROCEDURES

/// GENERAL ///
- The AD is surrounded by high terrain.

/// DEPARTURE ///
- THRUST RED/ACC: 3820/5320
- ENGINE OUT ALL RWYS: 4300
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to 9NM, LT to OHR VOR. OHR VOR holding 321 LT.
-------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: At 2700ft, LT to OHR VOR. OHR VOR holding 141 RT.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- After landing, taxi to the RWY end and turn at the turning bay for backtrack.

/// GROUND OPS ///
- No push back.

/// FUELING ///
- Fueling with PAX on board only permitted with fire brigade present.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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08JUL26

AIRPORT INFORMATION SHEET LIEO/OLB

ITALY

OLBIA / LIEO / OLB

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE TAXI IN WITH APU 107-110

ALTERNATES PRIORITY DISTANCE (Nm)

LIEE 1 100

LIRF 3 195

LIEA 2 60

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- OLB Aerodrome is situated at the heart of the northeastern coast of Sardinia called ''Costa Smeralda''.
  Mountains to the W rise to 4700 ft around 15NM (''Monti Limbara'') and to the S up to 2900 ft 
  around 11NM from SME-VOR.
- Main landing/departing runway is RWY05.
- LVP not AVBL.

/// DEPARTURE ///
- THRUST RED/ACC: 1040/1040
- ENGINE OUT RWY05: 1600
- ENGINE OUT RWY23: 1800
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to MILIS. Hold MILIS 053 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track pass SME 113.9, LT (max. 160KT) to MILIS. Hold MILIS 053 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Arriving from ELB and if no traffic, you may expect a direct DIGIX - RUXOP - MILIS (15NM Final RWY23) for a 
  VOR DME Papa RWY 23 or a direct SME-VOR for RWY 05.
  Visual circuits are usually flown SE of the runway. Arriving from Corsica, you may expect a shortcut for 
  ILS RWY05, after CORSI. If visual ground contact with Monti Limbara (4700 ft), a turn ahead of the mountain
  onto a wide LH base RWY05 is possible. Note: GS-angle ILS05 of 3.5.
- Use of APU restricted to 20min after parking.

/// GROUND OPS ///
- NIL

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.            

This document is intended solely for flight simulation purposes.
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04MAR26

AIRPORT INFORMATION SHEET KONT/ONT

UNITED STATES

ONTARIO INTL / KONT / ONT

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

KLAX 1 40

KSAN 2 80

KSFO 3 315

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- High terrain around AD up to 10000ft.

/// DEPARTURE ///
- LVP: DEP ALL RWYS.
- THRUST RED/ACC: 1940/1940
- ENGINE OUT ALL RWYS: 2400
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: On RWY track to CABUB, RT to PDZ 112.2. Hold PDZ 260 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08R: On RWY track to HOYQU, RT to DLIUS. Hold DLIUS 260 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: On RWY track to HERZO, LT to MAHOY then to PDZ 112.2. Hold PDZ 260 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26R:  On RWY track to ENSLY, LT to MAHOY then to PDZ 112.2. Hold PDZ 260 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LVP: ARR RWY26L.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

This document is intended solely for flight simulation purposes.
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13MAR26

AIRPORT INFORMATION SHEET KMCO/MCO

UNITED STATES

ORLANDO / KMCO / MCO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

KTPA 1 70

KMIA 2 170

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17L: On RWY track to WOLDI, LT to PRESK. Hold PRESK 320 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: On RWY track to FOBUK. Hold FOBUK 005 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18L: On RWY track to JAKOR, RT to CAMBE. Hold CAMBE 047 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18R: On RWY track to RUTNE, RT to CAMBE. Hold CAMBE 047 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35L: On RWY track to SACRO. Hold SACRO 185 LT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35R: On RWY track to JAXES, RT to PRESK. Hold PRESK 320 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36L: On RWY track to TUFFE, LT to DNMOR. Hold DNMOR 070 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36R: On RWY track to NAPPA, LT to DNMOR. Hold DNMOR 070 RT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Dnata.

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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17APR25

AIRPORT INFORMATION SHEET ENGM/OSL

NORWAY

OSLO / ENGM / OSL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

ENTO 1 65

ESGG 2 160

ENBR 3 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

SAS Ground Handlling

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is less then 550m or ceiling is less then 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1690/1690 (RWYS 01L/19L/R)
- THRUST RED/ACC: 2190/3690 (RWY01R ONLY)
- ENGINE OUT ALL RWYS: 2200
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01L: On RWY track RT to OSPAD. Hold OSPAD 192 RT at 3900ft.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01R: On RWY track to OSPAD. Hold OSPAD 192 RT at 3900ft.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19L: On RWY track LT to INSUV. Hold INSUV 310 LT at 2700ft.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19R: On RWY track RT to VALPU. Hold VALPU 075 RT at 3400ft.
----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

This document is intended solely for flight simulation purposes.
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13MAR26

AIRPORT INFORMATION SHEET LCPH/PFO

CYPRUS

PAFOS / LCPH / PFO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LCLK 1 60

LLBG 2 200

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Terrain up to 7000ft N to E of AD.
- LVP not AVBL at AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1040/1040
- ENGINE OUT ALL RWYS: 1500
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to PH710, RT to ESERI. Hold ESERI 018 LT at 2600ft.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to PH800, LT to ESERI. Hold ESERI 018 LT at 2600ft.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///

/// FUELING ///
- NIL.

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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12JUL26

AIRPORT INFORMATION SHEET LICJ/PMO

ITALY

PALERMO / LICJ / PMO

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LICC 1 100

LIRN 2 170

LMML 3 155

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- LVP not AVBL.
- No OPS allowed when RVR is below 550m.
- High terrain S of AD. Expect turbulence.

/// DEPARTURE ///
- THRUST RED/ACC: 1050/1050
- ENGINE OUT ALL RWYS: 1600
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY02: On RWY track to KOLOR. KOLOR holding 201 LT at 2500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to CJ533, LT to KOLOR.KOLOR holding 201 LT at 2500ft
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY20: When airborne RT to IXOSI. Hold IXOSI 154 RT at 2500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track after passing PRS 113.0, RT  to SALAP. SALAP holding 141 RT at 2500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- Not AVBL.
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28FEB26

AIRPORT INFORMATION SHEET LEPA/PMI

SPAIN

PALMA DE MALLORCA / LEPA / PMI

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL C

ALTERNATES PRIORITY DISTANCE (Nm)

LEIB 1 75

LEBL 2 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Preferential RWYs:
 - West:
  - LDG RWY24L
  - TKOF RWY24R
 - East:
  - LDG RWY06L
  - TKOF RWY06R

/// DEPARTURE ///
- THRUST RED/ACC: 1530/1530
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY06L: On RWY track to BAVUM. Hold BAVUM 240 LT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY06R: On RWY track to BAVUM. Hold BAVUM 240 LT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY24L: On RWY track to PA601, LT to PITUX. Hold PITUX 051 RT at 2100ft.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY24R: On RWY track to 2NM, LT to PITUX. Hold PITUX 051 RT at 2100ft.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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11AUG25

AIRPORT INFORMATION SHEET LICG/PNL

ITALY

PANTELLERIA / LICG / PNL

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL CIVIL APRON

ALTERNATES PRIORITY DISTANCE (Nm)

LICJ 1 100

LICC 2 155

LMML 3 135

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Crosswind limits are stated in the AOM shall be reduced by 30% for all
  conditions.

/// DEPARTURE ///
- THRUST RED/ACC: 1630/1630
- ENGINE OUT ALL RWYS: 2100
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to CG733, LT to CG756-CG757 to KAPPE. KAPPE holding 253 RT.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to CG734, RT to CG735 then LAMUP. LAMUP holding 073 LT.
------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LOC and RNP GP 3.5.
- RWY25: On short final, gives optical illustion that the airplane is to high. 

/// GROUND OPS ///
- Handling: Sky Services S.p.A. 

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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14FEB26

AIRPORT INFORMATION SHEET LFPG/CDG

FRANCE

PARIS CDG / LFPG / CDG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERMINAL 1

ALTERNATES PRIORITY DISTANCE (Nm)

LFPO 1 20

LFOB 2 30

EBBR 3 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Air France KLM Group Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways
 - Outer RWY (08R/26L and 09L/27R) for LDG.
 - Inner RWY (08L/26R and 09R/27L) for TKOF.
- LVP when RVR is equal or less 600m and/or ceiling below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1900/3400
- ENGINE OUT ALL RWYS: 1900
----------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY08L: On RWY track to PG416, LT to LORNI. LORNI holding 254 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY08R: On RWY track to PG416, LT to LORNI. LORNI holding 254 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY09L: On RWY track to PG671, LT to PG672-LORNI. LORNI holding 254 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY09R: On RWY track to PG681, LT to PG672-LORNI. LORNI holding 254 RT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY26L: On RWY track to PG442, RT to PG433-MOPAR. MOPAR holding 093 LT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY26R: On RWY track to PG432, RT to PG433-MOPAR. MOPAR holding 093 LT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY27L: On RWY track to PG661, RT to PG652-MOPAR. MOPAR holding 093 LT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------
- ENGINE OUT RWY27R: On RWY track to PG651, RT to PG652-MOPAR. MOPAR holding 093 LT at 3000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- If performance allows, consider single engine taxiing.

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.
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12MAY25

AIRPORT INFORMATION SHEET LFPO/ORY

FRANCE

PARIS ORY / LFPO / ORY

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFPG 1 20

LFQQ 2 115

EBCI 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when:
 - CEIL at or below 200ft.
 - RVR at or below 200m.

/// DEPARTURE ///
- THRUST RED/ACC: 1800/3300
- ENGINE OUT ALL RWYS: 1800
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY02: On RWY track to PO404, RT to PO405-MOLBA. MOLBA holding 313 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track to PO411, RT to MLN VOR then to MOLBA. MOLBA holding 313 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to PO411, RT to MLN VOR then to MOLBA. MOLBA holding 313 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY20: On RWY track to PO425, LT to MLN VOR then to MOLBA. MOLBA holding 313 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: On RWY track to PO431, LT to MLN VOR then to MOLBA. MOLBA holding 313 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: At 700ft LT to PO432, LT to MLN VOR then to MOLBA. MOLBA holding 313 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Low Go-Around ALT.

/// GROUND OPS ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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18MAR26

AIRPORT INFORMATION SHEET LSMP/VIP

SWITZERLAND

PAYERNE / LSMP / VIP

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL CIVIL APRON

ALTERNATES PRIORITY DISTANCE (Nm)

LSZH 1 80

LFSB 3 55

LSGG 2 50

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Within 25NM AD: W and N from AD terrain up to 5700ft. E and S from AD terrain up to 4600ft.
- RWY with is 40M.

/// DEPARTURE ///
- THRUST RED/ACC: 2960/4460
- ENGINE OUT ALL RWYS: 3000
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to VALAD. Hold VALAD 226 RT at 5000ft.
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to IPN30, RT to NEMOS. Hold NEMOS 223 RT at 5000ft.
------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS RWY05 GP4.7
- ILS RWY23 GP3.7
- Both RWYS with dsiplaced THR.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- 01 OCT-30 APR.

            

This document is intended solely for flight simulation purposes.
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17JAN26

AIRPORT INFORMATION SHEET VTSP/HKT

THAILAND

PHUKET / VTSP / HKT

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

VTSG 1 40

VTSS 2 145

WMKP 3 205

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- A340 cases of near RWY overrun on TKOF. No WRNG by EFB.

GROUND HANDLER

Thai Airways Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- 180 turns only on turn pad.
- Dominant hills N and S of the AD. The terrain rises sharply on both sides of the RWY.
- RWY09 upslope between 0.1% to 1.0% and RWY27 downslope.

/// DEPARTURE ///
- A static TKOF is recommended, especially with small tailwind components. There have been cases of RWY
  overruns.

- THRUST RED/ACC: 1090/1090
- ENGINE OUT ALL RWYS: 1600
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to HK495, RT to HK497 then to GENOA. GENOA holding 315 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to SAMON, LT to HK597 then to BANLY. BANLY holding 045 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ARR RWY09: Expect Y approach.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///

This document is intended solely for flight simulation purposes.
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- Not AVBL.
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14MAR26

AIRPORT INFORMATION SHEET LIRP/PRA

ITALY

PISA / LIRP / PRA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIPE 1 65

LIRF 2 140

LIMJ 3 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- N/NW starting from 5NM AD, terrain from 3500ft to 6500ft.
- Displaced THR.
- LVP in force when RVR is below 550m and/or cloud base height is below 200ft.

/// DEPARTURE ///
- From 0600-2100 RWY 22L/R is the prefered RWY for TKOF.

- THRUST RED/ACC: 1510/3010
- ENGINE OUT ALL RWYS: 2000
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: When airborne LT (max. 190KT) to VANXI. Hold VANXI 279 LT at 1500ft.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: When airborne LT (max. 190KT) to VANXI. Hold VANXI 279 LT at 1500ft.
----------------------------------------------------------------------------------------------------------------------------
- ESOID RWY22L: On RWY track to JESSY. Hold JESSY 033 RT at 1500ft.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: On RWY track to JESSY. Hold JESSY 033 RT at 1500ft.
----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Marshaller mandatory when VIS is 550m or below.
- Handling by: Toscana Aeroporti Handling S.r.l.

This document is intended solely for flight simulation purposes.
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/// FUELING ///
- NIL.

/// DE-ICING ///
- 0400-2300.

            

This document is intended solely for flight simulation purposes.
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26APR26

AIRPORT INFORMATION SHEET LYPG/TGD

MONTENEGRO

PODGORICA / LYPG / TGD

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LDDU 1 45

LATI 2 60

LYBE 3 150

LYNI 4 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain around AD starting from 5NM.
- GPWS trigger possible when on downwind and/or baseturn for RWY30.
- Stray Dogs reported on Apron and TWYS.

/// DEPARTURE ///
- THRUST RED/ACC: 1620/3120
- ENGINE OUT ALL RWYS: 2100
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track to GO 420. Hold GO 359 RT at 1800ft.
---------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to POD 113.0, RT to PG346, LT to GO 420. Hold GO 359 RT at 1800ft.
---------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Turn pad is not AVBL. 180 turns on RWY limited to code C ACFT.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.

This document is intended solely for flight simulation purposes.
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24MAY26

AIRPORT INFORMATION SHEET LPPD/PDL

PORTUGAL

PONTA DELGADA / LPPD / PDL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LPLA 1 90

LPMA 2 540

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1230/1230
- ENGINE OUT ALL RWYS: 1800
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to SM504 then SM502 to PETUD. PETUD holding 013 RT.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to SM506 then SM670 to PETUD. PETUD holding 013 RT.
----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Handling: Menzies.

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.
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10AUG25

AIRPORT INFORMATION SHEET LPPR/OPO

PORTUGAL

PORTO / LPPR / OPO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL S30-35

ALTERNATES PRIORITY DISTANCE (Nm)

LPPT 1 150

LPFR 2 260

LEST 3 100

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Do not vacate RWY17 via TWY A3 unless explicitly cleared by ATC.
- TWY E between apron and E3 ist quite steep. Keep on eye for thrust while taxing south and on potential
  brakes overheating while taxiing north. 

/// DEPARTURE ///
- RWY17: A3 or F
- RWY35: C, D, H or J
- THRUST RED/ACC: 1230/1230
- ENGINE OUT ALL RWYS: 1800
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: At 5NM RWY track, RT to RETMO. RETMO holding 062 RT.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: On RWY track to PR544, LT to RETMO. RETMO holding 062 RT.
--------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Handling: Menzies.

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.

This document is intended solely for flight simulation purposes.
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22MAR26

AIRPORT INFORMATION SHEET LPPS/PXO

PORTUGAL

PORTO SANTO / LPPS / PXO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LPMA 1 30

GCTS 2 300

GCLP 3 310

LPPT 4 490

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Menzies Aviation

OPERATION PROCEDURES

/// GENERAL ///
- 180 turns on turning bay only.

/// DEPARTURE ///
- THRUST RED/ACC: 1340/1340
- ENGINE OUT ALL RWYS: 1900
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track to MARCU. Hold MARCU 002 RT at 2800ft.
----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to LAPPA. Hold LAPPA 182 LT at 2800ft.
----------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- Fueling with PAX onboard not authorized.

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 327 / 452



08MAR26

AIRPORT INFORMATION SHEET LKPR/PRG

CZECH REPUBLIC

PRAGUE / LKPR / PRG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERMINAL C

ALTERNATES PRIORITY DISTANCE (Nm)

EDDP 1 110

EDDN 2 130

LOWW 3 150

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- When choosing the gate for Termminal C, GSX is quite unclear and confusing. You have to choose the section
  where it says ''C Gates''.
- Unless provided otherwise by ATC, vacating RWY06 via TWY Z is prohibited.
- Vacating RWY06/24 via RWY12 is prohibited unless excplicity instructed by ATC.
- Taxi to RWY12 along RWY06/24 prohibited execpt segment between TWY L and D.
- Preferential Runways:
 - TKOF/LDG RWY24, 06, 30, 12

/// DEPARTURE ///
- THRUST RED/ACC: 2740/4240
- ENGINE OUT RWY06: 2800
- ENGINE OUT RWY12: 2800
- ENGINE OUT RWY24: 2900
- ENGINE OUT RWY30: 2800
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track 10NM, LT to ERASU. ERASU holding 060 LT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track 10NM, LT to ARVEG. ARVEG holding 122 LT at 3400ft.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: On RWY track 10NM, LT to AKEVA. AKEVA holding 240 LT at 3400ft.
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track 10NM, RT to EVEMI. EVEMI holding 302 RT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------
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/// ARRIVAL ///
- Visual APCH prohibited.
- LVP:
 - Exit RWY24 via TWY C, D, E or F only. 

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL, H24.
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01FEB26

AIRPORT INFORMATION SHEET GVNP/RAI

CAPE VERDE

PRAIA / GVNP / RAI

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

GVBA 1 80

GVAC 2 110

GVSV 3 145

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1330/1330
- ENGINE OUT ALL RWYS: 1900
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track to NP512, RT to RIVUG. RIVUG holding 301 LT at 2300ft.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: On RWY track to NP522, LT to AREGA. AREGA holding 301 RT at 2300ft.
----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Marshaller only.

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL
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08JAN25

AIRPORT INFORMATION SHEET LGPZ/PVK

GREECE

PREVEZA / LGPZ / PVK

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 2 IDLE REV MARSHALLER REQ 1A, 1B, 2, 3

ALTERNATES PRIORITY DISTANCE (Nm)

LGKR 1 56

LGAV 2 162

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: Track 063 until 15 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: Track 243 until 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NDB and VOR APP for RWY06 available.
- VOR APP for RWY24 available.

/// GROUND OPS ///
- Arriving ACFT whose allocated stand for parking are:
   - 1A, 1B, will enter apron via intersection D3, unless otherwise instructed by ATC.
   - 1, 2, 3, will enter apron via intersection D2, unless otherwise instructed by ATC.
   - 4, 5, will enter apron via intersection D1, unless otherwise instructed by ATC.
- Towing of ACFT is executed only with the aid of a Follow-me vehicle and requires prior permission by ATC.

/// FUELING ///
- Jet A-1.
- Summer on AD OPR HR.
- Winter on AD OPR HR with PN.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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03JAN25

AIRPORT INFORMATION SHEET BKPR/PRN

KOSOVO

PRISTINA / BKPR / PRN

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV TAXI IN WITH APU KILO APRON

ALTERNATES PRIORITY DISTANCE (Nm)

LWSK 1 115

LATI 1 148

LGTS 1 210

LBSF 1 227

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- High number of short landing events on RWY 35.

- High Rate of Descent for this Height events.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Due to political reasons, Belgrade (LYBE / BEG) may only be used in an emergency.

/// DEPARTURE ///
- THURST RED/ACC: 3290/4790
- ENGINE OUT RWY17: 3790
- ENGINE OUT RWY35: 3790
-------------------------------------------------------------------------------------------------------------------
EOSID RWY17: Proceed  to PR405-PR720-BA. BA hold 351 RT.
-------------------------------------------------------------------------------------------------------------------
EOSID RWY35: Proceed to PRI. PRI hold 351 RT.
-------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- High terrain around AD
- LVP applicable to CAT II/III OPS in force when:
  - RVR reported at TDZ is or at below 550m
  - Cloud base heigt is at or below 200ft

/// GROUND OPS ///
- KFOR OPS: LIMA Apron Parking

/// FUELING ///
- Delivery hours same as Airport opening hours. If workload permits, inform station before landing if fuel required. 
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  Fueling with pax on board allowed with the fire brigade present at the aircraft Due to the high fuel-price in PRN/BKPR 
  it can perform last minute fueling for Eco tankage reason. With ECO tankage from ZRH to PRN MLW must be
monitored 
  carefully.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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18MAR26

AIRPORT INFORMATION SHEET MDPP/POP

DOMENICAN REPUBLIC

PUERTO PLATA / MDPP / POP

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL A5, A7

ALTERNATES PRIORITY DISTANCE (Nm)

MDPC 1 144

MKJS 2 423

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aerodom

OPERATION PROCEDURES

/// GENERAL ///
- CAUTION: Construction works on the apron between TWY A and B.

/// DEPARTURE ///
- THRUST RED/ACC: 1000/1000
- ENGINE OUT for both RWYs: 1500
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to PIVEL. Hold PIVEL 265 RT at 2300ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to PP110, RT to PP366, RT to PIVEL. Hold PIVEL 265 RT at 2300ft.
--------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RNP APP for RWY08 available.
- RNP and VOR APP for RWY26 available.

/// GROUND OPS ///
- 180°-turns for HEAVY ACFT at RWY end only.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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07JUL26

AIRPORT INFORMATION SHEET LDPL/PUY

CROATIA

PULA / LDPL / PUY

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 2 IDLE REV MARSHALLER REQ 1, 2, 4

ALTERNATES PRIORITY DISTANCE (Nm)

LIPZ 1 77

LDSP 2 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1280/1280
- ENGINE OUT for both RWY: 1800
--------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to KAV NDB 265, RT to PEPIM. Hold PEPIM 084 RT at 2300ft.
--------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to PLA NDB 351.5. Hold PLA NDB 084 RT at 2300ft.
--------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Warning: Gusts, wind shear and turbulence can be expected on final APP to / climb out from RWY09 in conditions of
strong East-North-Easterly winds.

/// GROUND OPS ///
- Follow-me guidance is mandatory for all arriving ACFT when entering apron from TWY F, TWY G or TWY H.
- Start-up, towing clearance and taxi instructions will be provided via PULA Tower.
- Handling by: MZLZ Ground Handling.

/// FUELING ///
- Jet A-1, same as AD OPR HR.

/// DE-ICING ///
- NIL    

This document is intended solely for flight simulation purposes.
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18MAR26

AIRPORT INFORMATION SHEET MDPC/PUJ

DOMENICAN REPUBLIC

PUNTA CANA / MDPC / PUJ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL B29

ALTERNATES PRIORITY DISTANCE (Nm)

MDPP 1 144

MKJS 2 544

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- ATIS APR/DEP: 132.850.

/// DEPARTURE ///
- THRUST RED/ACC: 1000/1000
- ENGINE OUT for all RWYs: 1500
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to PC257, LT to PC258 then to AGNAL. Hold AGNAL 176 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to PC255, RT to EMUTI. Hold EMUTI 007 RT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to PC268, LT to PC269 then to MESPA. Hold MESPA 356 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to PC265, LT to VIRTO. Hold VIRTO 007 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RNAV, GLS and VOR APP for all RWYs available.

/// GROUND OPS ///
- Ground handling by Cariports Dominicana S.A.
- Insufficient safety distance restrict large ACFT from use of certain TWY under own PWR.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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11DEC25

AIRPORT INFORMATION SHEET LICR/REG

ITALY

REGGIO CALABRIA / LICR / REG

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LICC 1 45

LICA 2 80

LICJ 3 120

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- RWY11/29 CLSD.
- RWY15 first 2/3 has downslope of 1.2%, RWY33 first 1/3 downslope 0.7%.
- RWY33 MAX cross-wind component allowed:
 - Day: 20KT in dry CONDs, 10KT in wet CONDs.
 - Night:
  - wind sector 330-060 15KT in dry CONDs, 10KT in wet CONDs.
  - wind sector 240-330 10KT in dra and wet CONDs
- RWY15 wind limitation:
 - At 33% reduction from the MAX demostrated wind component published on the
   AOM for each ACFT type shall be applied.
- RWY 180 turns only on RWY heads.
- When VIS equal or below 1500m, OPS not allowed. 

/// DEPARTURE ///
- THRUST RED/ACC: 1600/3100
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: After liftoff RT to EKTEM. EKTEM holding 023 LT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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- EOSID RWY33: On RWY track 3NM, LT to AMGUT. AMGUT holding 012 RT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- Do not mistake TWY A for TWY B.

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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07JAN25

AIRPORT INFORMATION SHEET LGRP/RHO

GREECE

RHODOS / LGRP / RHO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV MARSHALLER REQ 1-12

ALTERNATES PRIORITY DISTANCE (Nm)

LGKO 1 53

LGIR 2 154

LGAV 3 217

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 130.255
- High TERR SW of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: Track 065 until passing 1900ft QNH, then LT to PAR and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: Track 245 to 20 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- VOR APP for RWY06 available.
- VOR and ILS APP for RWY24 available.

/// GROUND OPS ///
- ACFT departing from RWY06: All parking positions facing West.
- All ACFT exit from apron via ACFT stand TWY J and enter the RWY24 via TWY A.
- ACFT departing from RWY24: All parking positions facing East.
- All ACFT exit from apron via ACFT stand TWY J and enter the RWY24 via TWY F.
- Landing on RWY06: All ACFT exit from TWY A and enter the apron via ACFT stand TWY J.
- Landing on RWY24: All ACFT exit from TWY F and enter the apron via ACFT stand TWY J.
- Towing of ACFT is executed only under Follow-me guidance and requires prior permission by ATC.

/// FUELING ///

This document is intended solely for flight simulation purposes.
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- Jet A-1, H24.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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14MAR26

AIRPORT INFORMATION SHEET SBGL/GIG

BRAZIL

RIO DE JANEIRO / SBGL / GIG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

SBCF 2 195

SBGR 1 185

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- N of AD terrain up to 7500ft. W and S of AD up to 3500ft, starting from 10NM of AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1500
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to PCX 114.6. Hold PCX 292 RT at 3500ft.
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: When airborne LT to UTKUP, then to SISER. Hold SISER 295 LT at 3500ft.
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to BITOX. Hold BITOX 097 RT at 4400ft.
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to GL091, RT to GL032 then proceed to KETUX. Hold KETUX 277 LT at 3500ft.
------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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27FEB26

AIRPORT INFORMATION SHEET OERK/RUH

SAUDI ARABIA

RIYADH / OERK / RUH

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OEDF 1 190

OEJN 2 460

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 3050/3050
- ENGINE OUT ALL RWYS: 3600
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15L: On RWY track to RK413, LT to ORBON. Hold ORBON 076 LT at 4000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15R: On RWY track to RK603, RT to RK612 then to PEDIR. Hold PEDIR 312 LT at 4000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33L: On RWY track to ORDEG, LT to PEDIR. Hold PEDIR 312 LT at 4000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33R: On RWY track to RK533, RT to ORBON. Hold ORBON 076 LT at 4000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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27OCT25

AIRPORT INFORMATION SHEET LIRF/FCO

ITALY

ROME / LIRF / FCO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL 4XX STANDS

ALTERNATES PRIORITY DISTANCE (Nm)

LIRA 1 20

LIRP 2 140

LIRN 3 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Pay attention to the ATC. Sometimes the controller speaks the taxi instructions quite quick.
- RWY16L/34R:
 - LDG: Report RWY vacated.
 - Vacating RWY34R trough rapid exit DF an DD, must run them up till intersecting TWY D.
 - After LDG expect ''Contiunue Standard 1'' wich means monitor on GND, taxi on D, hold short of EG.
- RWY16R:
 - LDG: Do not vacate on RWY07. Required exit points are rapid exit TWYs AG and AH. TWY AE not AVBL.
 - Vacating RWY16R via TWY AH, do not turn right on TWY A toward APN TWY J.
 - TKOF: When RWY25 in use, GND gives CLR to taxi initially for HLDG PSN A on RWY07 and wait out of
   RWY07/25. When HLDG PSN A is reached, after instruction contact TWR for crossing CLR for RWY07/25.
- RWY34L:
 - LDG: Do not vacate on RWY07 and whenever not able to vacate on TWY AF and AE, continue taxing on RWY
   and vacate via TWY AD or AC or AB or AA.
   ACFT vacating via TWY AF or AE, if authorized by ATC, hold short IHP AE1.
   ACFT vacating via TWYs AD, AC, AB or AA report RWY vacated and monitor TWR for crossing CLR RWY07/25.
   When RWY07/25 vacated stop on TWY A before TWY B and wait for instructions to contact GND before continue
   taxi.
- RWY07:
 - LDG: 
  - ACFT RWY07: Taxiing on TWY A, hold at IHP A4 or A5 and wait for ATC instruction.
                             Taxiing on TWY B, hold at IHP B1 and wait for ATC instruction.
- RWY25:
 - HLDG PSN BA is not AVBL when RWY25 in use for LDG.
- Preferential Runways:
 - TKOF RWY25, O/R 16R/34L and 16L/34R.
 - LDG RWY16L and RWY16R/34L on ATC discretion
- Intersection TKOF O/R.
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 - LDG RWY34R.
- LVP in force wehen RVR 550m or less or when cloud base is below 200ft 

/// DEPARTURE ///
- THRUST RED/ACC: 1520/3020
- ENGINE OUT ALL RWYS: 1600
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track 5NM, RT to IKNIF. IKNIF holding 012 RT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track to RF742, RT to UPNEZ. UPNEZ holding 339 LT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track 5NM, RT to IKNIF. IKNIF holding 012 RT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track 5NM, RT to YUTMI. YUTMI holding 097 RT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track 5NM, LT to YUTMI. YUTMI holding 097 RT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track 5NM, LT to YUTMI. YUTMI holding 097 RT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24

            

This document is intended solely for flight simulation purposes.
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21JUN25

AIRPORT INFORMATION SHEET EHRD/RTM

NETHERLANDS

ROTTERDAM / EHRD / RTM

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EHAM 1 26

EBBR 2 65

EDDL 3 65

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 128.565.

/// DEPARTURE ///
- THRUST RED/ACC: 1000/1000
- ENGINE OUT for both RWYs: 1500
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: Track 056 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: Track 236 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP and VOR APP for both RWYs available.

/// GROUND OPS ///
- Pilots are to use the minimum power necessary when manoeuvring on the aprons and TWY system.
- 180°-turn is allowed for ACF Tup to code letter C only.
- RWY06/24 entry via TWY V3 not allowed.

/// FUELING ///
- Jet A-1, 0500-2230.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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03JAN25

AIRPORT INFORMATION SHEET EFRO/RVN

FINLAND

ROVANIEMI / EFRO / RVN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE TAXI IN WITH APU 7-8

ALTERNATES PRIORITY DISTANCE (Nm)

EFKT 1 114

ESPA 2 158

EFHK 3 427

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Finavia

OPERATION PROCEDURES

/// GENERAL ///
- Preferential RWY21 2000-0500LT
- TKOF RWY03
- LVP in force when TDZ RVR of RWY in use 550m or below

/// DEPARTURE ///
- THRUST RED/ACC: 2150/3650
- ENGINE OUT RWY03: 2200
- ENGINE OUT RWY21: 2200
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track proceed to NIPAK LT to ROTKO. ROTKO holding.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: On RWY track proceed to ROPOV RT to IBSAN. IBSAN holding.
----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- For RWY 03 you may expect a direct IF03, which is 11 NM final, for a straight in.
- VOR03 approach offset by 003
- VOR21 approach offset by 001

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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05JAN25

AIRPORT INFORMATION SHEET GVAC/SID

CAPE VERDE

SAL / GVAC / SID

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

GVBA 1 35

GVNP 2 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

TUI Airlines

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THR RED/ACC: 1180/1180
- ENGINE OUT RWY01: 1680
- ENGINE OUT RWY19: 1680
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On runway HDG to 2500ft, LT to ETSUS. ETSUS hold 136 LT.
---------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On runway HDG to 2500ft, RT to ETSUS. ETSUS hold 136 LT.
---------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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22JUN25

AIRPORT INFORMATION SHEET OOSA/SLL

OMAN

SALALAH / OOSA / SLL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 11

ALTERNATES PRIORITY DISTANCE (Nm)

OOMS 1 459

OMDB 2 497

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Oman Aviation Services

OPERATION PROCEDURES

/// GENERAL ///
- ATIS APR/DEP: 125.100.
- High TERR NE and SW of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1000/1000
- ENGINE OUT for all RWYs: 1500
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: Track 070 for 5 NM, RT to PAVEM on 5000' and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: Track 250 for 5 NM, LT to PAVEM on 5000' and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP and VOR APP for both RWYs available.

/// GROUND OPS ///
- VDGS available on North apron except for stands 10, 10L, 10R, 15, 15L and 15R.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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09JAN25

AIRPORT INFORMATION SHEET LOWS/SZG

AUSTRIA

SALZBURG / LOWS / SZG

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EDDM 1 60

LOWW 2 145

LOWG 3 110

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - When wind speed is 6KT or less, ACFT can expect RWY15 for APCH and LDG.
- LVP in force when VIS below 1500m and/or CEIL below 600ft.
- AD surrounded by high mountains up to 6100ft, especially to take in count in Engine out phase.

/// DEPARTURE ///
- THRUST RED/ACC: 2420/2420
- ENGINE OUT RWY15: 3400
- ENGINE OUT RWY33: 3000
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: At WS818 LT to WS815. WS815 holding 175 LT.
--------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track dct to WS831. WS832 holding 175 LT.
--------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- 0400-2200

This document is intended solely for flight simulation purposes.
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06JAN25

AIRPORT INFORMATION SHEET LGSM/SMI

GREECE

SAMOS / LGSM / SMI

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV MARSHALLER REQ 6 (RARELY ALSO 4)

ALTERNATES PRIORITY DISTANCE (Nm)

LGKO 1 54

LGRP 2 95

LGAV 3 141

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 127.055.
- High TERR NW of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1520/3020
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: 5 DME SAM 111.60, RT Track 185 to 10 DME SAM, LT to SAM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: 5 DME SAM 111.60, LT Track 175 to 10 DME SAM, RT to SAM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Pilots should exercise caution when North winds of 20 to 25 KT speed prevail as it is certain that moderate or severe
turbulence will be experienced when approaching RWY09 or RWY27 respectively. This phenomenon coincides with that
of a tail wind component during descent on either RWY approach area. When the wind speed is increased an
aggravation of the above conditions should be expected with possible vertical wind shear during landing or take-off.

/// GROUND OPS ///
- During winter season (NOV-APR) ACFT may be parked in a roll-through manner parallel to the terminal disregarding
parking position markings, following marshaller instructions.
- Towing of ACFT is executed only with the aid of a Follow-me vehicle and requires prior coordination and permission by
ATC.

/// FUELING ///
- Jet A-1 available.

This document is intended solely for flight simulation purposes.
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- Summer on AD OPR HR.
- Winter on AD OPR HR with PN.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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13MAR26

AIRPORT INFORMATION SHEET KSAN/SAN

UNITED STATES

SAN DIEGO / KSAN / SAN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

KLAX 1 95

KONT 2 85

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Displaced THR RWY.
- High terrain N to S from AD up to 6600ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT ALL RWYS: 1600
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to REEBO, RT to CAPUS. Hold CAPUS 005 RT at 2100ft.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to SARGS. Hold SARGS 095 RT at 2100ft.
----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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20OCT25

AIRPORT INFORMATION SHEET KSFO/SFO

UNITED STATES

SAN FRANCISCO / KSFO / SFO

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL G GATES

ALTERNATES PRIORITY DISTANCE (Nm)

KOAK 1 130

KSNF 2 145

KLAX 3 340

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Simultaneous APP on all RWYS.
-  High terrain around AD.

/// DEPARTURE ///
-  TWR may change departure RWY 28L/R on short notice. For this reason, prepare 
   both runways.

- THRUST RED/ACC: 1130/1130 (RWYS 01L/R, 19L/R)
- THRUST RED/ACC: 1630/3130 (RWYS 10L/R, 28L/R)
- ENGINE OUT ALL RWYS: 1700
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01L: On RWY track 2NM, RT to MDBAY then LT to NIITE. Hold NIITE 153 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01R: On RWY track 2NM, RT to MDBAY then LT to NIITE. Hold NIITE 153 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10L: On RWY track to DUMBA. Hold DUMBA 284 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10R: On RWY track to DUMBA. Hold DUMBA 284 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------

--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19L: After Liftoff LT to DUMBA. Hold DUMBA 284 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19L: After Liftoff LT to DUMBA. Hold DUMBA 284 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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- EOSID RWY28L: After Liftoff DCT to VIKYU. Hold VIKYU 284 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28R: After Liftoff DCT to VIKYU. Hold VIKYU 284 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY28R is the preferred RWY for ARR.

/// GROUND OPS ///
- Before entering Ramp contact "Tower G" for stand confirmation.
  Pushback to be requested with Ramp Control (Tower "G") Taxi clearance to be
  requested with GND.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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06APR25

AIRPORT INFORMATION SHEET MROC/SJO

COSTA RICA

SAN JOSE / MROC / SJO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

MRLB 1 90

MNMG 2 175

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Avianca Services

OPERATION PROCEDURES

/// GENERAL ///
- No 180 turns on RWY execpt if AUTH by ATC.
- LVP in force when RVR 550m or below or in case RVR U/S, VIS 800m or below.
- High terrain up to 9600ft N to S AD, 10NM-30NM.

/// DEPARTURE ///
- THRUST RED/ACC RWY07: 5500/6500 (Special proc.)
- THRUST RED/ACC RWY25: 4050/5050
- ENGINE OUT ALL RWYS: 4600
-----------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to OC712, RT to PUXAS. PUXAS holding 071 LT.
-----------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to OC807. OC807 holding 251 RT.
-----------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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22JUN25

AIRPORT INFORMATION SHEET LEST/SCQ

SPAIN

SANTIAGO DE COMPOSTELA / LEST / SCQ

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL 2, 3, 12, 14

ALTERNATES PRIORITY DISTANCE (Nm)

LPPR 1 100

LPPT 2 250

LEMD 3 262

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS APR/DEP: 127.755.
- High TERR SE of airport.
- Birds are in the VCY of the airport.
- RWY17 upslope for 2/3 and then downslope / RWY35 upslope for 1/3 and then downslope.

/// DEPARTURE ///
- THRUST RED/ACC: 2100/2100
- ENGINE OUT for both RWYs: 3100
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: Track 168 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: Track 348 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS and VOR APP for both RWYs available.
- Landing clearance will not be supplied after the ACFT is located at 2 NM from TDZ => missed approach PROC.
- When leaving RWY, pilots will notify RWY vacated, sensitive area vacated and TWY used.

/// GROUND OPS ///
- Pilots should be ready for departure when they reach the RWY holding position whenever possible.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- The ACFT de-icing will be carried out on the stands in which ACFTs are parked on the apron except on stands:

This document is intended solely for flight simulation purposes.
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    - A1 thru A8
    - 16 thru 18
    - 31 thru 34 and
    - 41 thru 44

This document is intended solely for flight simulation purposes.
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05JAN25

AIRPORT INFORMATION SHEET LGSR/JTR

GREECE

SANTORINI / LGSR / JTR

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV MARSHALLER REQ 1-5

ALTERNATES PRIORITY DISTANCE (Nm)

LGIR 1 65

LGAV 2 119

LGRP 3 127

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 126.455.
- High TERR SW of airport.
- Old RWY16R/34L marked and lighted as TWY A.
- Narrow RWY operation! Optical illusion of being too high.
- RWY33 upslope / RWY15 downslope.

/// DEPARTURE ///
- THRUST RED/ACC: 1130/1130
- ENGINE OUT for both RWYs: 1700
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: 2 DME SNI 110.40, LT proceed R360 SNI. At 9 DME north of SNI enter hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: 2 DME SNI 100.40, RT proceed R360 SNI. At 9 DME north of SNI enter hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- When RWY33 is in use, in order to avoid traffic-complexity issues and facilitate the expeditious and orderly flow of air
traffic, RNP RWY15 and VOR RWY15 approach will not be available for circling to land on RWY33. ACFT approaching
to land on RWY33 will have to execute the VOR A approach, the VOR B approach or a visual approach in accordance
with respective ATC clearance. Exceptions will only be made in case of unserviceability of SNI VOR.

/// GROUND OPS ///
- Taxi only with MNM ENG PWR.
- Follow-me AVBL O/R.
- Towing of ACFT only with follow-me vehicle and requires prior coordination and permission by ATC.

/// FUELING ///

This document is intended solely for flight simulation purposes.
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- Jet A-1.
- Summer: as AD Operator HR.
- Winter: as AD Operator HR with PN.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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12MAY25

AIRPORT INFORMATION SHEET SBGR/GRU

BRAZIL

SAO PAULO / SBGR / GRU

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL TERMINAL 3

ALTERNATES PRIORITY DISTANCE (Nm)

SBKP 1 45

SBGL 2 180

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain N of AD.
- To the NE/SW there is a mountain chain reaching up to 4000ft.
- Rising terrain on centerline RWY 27 (D 5.5 BCO) may trigger GPWS.
- Fog is possible during the whole year but especially during southern winter (APR-OCT)
  there is a risk of morning fog. The RVR can drop below 400m.
- OCT-MAY: Possibility of heavy CB activity which may cause the airport to be closed for one hour or more.

/// DEPARTURE ///
- THRUST RED/ACC: 1530/3030
- ENGINE OUT ALL RWYS: 2100
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to PCX VOR. PCX VOR holding 292 RT.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: At 500ft LT to UTKUP-GL079-SISER. SISER holding 295 LT.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: At 600ft RT to GL086-GL087-KETUX. KETUX holding 277 LT.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to GL091, RT to GL086-GL087-KETUX. KETUX holding 277 LT.
-----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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08MAR26

AIRPORT INFORMATION SHEET FPST/TMS

SAO TOME AND PRINCIPE

SAO TOME / FPST / TMS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

FOOL 1 160

FGSL 2 235

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Hight terrain W/SE AD up to 9000ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1040/1040
- ENGINE OUT ALL RWYS: 1500
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to TUPEB. Hold TUPEB 285 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: After liftoff RT to ST610, RT to TUPEB. Hold TUPEB 285 LT at 2000ft.
------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling: OMNI Handling.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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18JAN25

AIRPORT INFORMATION SHEET GVSV/VXE

CAPE VERDE

SAO VICENTE / GVSV / VXE

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

GVAC 1 120

GVBA 2 130

GVNP 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- Runway Restrictions: 
 - No backtrack on RWY exept on turning bays.
- Marshaller mandatory.
- Short RWY (2000m)
- RWY06 slope first part 1.0%, second part 1.2%, third part 1.3% upslope, therefore RWY24 downslope.

/// DEPARTURE ///
- THRUST RED/ACC: 1100/100
- ENGINE OUT ALL RWYS: 1600/1600
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track to 4NM, LT to SV405, LT to SV406, SV403. SV403 holding 078 RT.
--------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: On RWY track to SV504, LT to SV505, SV506, SV501. SV501 holding 313 RT.
--------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 364 / 452



            

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 365 / 452



27FEB26

AIRPORT INFORMATION SHEET LQSA/SJJ

BOSNIA AND HERZEGOVINA

SARAJEVO / LQSA / SJJ

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LDDU 1 80

LYBE 2 105

LDZD 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High terrain around AD up to 6900ft.
- LVP in force when RVR is below 400m.
- LDG RWY11, TKOF RWY29.

/// DEPARTURE ///
- THRUST RED/ACC: 2710/2710
- ENGINE OUT RWY29: 3300
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track until reaching 2250ft and not later then 1.6NM BHS, LT (160KT/bank 25) to ADNAN.
                             Hold ADNAN 307 RT at 4600ft.
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to SA530, RT to ADNAN. Hold ADNAN 307 RT at 4600ft.
------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- GP 3.2

/// GROUND OPS ///
- Marshaller mandatory for stands 3-5.
- Max taxi speed 8kt.

/// FUELING ///
- NIL

/// DE-ICING ///
- 01NOV-30APR only

This document is intended solely for flight simulation purposes.
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23JUN25

AIRPORT INFORMATION SHEET KSEA/SEA

UNITED STATES

SEATTLE / KSEA / SEA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL S8, S9, S10, S12, S16

ALTERNATES PRIORITY DISTANCE (Nm)

CYVR 1 110

CYYC 2 393

KSFO 3 592

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.000.
- CAUTION: Do not mistake TWY T for landing surface.
- CAUTION: Be alert to RWY crossing clearances. Readback of all RWY holding instructions is req.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC 1440/1440
- ENGINE OUT for all RWYs: 1900
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: Track 164 to 25 NM and hold LT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16C: Track 164 to 25 NM and hold LT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: Track 164 to 25 NM and hold LT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: Track 344 to 25 NM and hold LT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34C: Track 344 to 25 NM and hold LT.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: Track 344 to 25 NM and hold LT.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS and RNAV APP for all RWYs available.

/// GROUND OPS ///
- RWY status lights are in operation.

This document is intended solely for flight simulation purposes.
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- RWY16L/34R MAX wingspan 79m /260ft.
- RWY to TWY separation requirements not met for Code letter E and F ACFT between RWY16L/34R and TWY B
   under certain circumstances. Expect restrictions on TWY B between TWY S and E.

/// FUELING ///
- Jet A-1, OPS HR not published.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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02FEB25

AIRPORT INFORMATION SHEET LEZL/SVQ

SPAIN

SEVILLE / LEZL / SVQ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LEJR 1 41

LEMG 2 79

LPFR 3 103

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.180.

/// DEPARTURE ///
- THRUST RED/ACC: 1120/1120
- ENGINE OUT RWY09: N/A
- ENGINE OUT RWY27: 9400
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: Track 091 to 25 NM and hold (091, LT)
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: Track 271 to 25 NM and hold (271, RT)
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS and VOR APP for RWY09 available.
- ILS, VOR and NDB APP for RWY27 available.

/// GROUND OPS ///
- On exiting RWY report: "RWY VACATED", in sight of the yellow/green centerline lights or/and RWY vacated boards.
- At the apron entry, wait for the arrival of a Follow-me car in order to be guided to the assigned stand, notifying the
Tower: "FOLLOW-ME IS IN SIGHT".

/// FUELING ///
- Jet A-1, same as AD OPR HR, other times O/R.

/// DE-ICING ///
- NIL    

This document is intended solely for flight simulation purposes.
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10APR25

AIRPORT INFORMATION SHEET FSIA/SEZ

SEYCHELLES

SEYCHELLES / FSIA / SEZ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

—

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Seychelles Airport Handling

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1500
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13: When airborne LT to TETIX. TETIX holding 250 LT.
-----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31: On RWY track to FS401-FS400 RT to TETIX. TETIX holding 250 LT.
-----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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14DEC25

AIRPORT INFORMATION SHEET ZSPD/PVG

CHINA

SHANGHAI / ZSPD / PVG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERMINAL 2

ALTERNATES PRIORITY DISTANCE (Nm)

ZSSS 1 80

ZSHC 2 145

ZSNJ 3 200

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR< 550m or CEIL <60m.
- Metric ALT AD.

/// DEPARTURE ///
- Preferential Runways:
 - TKOF RWY17L/35R, 16R/34L.

- THRUST RED/ACC: 1510/3020
- ENGINE OUT ALL RWYS: 2000
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track to PD083, LT to PD220. Hold PD220 348 RT at 1970ft.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track to PD043, LT to PD220. Hold PD220 348 RT at 1970ft.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17L: On RWY track to PD023, RT to PDL 109.40. Hold PDL 348 LT at 2960ft.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17R: On RWY track to PD063, RT to PDL 109.40. Hold PDL 348 LT at 2960ft.
-------------------------------------------------------------------------------------------------------------------------------------

-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track to PD033, RT to PD231. Hold PD231 168 LT at 1970ft.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track to PD073, RT to PD231. Hold PD231 168 LT at 1970ft.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35L: On RWY track to PD053, LT to PDL 109.40. Hold PDL 348 LT at 2960ft.
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-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35R: On RWY track to PD013, LT to PDL 109.40. Hold PDL 348 LT at 2960ft.
-------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential Runways:
 - LDG RWY17R/35L, 16L/35R.

/// GROUND OPS ///
- Handling: PACTL West

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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14DEC25

AIRPORT INFORMATION SHEET ZSSS/SHA

CHINA

SHANGHAI SHA / ZSSS / SHA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

ZSPD 1 80

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Turns more than 90 on TWY or RWY are fobidden.

/// DEPARTURE ///
- RWY18R/36L mainly used for DEP.

- THRUST RED/ACC: 1010/1010
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18L: On RWY track to JTN 109.6, RT to CGT 112.5. Hold CGT 183 LT at 1810ft.
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18R: After Liftoff proceed to JTN 109.6, RT to CGT 112.5. Hold CGT 183 LT at 1810ft.
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36L: After Liftoff when abeam SHA 117.2, LT to CGT 112.5. Hold CGT 183 LT at 1810ft.
-----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36R: On RWY track to SHA 117.2, LT to CGT 112.5. Hold CGT 183 LT at 1810ft.
-----------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY18L/36R mainly used for LDG.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- O/R.
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27MAR26

AIRPORT INFORMATION SHEET HESH/SSH

EGYPT

SHARM EL SHEIKH / HESH / SSH

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL APRON 4

ALTERNATES PRIORITY DISTANCE (Nm)

HEGN 1 58

OJAQ 2 104

HEMA 3 146

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

EgyptAir Ground Services

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 126.225.
- High TERR NW of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1130/1130
- ENGINE OUT for all RWYs: 1700
----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: On RWY track to SH762, LT to DELNA. Hold DELNA 191 LT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: On RWY track to SH762, LT to DELNA. Hold DELNA 191 LT at 2000ft.
----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22L: On RWY track to SH311, LT to SH309. Hold SH309 159 RT at 1500ft.
----------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: On RWY track to SH299, LT to SH309. Hold SH309 159 RT at 1500ft.
----------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP and VOR APP for RWY04L available.
- RNP and VOR APP for RWY04R available.
- RNP APP for RWY22L and RWY22R available.

/// GROUND OPS ///
- TWY C1, E1 and N1 available for ACFT with wingspan up to 36m / 118ft.
- TWY N3 and N4 available for ACFT with wingspan up to 24m / 79ft.

/// FUELING ///

This document is intended solely for flight simulation purposes.
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- Jet A-1, H24.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 376 / 452



22OCT25

AIRPORT INFORMATION SHEET WSSS/SIN

SINGAPORE

SINGAPORE / WSSS / SIN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

WSAP 1 60

WMKJ 2 70

WMKK 3 200

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in progress when RVR below 800m except during TS. CAT2 APCH RWY02L and 20C only.
- RWY02R/20L MIL use only.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY02L: On RWY track to ENSUN, LT to AKOMA. Hold AKOMA 176 LT at 4000ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY02C: On RWY track to NYLON. Hold NYLON 203 LT at 3000ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY20C: On RWY track to ESLUX, LT to EXOMO. Hold EXOMO 338 LT at 4000ft.
-----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY20R: On RWY track to ENLES, LT to SAMKO. Hold SAMKO 348 LT at 3200ft.
-----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Do not mistake Changi East (MIL use only) for RWY02C/20C.
- Do not mistake Paya Lebar AD for Changi AD located 4NM W.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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05JAN25

AIRPORT INFORMATION SHEET LGSK/JSI

GREECE

SKIATHOS / LGSK / JSI

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LGAV 1 80

LGTS 2 85

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- Narrow runway (30m) and sloped, risk of hard landings

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Backtrack at RWY ends only, on RWY01 only clockwise turn.
- Marshaller is mandatory.

/// DEPARTURE ///
- THRUST RED/ACC: 1560/3060
- ENGINE OUT RWY01: 1600
- ENGINE OUT RWY19: 1600
--------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to 10NM, LT to PELIP. PELIP holding 277 LT.
-------------------------------------------------------------------------------------------------------------- 
- EOSID RWY19: On RWY track to 10NM , LT to SIGFO. SIGFO holding 277 LT.
--------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.
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28FEB26

AIRPORT INFORMATION SHEET LWSK/SKP

NORTH MACEDONIA

SKOPIJE / LWSK / SKP

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LATI 1 90

LGTS 2 110

LBSF 3 90

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

TAV Macedonia

OPERATION PROCEDURES

/// GENERAL ///
- Follow-me mandatory.
- LVP in force when VIS is 400m or below.

/// DEPARTURE ///
- Standard Taxi Routes:
 - DEP RWY16: APN to HLDG TWY B via TWY A.
 - DEP RWY34: APN to HLDG PSN TWY H.

- THRUST RED/ACC: 2290/3790
- ENGINE OUT ALL RWYS: 2800
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track 6NM, LT to (SKJ 112.8/120/15), RT to SKJ. Hold SKJ 161 LT at 4100ft.
------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track 2NM. RT to (SKJ 112.8/016/14). Hold 016 RT at 3900ft. 
------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Standard Taxi Routes:
 - ARR RWY16: Vacate RWY via TWY G.
 - ARR RWY34: Vacate RWY via TWY B.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 380 / 452



/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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08JUL26

AIRPORT INFORMATION SHEET LBSF/SOF

BULGARIA

SOFIA / LBSF / SOF

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERMINAL

ALTERNATES PRIORITY DISTANCE (Nm)

LWSK 1 90

LYNI 2 80

LGTS 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is below 550m and/or height of cloud base below 200ft.
- Do not mistake RWY09/27 for TWY H.
- High terrain S of AD up to 7600ft.

/// DEPARTURE ///
- Preferential Runway for TKOF: RWY09.

- THRUST RED/ACC: 3250/4750
- ENGINE OUT ALL RWYS: 3800
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to SF450, RT to SOF VOR. SOF VOR holding 270 RT at 3600ft.
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to MAGUP, RT to SOF VOR. SOF VOR holding 270 RT at 3600ft.
-------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential Runway for LDG: RWY27.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

This document is intended solely for flight simulation purposes.
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22JUN25

AIRPORT INFORMATION SHEET ENSB/LYR

NORWAY

SPITZBERGEN / ENSB / LYR

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

ENTC 1 517

ENEV 2 587

EFIV 3 611

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

SAS Ground Handlling

OPERATION PROCEDURES

/// GENERAL ///
- Longyear Info ARR/DEP: 118.100 / 119.850.
- Specially prepared winter runways approved. Check Runway Condition Report.

/// DEPARTURE ///
- THRUST RED/ACC: 1000/1000
- ENGINE OUT for both RWYs: 1500
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: Track 095 for 5 NM, LT to NESAS at 5000' and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: Track 275 for 5 NM, RT to NAXEN at 5000'  and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS and RNP APP for RWY09 available.
- LOC and RNP APP for RWY27 available.
- LVP will be activated when RVR 800m or less.
- CAUTION: Wind shear on short final RWY09/27 and moderate and severe turbulence below FL100
   may occur with wind 160°-270° above 20 KT.

/// GROUND OPS ///
- TWY A code A & B ACFT only.

/// FUELING ///
- Jet A-1 (MON-FRI 0830-1645, SAT-SUN 0830-1415, EXC 24-25 DEC).

/// DE-ICING ///
- NIL    

This document is intended solely for flight simulation purposes.
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08AUG26

AIRPORT INFORMATION SHEET LDSP/SPU

CROATIA

SPLIT / LDSP / SPU

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL 3, 4, 5, 10

ALTERNATES PRIORITY DISTANCE (Nm)

LDZD 1 55

LDDU 2 105

LDZA 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 125.300.
- High TERR NE and SE of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1580/3080
- ENGINE OUT for both RWYs: 1600
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to SP506, RT to SP504 then to RORKA-DVN 418. Hold DVN 053 RT at 2500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to DVN 418. Hold DVN 053 RT at 2500ft.
---------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Minimum RWY Occupancy Time: If a pilot of an arriving ACFT needs full RWY length, he should notify ATC as soon as
possible.

/// GROUND OPS ///
- Taxiing ACFT shall stop and hold on holding points T1, T2 or T3 until further cleared to proceed, only when so
instructed by TWR.
- 180 degrees turn on RWY turn pads: For ACFT with wheel base more than 17.3m / 57ft, the nose wheel steering angle
exceeds 45 degrees. A slow taxi speed is recommended.

/// FUELING ///
- NIL.
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/// DE-ICING ///
- AVBL.
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04FEB26

AIRPORT INFORMATION SHEET FMEE/RUN

FRANCE

ST. DENIS / FMEE / RUN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

FIMP 1 130

FMMI 2 475

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- High Terrain SE, S and SW from AD up to 10000ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1060/1060
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to EE603, LT to EE604 then to OKNER. Hold OKNER 136 LT at 2000ft.
-----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: On RWY track to EE410, LT to LAKAZ then to OKNER. Hold OKNER 136 LT at 2000ft.
-----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: When airborne RT to LAKAZ then to OBOTO. Hold OBOTO 215 RT at 2000ft.
-----------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: On RWY track to TESOP. Hold TESOP 136 LT at 2000ft.
-----------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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28FEB26

AIRPORT INFORMATION SHEET ESSA/ARN

SWEDEN

STOCKHOLM ARN / ESSA / ARN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 5

ALTERNATES PRIORITY DISTANCE (Nm)

ESKN 1 60

ESOE 2 90

ESSD 3 85

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

SAS Ground Handlling

OPERATION PROCEDURES

/// GENERAL ///
- LVP in use when RVR less then 550m and/or CEIL/vertical VIS less then 200ft.

/// DEPARTURE ///
- RWY19R not AVBL for TKOF 2100-0500 unless required for performance reasons.
- RWY26 not AVBL for TKOF unless required for wind conditions.

- THRUST RED/ACC: 1140/1140
- ENGINE OUT ALL RWYS: 1700
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01L: On RWY track to SA517, LT to BALVI. Hold BALVI 112 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01R: On RWY track to SA508, RT to ERXEC. Hold ERXEC 216 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track 10NM, LT to ERXEC. Hold ERXEC 216 LT at 2000ft
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19L: On RWY track to SA560, RT to TEB 117.1. TEB holding 358 RT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19R: On RWY track 10NM, RT to OBCIV. Hold OBCIV 077 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to SA730, LT to OBCIV. Hold OBCIV 077 LT at 2000ft.
---------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY01R not AVBL for LDG 2100-0500.
- RWY08 not AVBL for LDG unless required for wind conditions.

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.
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14FEB25

AIRPORT INFORMATION SHEET LFST/SXB

FRANCE

STRASBOURG / LFST / SXB

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV

ALTERNATES PRIORITY DISTANCE (Nm)

LFSB 1 55

EDDS 2 65

ELLX 3 85

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR at or below 800m or ceiling is equal or less then 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1500/1500
- ENGINE OUT ALL RWYS: 2000
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to ST415, LT to SAV VOR. SAV VOR holding 060 RT.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to ST420, RT to STS26. STS26 holding 032 RT.
----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.
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15NOV25

AIRPORT INFORMATION SHEET EDDS/STR

GERMANY

STUTTGART / EDDS / STR

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LSZH 1 80

EDDF 2 85

EDDN 3 90

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is 600m or less

/// DEPARTURE ///
- THRUST RED/ACC: 2280/2280
- ENGINE OUT RWY07: 2900
- ENGINE OUT RWY25: 2800
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to DS031, LT to LBU 109.2. Hold LBU 177 LT at 3500ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to DS050, RT to DS054, RT to LBU 109.2. Hold LBU 177 LT at 3500ft.
--------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.
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21JUN25

AIRPORT INFORMATION SHEET EDXW/GWT

GERMANY

SYLT / EDXW / GWT

AD CAT DEP PROC REV TAXI PROC PARK

D NADP 2 IDLE REV NIL 01, 03

ALTERNATES PRIORITY DISTANCE (Nm)

EKBI 1 58

EDDH 2 96

EDDW 3 113

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.400.
- IFR profiles within airspace class E watch out for VFR traffic unknown to ATC.
- Avoid overflying of built-up areas in VCY of AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1100/1100
- ENGINE OUT for both RWYs: 2100
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: Track 141 to OLDIP, climb to 3000' and enter hold at OLDIP.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: Track 321 until 10 NM, LT to OLDIP, climb to 3000' and enter hold at OLDIP.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RNP APP for RWY14 available.
- ILS and RNP APP for RWY32 available.

/// GROUND OPS ///
- Use of APU RESTR to start-up and shut-down PROC. GPU AVBL O/R.

/// FUELING ///
- Jet A-1.

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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21JUN25

AIRPORT INFORMATION SHEET EETN/TLL

ESTONIA

TALLINN / EETN / TLL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL 2-15

ALTERNATES PRIORITY DISTANCE (Nm)

EFHK 1 55

ESSA 2 212

EYVI 3 287

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 124.880.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1640/3140
- ENGINE OUT for both RWYs: 1700
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: Track 081 to 20NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: Track 261 to 25NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS and RNP APP for both RWYs available.
- ACFT landing on RWY08 are expected to vacate the RWY via TWY F or E.

/// GROUND OPS ///
- TWY Y4 towing only.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- ACFT de-icing is only carried out in areas specifically designated by the APT depending on RWY in use.
- RWY08 in use: Apron M stand M22.
- RWY26 in use: Remote de-icing facility at TWY A holding position A1 and at de-icing facility NORTH.

This document is intended solely for flight simulation purposes.
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12AUG26

AIRPORT INFORMATION SHEET KTPA/TPA

UNITED STATES

TAMPA / KTPA / TPA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 87W

ALTERNATES PRIORITY DISTANCE (Nm)

KMIA 1 177

MUHA 2 298

MMUN 3 479

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC 1000/1000
- ENGINE OUT for all RWYs: 1500
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01L: On RWY track to MERRA. Hold MERRA 187 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01R: On RWY track to COBOX. Hold COBOX 187 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to RUYKI. Hold RUYKI 277 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19L: On RWY track to CUPUL, LT to GIBBS. Hold GIBBS 314 RT at 2700ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19R: On RWY track to ZERUR, RT to JACKT. Hold JACKT 095 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to POLVY. Hold POLVY 097 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- PB at own discretion. REQ taxi CLR after PB.

/// FUELING ///
- NIL.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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18MAR26

AIRPORT INFORMATION SHEET LFBT/LDE

FRANCE

TARBES / LFBT / LDE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFBZ 1 70

LFBO 2 65

LFBD 3 105

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 800m and/or CEIL below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 2260/2260
- ENGINE OUT ALL RWYS: 2800
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY02: On RWY track to TL321, RT to TEPTI. Hold TEPTI 247 LT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY20: On RWY track to BT410, LT to VADSU then to TEPTI. Hold TEPTI 247 LT at 3000ft.
------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LDG RWY02 prohibited at night.

/// GROUND OPS ///
- Handling by: TLP Handling.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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18MAY26

AIRPORT INFORMATION SHEET UGTB/TBS

GEORGIA

TBILISI / UGTB / TBS

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL 100-103

ALTERNATES PRIORITY DISTANCE (Nm)

UBBB 1 241

LCLK 2 671

LBWN 3 765

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

TAV Georgia

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 132.800.
- High TERR NW, NE and SW of airport.

/// DEPARTURE ///
- THRUST RED/ACC: 2400/2400
- ENGINE OUT for all RWYs: 3100
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13R: On RWY track to NATIP, RT to BAZIK. Hold BAZIK 040 LT at 4500ft.
--------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31L: On RWY track 10NM.LT to to BAZIK. Hold BAZIK 040 LT at 4500ft.
--------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, LOC and VOR APP for both RWYs available.

/// GROUND OPS ///
- On Apron 4 Follow-me required.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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21OCT25

AIRPORT INFORMATION SHEET OIIE/IKA

IRAN

TEHERAN IMAM KHOMAINI / OIIE / IKA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

OIII 1 20

OIFM 2 165

OICC 3 210

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- N and NE of AD high terrain up to 150000ft.
- RWY29R/11L in use when:
 - RWY29L/11R not AVBL.
 - No ACFT OPS on TWY A.
- When RWY29R/11L is in use RWY29L/11R is usable only as TWY.
- 180 turns authorized only at the end of RWY-in-use.
- Expect WS on final.

/// DEPARTURE ///
- THRUST RED/ACC: 4810/6310
- ENGINE OUT ALL RWYS: 4900
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11L: On RWY track to IKA 114.30, RT to RUS 116.95. Hold RUS 095 RT at 7000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11R: On RWY track to IKA 114.30, RT to RUS 116.95. Hold RUS 095 RT at 7000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29L: On RWY track 5NM, LT to IE405 then to OXAVA. Hold OXAVA 330 RT at 7000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29R: On RWY track 5NM, LT to IE405 then to OXAVA. Hold OXAVA 330 RT at 7000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- No TWY edge lgihts on TWY A, B and R1-R6.
- TWY F BTN TWY A and apron AVBL only during daylight.

This document is intended solely for flight simulation purposes.
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/// FUELING ///

/// DE-ICING ///
- H24.
- De-Icing areas located on TWY A amd U.

            

This document is intended solely for flight simulation purposes.
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14FEB26

AIRPORT INFORMATION SHEET LLBG/TLV

ISRAEL

TEL AVIV / LLBG / TLV

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL TERM. 3, C GATES

ALTERNATES PRIORITY DISTANCE (Nm)

LCLK 1 180

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 800m (or VIS below 1200m).

/// DEPARTURE ///
- No TKOF RWY30 between 2100-0400 unless approved by AD manager.
- Othter RWWS not TKOF between 2340-0330 (Winter) and 2240-0200 (Summer). TKOF
  2340-0000 shall be approved by AD manager.
- Preferential Runways:
 - RWY26, in other cases O/R if tailwind component exceeds 5KT.

- THRUST RED/ACC: 1640/3140
- ENGINE OUT ALL RWYS: 1700
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY03: On RWY track to IBATI, LT to VATAT, LT to TADOV. Hold TADOV 108 RT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to BG810, RT to NOGAH then TAPUZ. TAPUZ holding 089 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to BG002, RT to BG065, RT to GODED. Hold GODED 116 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY21: On RWY track to DER21, RT to TAPUZ. TAPUZ holding 089 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track 5NM, RT to TAPUZ. TAPUZ holding 089 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to GODED. Hold GODED 116 LT at 2000ft.
--------------------------------------------------------------------------------------------------------------------------------------------------

This document is intended solely for flight simulation purposes.
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/// ARRIVAL ///
- Preferential Runways:
 - For landing normally expect Runway 12 up to 10 kts Tailwind.
 - Rwy 30 using RNP Approach preferred during Winter 21:00-23:00 UTC
   and 03:30-05:00 UTC while in Summer 20:00-22:00 and 02:00-04:00 UTC
 - RWY30 or 21 if high volume TFC is expected.
 - Caution: Aircraft landing on Runway 21 may receive false EGPWS alerts.

/// GROUND OPS ///
- Vacate runways as follows: Rwy 26/08 via W4/W3, Rwy 30 via Z into K,
  Rwy 12 via Y into M, Rwy 21 to terminal 3 via E3 into M and to Aprons
  (serving Terminal 1) via J, L, BE via T3 into K.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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18APR25

AIRPORT INFORMATION SHEET GCXO/TFN

SPAIN

TENERIFE NORTH / GCXO / TFN

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL ACC. TO ATC

ALTERNATES PRIORITY DISTANCE (Nm)

GCTS 1 30

GCLP 2 60

GCLA 3 76

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.575.
- High TERR SW of airport.
- Caution: Birds on airport.
- The geographic location causes a concentration of wet air masses which reach condensation at the airport elevation.

/// DEPARTURE ///
- THRUST RED/ACC: 3080/3080
- ENGINE OUT for both RWYs: 3600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: Track 115 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EISOD RWY30: Track 295 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LVP shall be applied when RVR is lower than 800m.
- LVP shall be applied when the general visibility is lower than 800m and all transmissometers are out of service.
- ILS and RNW APP for RWY12 available.
- ILS, RNP and VOR APP for RWY30 available.

/// GROUND OPS ///
- South Europe Ground Services
- ACFT shall report to ATC RWY vacated and allow minimum RWY occupancy time.
- ACFT that have landed must vacate the RWY in use by the end, unless instructed otherwise by ATC.
- Entries into the parking positions shall be carried out under the guidance of the Follow-me vehicle.
- LDG RWY12: ACFT shall vacate the RWY via TWY E-5 and taxi via TWY R up to the assigned stand.

This document is intended solely for flight simulation purposes.
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- LDG RWY30: ACFT shall vacate the RWY via TWY E-1 and taxi via TWY R up to the assigned stand.

/// FUELING ///
- Jet A-1, 0700-2300; plus 1 HR PPR.

/// DE-ICING ///
- NIL          

This document is intended solely for flight simulation purposes.
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28FEB26

AIRPORT INFORMATION SHEET GCTS/TFS

SPAIN

TENERIFE SOUTH / GCTS / TFS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL G4, J5, J7, J8

ALTERNATES PRIORITY DISTANCE (Nm)

GCXO 1 30

GCLP 2 64

GCLA 3 71

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Groundforce

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 118.675.
- High TERR N of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1210/1210
- ENGINE OUT for both RWYs: 1800
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY07: On RWY track to TS807, RT to KUTUR. Hold KUTUR 328 LT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY25: On RWY track to TS825, LT to KUTUR. Hold KUTUR 328 LT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Caution: Risk of wind shear on final APP.
- Low Level Wind Shear Alert System (LLWAS) available.
- ILS, RNP and VOR APP for RWY07 and RWY25 available.

/// GROUND OPS ///
- ACFT shall report to ATC RWY vacated and allow minimum RWY occupancy time.
- Taxiing between apron gate and parking stand shall be performed accompanied by a Follow-me vehicle.
- VDGS available on stands J1, G2, J3, G4, R5A, G6, J7, J8, G9, G10.
- Pilots shall be ready for departure when they reach the RWY holding position.

/// FUELING ///
- Jet A-1, H24.

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 404 / 452



/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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17APR25

AIRPORT INFORMATION SHEET LGTS/SKG

GREECE

THESSALONIKI / LGTS / SKG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LGAV 1 160

LWSK 2 110

LBSF 3 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is 800m or below or CEIL is at or below 200ft. 

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1600
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track 2NM, RT to FICLO. FICLO holding 045 LT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track 5NM, RT to FICLO. FICLO holding 045 LT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track 5NM, LT to FICLO. FICLO holding 045 LT.
------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track to TS609, LT to FICLO. FICLO holding 045 LT.
------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL during winter period at all stands.

This document is intended solely for flight simulation purposes.
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21SEP25

AIRPORT INFORMATION SHEET LATI/TIA

ALBANIA

TIRANA / LATI / TIA

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL 115-124

ALTERNATES PRIORITY DISTANCE (Nm)

LWOH 1 48

LIBD 3 95

LDDU 2 96

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 132.275
- High TERR W of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1130/1130
- ENGINE OUT for both RWYs: 1700
------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY17: On RWY track to TI705, LT to TI706 then to INDAL. INDAL holding 143 RT.
 -----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY35: On RWY track to TI706, LT to INDAL. INDAL holding 143 RT.
------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ACFT landing on RWY17 are expected to vacate RWY via TWY C or B.
- ILS, RNP and VOR APP for RWY17 available.
- RNP and VOR APP for RWY35 available.

/// GROUND OPS ///
- Use MNM power when taxiing on APN or taxilanes.
- Follow-me guidance will be provided to guide ACFT to the parking stand.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- NIL

This document is intended solely for flight simulation purposes.
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15JAN25

AIRPORT INFORMATION SHEET LYTV/TIV

MONTENEGRO

TIVAT / LYTV / TIV

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 1 IDLE REV NIL 5, 6, 7

ALTERNATES PRIORITY DISTANCE (Nm)

LDDU 1 22

BKPR 2 103

LDSP 3 127

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- High TERR NE of airport.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1520/3020
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14: At 0.7 DME TIV 111.30 RT and proceed QDM 156 from TAZ 345.
  At TAZ 345 RT to LASTI and hold. Do not exceed V2 - 15kts during initial turn.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: At 2.5 DME TIV 111.30 LT and proceed QDM 255 from RO 332.
  AT RO 332 LT on QDR 158 RO 332. AT 21 DME TIV 111.30 LT to LASTI and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- LOC, NDB and RNP APP for RWY32 available.

/// GROUND OPS ///
- Follow-me and marshaller available.
- TXL from stand 1-4 MAX wingspan 36m / 118ft.

/// FUELING ///
- Jet A-1, as AD OPR HR.

/// DE-ICING ///
- Not available.

This document is intended solely for flight simulation purposes.
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23MAR26

AIRPORT INFORMATION SHEET RJTT/HND

JAPAN

TOKYO HND / RJTT / HND

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

RJAA 1 30

RJNK 2 75

RJNA 3 140

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when CEIL is below 200ft or below and/or RVR is 600m or below.
- Terrain up to 6800ft W of AD.

/// DEPARTURE ///
- THRUST RED/ACC: 1530/3030
- ENGINE OUT ALL RWYS: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to NECTA, LT to KASGA. Hold KASGA 016 RT at 3000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to TT305, LT to SNARE. Hold SNARE 297 RT at 3000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track to CREST, RT to KAIHO. Hold KAIHO 353 RT at 1900ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track to AZURE, RT to KAIHO. Hold KAIHO 353 RT at 1900ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track 2NM, LT to KAIHO. Hold KAIHO 353 RT at 1900ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to TT306, LT to KAIHO. Hold KAIHO 353 RT at 1900ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track 3NM, RT to to SNARE. Hold SNARE 297 RT at 3000ft.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track 3NM, RT to to SNARE. Hold SNARE 297 RT at 3000ft.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.
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/// GROUND OPS ///
- Handling by: Japan Airlines.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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23MAR26

AIRPORT INFORMATION SHEET RJAA/NRT

JAPAN

TOKYO NRT / RJAA / NRT

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

RJTT 1 30

RJNA 2 170

RJNK 3 200

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1640/3140
- ENGINE OUT ALL RWYS: 2100
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16L: On RWY track to CROWN, LT to BOSPA. Hold BOSPA 313 RT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16R: On RWY track to TYLER. Hold TYLER 337 LT at 3000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34L: On RWY track to BROOK, RT to PIXUS. Hold PIXUS 256 RT at 4000ft.
--------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34R: On RWY track to BIRDY, RT to GEMIN. Hold GEMIN 317 RT at 1800ft.
--------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

This document is intended solely for flight simulation purposes.
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21JUL25

AIRPORT INFORMATION SHEET LIMF/TRN

ITALY

TORINO / LIMF / TRN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIMC 1 50

LIML 2 70

LFLL 3 115

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - LDG/TKOF RWY36.
- LVP in force when RVR is below 550m and/or HGT of cloud base is below 200ft according
  to MET report and/or deterioration of WX COND recommends so.
- High terrain NE/N/W and SW of AD up to 15700ft.

/// DEPARTURE ///
- THRUST RED/ACC: 2490/3990
- ENGINE OUT ALL RWYS: 2500
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track to ERSEP, LT to TOP VOR. TOP VOR holding 285 RT.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to MF702, RT to SIRLO. SIRLO holding 252 LT.
-------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- 01 OCT - 15 APR.

This document is intended solely for flight simulation purposes.
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12MAY25

AIRPORT INFORMATION SHEET CYYZ/YYZ

CANADA

TORONTO / CYYZ / YYZ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL TERMINAL 1

ALTERNATES PRIORITY DISTANCE (Nm)

CYHM 1 30

KBUF 2 60

KDTW 3 185

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP procedures:
 - RVR less then 1200 to 600ft.
 - No LDG an TKOF when RVR below 600ft.

/// DEPARTURE ///
- When LVP in force: TKOF RWY05/06L and 33R only.

- THRUST RED/ACC: 1570/1570
- ENGINE OUT ALL RWYS: 2100
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY05: At 1100ft LT to AVTEK. AVTEK holding 013 RT.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06L: At 1100ft RT to TUDOG. TUDOG holding 102 RT.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06R: At 1100ft RT to TUDOG. TUDOG holding 102 RT.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15L: At 1100ft LT to TUDOG. TUDOG holding 102 RT.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15R: At 1100ft RT to PETVO. PETVO holding 189 RT.
--------------------------------------------------------------------------------------------------------------------------

--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY23: At 1100ft RT to IKDOT. IKDOT holding 287 RT.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24L: At 1100ft RT to PETVO. PETVO holding 189 RT. 
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24R: At 1100ft RT to PETVO. PETVO holding 189 RT.

This document is intended solely for flight simulation purposes.
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--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33L: At 1100ft LT to IKDOT. IKDOT holding 287 RT.
--------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33R: At 1100ft RT to AVTEK. AVTEK holding 013 RT.
--------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- When LVP in force: LDG RWY05/06L only.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.

            

This document is intended solely for flight simulation purposes.
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14FEB25

AIRPORT INFORMATION SHEET LFBO/TLS

FRANCE

TOULOUSE / LFBO / TLS

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LFMP 1 85

LFBZ 2 125

LFMT 3 115

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR at or below 550m or CEIL at or below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1500/1500
- ENGINE OUT ALL RWYS: 2000
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14L: On RWY track to BO512, LT to BO513-BO514 then FUZAP. FUZAP holding 214 LT.
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY14R: On RWY track to BO512, LT to BO513-BO514 then FUZAP. FUZAP holding 214 LT.
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32L: On RWY track to TOU VOR then LT to BO614-BO616 then SULIT. SULIT holding 007 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32R: On RWY track to TOU VOR then LT to BO614-BO616 then SULIT. SULIT holding 007 RT.
------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY14R is used for LDG when LVP is in force.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL.

This document is intended solely for flight simulation purposes.
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21JUL25

AIRPORT INFORMATION SHEET LIPQ/TRS

ITALY

TRIESTE / LIPQ / TRS

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIPZ 1 50

LJLJ 2 50

LIPE 3 120

LIML 4 180

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- High terrain N/NE of AD up to 10500ft.
- LVP in force when RVR is below 550m, cloud base below 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 1040/1040
- ENGINR OUT ALL RWYS: 1600
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: On RWY track to PQ522, RT to PQ523 then to NIORR. NIORR holding 056 LT.
------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: On RWY track to ELPEZ, LT to NIORR. NIORR holding 056 LT.
------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- TWY B preferably used to vacate the RWY.
- Handling: Aeroporto Friuli Venezia Giulia S.p.A.

/// FUELING ///
- NIL

/// DE-ICING ///
- 01 NOV-30 APR.

This document is intended solely for flight simulation purposes.
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19FEB25

AIRPORT INFORMATION SHEET HLLM/MJI

LIBYA

TRIPOLI MJI / HLLM / MJI

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

DTTJ 1 140

LMML 2 190

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- RWY02/20 CLSD.

/// DEPARTURE ///
- THRUST RED/ACC: 1030/1030
- ENGINE OUT ALL RWYS: 1600
--------------------------------------------------------------------------------------------------------------
- EOSID RWY10: On RWY track to 5NM, LT to DERKA. DERKA holding 282 RT.
--------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to 5NM, RT to DERKA. DERKA holding 282 RT.
--------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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11AUG26

AIRPORT INFORMATION SHEET ENTC/TOS

NORWAY

TROMSO / ENTC / TOS

AD CAT DEP PROC REV TAXI PROC PARK

C NADP 1 IDLE REV NIL 17, 18, 19

ALTERNATES PRIORITY DISTANCE (Nm)

ENEV 1 177

EFRO 2 250

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- Hard landings may occur due to steep GP.

FDM

- No significant issues identified.

GROUND HANDLER

Avinor

OPERATION PROCEDURES

/// GENERAL ///
- High TERR E and W of airport.
- Frequent HEL traffic west of TWY intersection

/// DEPARTURE ///
- THRUST RED/ACC: 1540/3040
- ENGINE OUT for both RWYs: 2500
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track to TC707, RT (max 180KT) to TC703, RT to DITEB then proceed to XAPOR. 
                             Hold XAPOR 306 RT at 2500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to TC527, RT to TC615, then to PAXLO, LT to SOVOX. Hold SOVOX 264 LT at 3500ft.
----------------------------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Caution: Wind shear may occur on short final to RWY18/36 with wind 200-270 degrees above 20 kts.
- MAX tail wind on RWY18 is 8 kts when contaminated.
- GP both RWYS is 4.00 therefore config 2 with gear down suggested on FAF.

/// GROUND OPS ///
- Border between movement and manoeuvring area painting may not be visible during winter.

/// FUELING ///
- Jet A-1, MON-WED, FRI 0400-2130, THU 0400-2200, SAT 0400-1500, SUN 0800-2200.
- Other times O/R.

This document is intended solely for flight simulation purposes.
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/// DE-ICING ///
- De-icing for ACFT with reference code C or lower is carried out on de-icing platforms North and South.
- ACFT with reference code D or greater shall be escorted by follow-me vehicle to de-icing platform. 
- When requesting star-up clearance, inform TWR that de-icing is required.
- Contact de-icing operator before entering de-icing platform.
- When de-icing is completed, contact TWR for taxi insctructions.

This document is intended solely for flight simulation purposes.
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05JAN25

AIRPORT INFORMATION SHEET DTTA/TUN

TUNISIA

TUNIS / DTTA / TUN

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV - NIL - NIL

ALTERNATES PRIORITY DISTANCE (Nm)

DTNH 1 50

DTTJ 2 180

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Tunisair Handling

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- THR RED/ACC: 1020/1020
- ENGINE OUT RWY01: 1520
- ENGINE OUT RWY11: 1520
- ENGINE OUT RWY19: 1520
- ENGINE OUT RWY29: 1520
-------------------------------------------------------------------------------------------------------
EOSID RWY01: At 5NM RT to MARSA. MARSA holding 220 LT.
-------------------------------------------------------------------------------------------------------
EOSID RWY11: At 5NM RT to NIREM. NIREM holding 299 LT.
-------------------------------------------------------------------------------------------------------
EOSID RWY19: At 5NM RT to GOLLA. GOLLA holding 049 LT.
-------------------------------------------------------------------------------------------------------
EOSID RWY29: At 5NM LT to GOLLA. GOLLA holding 049 LT.
-------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- No STAR published.
- Non standard MSA circle (30NM)

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

This document is intended solely for flight simulation purposes.
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DE-ICING
- NIL
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08JUL26

AIRPORT INFORMATION SHEET LEVC/VLC

SPAIN

VALENCIA / LEVC / VLC

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LEAL 1 70

LEBL 2 170

LEMD 3 155

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Groundforce

OPERATION PROCEDURES

/// GENERAL ///
- LVP in use when RVR or general VIS in movement area for RWY12 and RWY30 is between
  550m and 350m.

/// DEPARTURE ///
- THRUST RED/ACC: 1240/1240
- ENGINE OUT ALL RWYS: 1800
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track LT to MULAT. Hold MULAT 289 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track 2NM, RT to to MULAT. Hold MULAT 289 RT at 2000ft.
-------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- Not AVBL.

            

This document is intended solely for flight simulation purposes.
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11AUG26

AIRPORT INFORMATION SHEET LEVD/VLL

SPAIN

VALLADOLID / LEVD / VLL

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LEMD 1 90

LPPR 2 175

LEBL 3 315

LEBB 4 130

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is at or below 1000m or CEIL at or below 75m.

/// DEPARTURE ///
- THRUST RED/ACC: 2780/2780
- ENGINE OUT ALL RWYS: 3300
-------------------------------------------------------------------------------------------------------------
- EOSID RWY05: On RWY track to 5NM. Hold 226 LT at 4600ft.
-------------------------------------------------------------------------------------------------------------
- EOSID RWY23: On RWY track to 5NM. Hold 248 LT at 4600ft.
-------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: South Europe Ground Services.

/// FUELING ///
- NIL.

/// DE-ICING ///
- 0730-2015.

            

This document is intended solely for flight simulation purposes.
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24JUN25

AIRPORT INFORMATION SHEET CYVR/YVR

CANADA

VANCOUVER / CYVR / YVR

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 67

ALTERNATES PRIORITY DISTANCE (Nm)

KSEA 1 110

CYYC 2 373

KSFO 3 697

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 124.600.
- High TERR N of airport.
- CAUTION: October - April migratory birds in VCY of the airport
- CAUTION: Frequent VFR float ACFT activity on river south side of the airport.

/// DEPARTURE ///
- THRUST RED/ACC 1020/1020
- ENGINE OUT for all RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08L: Track 083 to 20 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08C: Track 083 to 20 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13: Track 125 to 20 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26L: Track 263 to 20 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26C: Track 263 to 20 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31: Track 305 to 10 NM, LT YVR 115.90 and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS and RNAV APP for all RWYs available.
- The primary runways for arrivals are 08L/26R.
- Arrivals and departures below RVR 600 are not authorized.
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/// GROUND OPS ///
- Ground radar is used to monitor the position of ACFT operating on the manoeuvring area.

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- West Pads is the Central De-Icing Facility (CDF).
- South Terminal ACFT capable of utilizing the Ground Run-Up Enclosure (GRE) which is the
   South De-Icing Facility.

This document is intended solely for flight simulation purposes.
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14MAR26

AIRPORT INFORMATION SHEET MUVR/VRA

CUBA

VARADERO / MUVR / VRA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

KMIA 1 180

MMUN 2 325

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1210/1210
- ENGINE OUT ALL RWYS: 1700
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY06: On RWY track to DASBA. Hold DASBA 234 RT at 2300ft.
---------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY24: On RWY track to VILBA, RT to DASBA. Hold DASBA 234 RT at 2300ft.
---------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Empresa Cubana de Aeropuertos y Servicios Aeronáuticos.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 432 / 452



19APR25

AIRPORT INFORMATION SHEET LBWN/VAR

BULGARIA

VARNA / LBWN / VAR

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL 20A, 22A, 24A

ALTERNATES PRIORITY DISTANCE (Nm)

LROP 1 111

LBSF 2 196

LRCL 3 277

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 126.880
- Execution of rejected/aborted take-off procedure for testing purposes at Varna APT is prohibited.

/// DEPARTURE ///
- THRUST RED/ACC: 1230/1230
- ENGINE OUT for both RWYs: 1900
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY09: Track 091 to 4 DME WRN 112.40, RT intercept R110 WRN. At 15 DME WRN enter hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY27: Track 271 to 3 DME WRN 112.40, LT on track 080 intercept R110 WRN. At 15 DME WRN enter hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS, RNP and VOR APP for RWY09 available.
- RNP and VOR APP for RWY27 available.

/// GROUND OPS ///
- Taxiing on the apron and adjacent TWYs should be done with engines on "IDLE".

/// FUELING ///
- Jet A-1, H24.

/// DE-ICING ///
- NIL

            

This document is intended solely for flight simulation purposes.
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18JAN25

AIRPORT INFORMATION SHEET LIPZ/VCE

ITALY

VENICE / LIPZ / VCE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LIPE 1 75

LJLJ 2 100

LIMC 3 150

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Aviapartner

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - RWY04R/22L is regarded as preferential RWY for LDG and TKOF.
- LVP in force:
 - when RVR 550m or below
 - when claud base height is below 200ft 
- AD rarely affected by WS, mainly in NOV, DEC and MAR. Mostly with wind directions N to E with cloudy sky or in
  association with TS.

/// DEPARTURE ///
- THRUST RED/ACC: 1510/3010
- ENGINE OUT ALL RWYS: 1600
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04L: On RWY track to PZ712, RT to PZ703, to AKADO. AKADO holding 206 LT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04R: On RWY track to PZ702, RT to PZ703, to AKADO. AKADO holding 206 LT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22L: On RWY track to PZ534, LT to INDOD. INDOD holding 354 RT.
-----------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22R: On RWY track to PZ539, LT to INDOD. INDOD holding 354 RT.
-----------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

This document is intended solely for flight simulation purposes.
© Edelweiss Virtual - All rights reserved. 434 / 452



/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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21MAR26

AIRPORT INFORMATION SHEET FVFA/VFA

ZIMBABWE

VICTORIA FALLS / FVFA / VFA

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

FYWH 1 540

FBSK 2 390

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- RWY slippery when wet.
- Bird and animal acitvity on AD.

/// DEPARTURE ///
- THRUST RED/ACC: 4500/4500
- ENGINE OUT ALL RWYS: 5000
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY12: On RWY track to FA123, RT to OKSAK. Hold OKSAK 298 RT at 5000ft.
----------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY30: On RWY track to FA303, LT to DULDI. Hold DULDI 028 RT at 5000ft.
----------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: National Handling Services (NHS).

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.

            

This document is intended solely for flight simulation purposes.
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27NOV25

AIRPORT INFORMATION SHEET LOWW/VIE

AUSTRIA

VIENNA / LOWW / VIE

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL PIER NORTH

ALTERNATES PRIORITY DISTANCE (Nm)

LHBP 1 115

LKPR 2 150

LDZA 3 145

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- Preferential Runways:
 - 0600-2000:
  - Westerly winds: ARR RWY34, main DEP RWY29.
  - South/Easterly winds: ARR RWY11, DEP RWY16.
  - Calm wind: ARR RWY16 or 34, DEP RWY29.
 - 2000-0600:
  - Calm and westerly winds: single RWY29 OPS.
  - Southeast winds: ARR RWY16, DEP RWY11.
- LVP in force when RVR for TDZ below 600m.

/// DEPARTURE ///
- THRUST RED/ACC: 1600/1600
- ENGINE OUT ALL RWYS: 2100
-------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to WW648, LT to FMD 110.40. Hold FMD 159 LT at 2600ft.
-------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track to WW668, LT to FMD 110.40. Hold FMD 159 LT at 2600ft.
-------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to WW948, RT to FMD 110.40. Hold FMD 159 LT at 2700ft.
-------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: On RWY track to WW968, RT to FMD 110.40. Hold FMD 159 LT at 2500ft.
-------------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

This document is intended solely for flight simulation purposes.
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/// GROUND OPS ///
- For H stands in GSX, you have to choose F in the menu.

/// FUELING ///
- NIL

/// DE-ICING ///
- AVBL H24.

            

This document is intended solely for flight simulation purposes.
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17APR25

AIRPORT INFORMATION SHEET EYVI/VNO

LITHUANIA

VILNIUS / EYVI / VNO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EYKA 1 45

EVRA 2 145

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR is 600m or less or the cloud base/VV is less then 200ft.

/// DEPARTURE ///
- THRUST RED/ACC: 2150/3650
- ENGINE OUT ALL RWYS: 2700
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY01: On RWY track to VI314, RT to INSOL. INSOL holding 204 LT.
-------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY19: On RWY track to VI413, LT to VI415 then EKSAM. EKSAM holding 244 RT.
-------------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- H24.

            

This document is intended solely for flight simulation purposes.
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24MAY25

AIRPORT INFORMATION SHEET EPWA/WAW

POLAND

WARSAW / EPWA / WAW

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV TAXI IN WITH APU 16-24

ALTERNATES PRIORITY DISTANCE (Nm)

EPKT 1 125

EPKK 2 135

EPWR 3 165

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL.

/// DEPARTURE ///
- THRUST RED/ACC: 1370/1370
- ENGINE OUT ALL RWYS: 1900
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to OLBIL, RT to FOLFA. FOLFA holding 012 LT.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY15: On RWY track to WA697, RT to FOLFA. FOLFA holding 012 LT.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to WA412, RT to KEWLU. KEWLU holding 089 RT.
----------------------------------------------------------------------------------------------------------------------------
- EOSID RWY33: On RWY track to XELTO, LT to KEWLU. KEWLU holding 089 RT.
----------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.
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21MAR26

AIRPORT INFORMATION SHEET FYWH/WDH

NAMIBIA

WINDHOEK / FYWH / WDH

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

FVFA 1 540

FBSK 2 480

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- AD is situated at an ALT of 5500ft, performance loss must me considered.

/// DEPARTURE ///
- THRUST RED/ACC: 6500/6500
- ENGINE OUT ALL RWYS: 7000
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to IMPEP. Hold IMPEP 255 LT at 8000ft.
----------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to WH082, RT to IMPEP. Hold IMPEP 255 LT at 8000ft.
----------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- NIL.

/// GROUND OPS ///
- Handling by: Paragon Aviation Services.

/// FUELING ///
- NIL.

/// DE-ICING ///
- NIL.
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18MAR26

AIRPORT INFORMATION SHEET EPWR/WRO

POLAND

WROCLAW / EPWR / WRO

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

EPKT 1 90

EPKK 3 130

EPWA 2 170

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR below 550m and/or CEIL is at 200ft or below.

/// DEPARTURE ///
- RWY11 prefered RWY for TKOF.

- THRUST RED/ACC: 1910/3410
- ENGINE OUT ALL RWYS: 2400
--------------------------------------------------------------------------------------------------------------
- EOSID RWY11: On RWY track to WR663. Hold WR663 291 RT at 2700ft.
--------------------------------------------------------------------------------------------------------------
- EOSID RWY29: On RWY track to WR603. Hold WR603 111 RT at 2700ft.
--------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- RWY29 prefered RWY for LDG.

/// GROUND OPS ///
- Handling by: LOT.

/// FUELING ///
- NIL.

/// DE-ICING ///
- 0330-2330.
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22OCT25

AIRPORT INFORMATION SHEET UDYZ/EVN

ARMENIA

YEREVAN / UDYZ / EVN

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

UGTB 1 100

LTFO 2 170

UBBB 3 260

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- AD surrounded by high mountains up to 19000ft.
- 180 turns only on turnpads.

/// DEPARTURE ///
- Preferential RWY for TKOF is 26.

- THRUST RED/ACC: 4340/5840
- ENGINE OUT ALL RWYS: 4900
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY08: On RWY track to YZ450, RT to ZVR 112.30. Hold ZVR 083 LT at 5100ft.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY26: On RWY track to OKUDA. Hold OKUDA 083 LT at 7000ft.
---------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- Preferential RWY for LDG is 08.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- H24.

This document is intended solely for flight simulation purposes.
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21JUL25

AIRPORT INFORMATION SHEET LDZD/ZAD

CROATIA

ZADAR / LDZD / ZAD

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL 1-5

ALTERNATES PRIORITY DISTANCE (Nm)

LDZA 1 105

LDSP 2 55

LDDU 3 160

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

NIL

OPERATION PROCEDURES

/// GENERAL ///
- High terrain N/NE from AD up to 7800ft.
- RWY04 turning bay CLSD to CIV ACFT.

/// DEPARTURE ///
- Gust, windshear and TURB ca be expected on climb out on RWY04 in CONDs of strong
  north-easterly winds.

- THRUST RED/ACC: 1290/1290
- ENGINE OUT ALL RWYS: 1800
-------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track 2NM, RT to RODGO. RODGO holding 312 RT.
-------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY13: On RWY track to ZD504, RT to SOGRA. SOGRA holding 037 RT.
-------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to SOGRA. SOGRA holding 037 RT.
-------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY31: On RWY track to BO NDB, LT to SOGRA. SOGRA holding 037 RT.
-------------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ACFT LDG on RWY31 expect to back-track to vacate RWY via TWY G.
- Gust, windshear and TURB ca be expected on final APCHs on RWY13/31 and RWY04 in
  CONDs of strong north-easterly winds.

/// GROUND OPS ///
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- Handling: Zadar Airport Handling.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL.
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24MAY25

AIRPORT INFORMATION SHEET LDZA/ZAG

CROATIA

ZAGREB / LDZA / ZAG

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 1 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

LJLJ 1 75

LOWG 2 80

LHBP 3 170

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- LVP in force when RVR at or below 550m and CEIL at or below 200ft.
- During LVP RWY04 in use.

/// DEPARTURE ///
- THRUST RED/ACC: 1860/3360
- ENGINE OUT ALL RWYS: 1900
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY04: On RWY track to RERNA. RERNA holding 223 RT.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY22: On RWY track to EKSON. EKSON holding 043 RT.
---------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- ILS RWY22 has no DME, instead LUK VOR is used wich is around 5.5NM from THR RWY22.

/// GROUND OPS ///
- NIL.

/// FUELING ///
- NIL.

/// DE-ICING ///
- AVBL 24H.
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07JAN25

AIRPORT INFORMATION SHEET LGZA/ZTH

GREECE

ZAKYNTHOS / LGZA / ZTH

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 2 IDLE REV MARSHALLER REQ 1-6

ALTERNATES PRIORITY DISTANCE (Nm)

LGKL 1 68

LGAV 2 147

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- ATIS ARR/DEP: 127.055.
- Birds are in the VCY of the airport.

/// DEPARTURE ///
- THRUST RED/ACC: 1020/1020
- ENGINE OUT for both RWYs: 1600
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: Track 160 to 25 NM and hold.
-------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: Track 340 to 15 NM and hold.
-------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- VOR and LCTR APP for both RWYs available.

/// GROUND OPS ///
- Landing ACFT shall backtrack at the end of the RWY and follow ATC instructions.
- All ACFT more than 5.7t MTOW must use the turning circles to turn for backtrack.
- Towing of ACFT only with Follow-me vehicle and requires prior permission by ATC.

/// FUELING ///
- Jet A-1, as AD OPR HR.

/// DE-ICING ///
- Not available.  
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06DEC25

AIRPORT INFORMATION SHEET HTZA/ZNZ

TANZANIA

ZANZIBAR / HTZA / ZNZ

AD CAT DEP PROC REV TAXI PROC PARK

A NADP 2 IDLE REV NIL NIL

ALTERNATES PRIORITY DISTANCE (Nm)

HTKJ 2 210

HTDA 1 40

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- No significant issues identified.

FDM

- No significant issues identified.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
- NIL

/// DEPARTURE ///
- No SID published. After TKOF CLB on RWY track to 1900ft and LT/RT to first WPT of OFP.

- THRUST RED/ACC: 1060/1060
- ENGINE OUT ALL RWYS: 1600
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY18: On RWY track 5NM, LT to UBVES. Hold UBVES 266 LT at 1900ft.
---------------------------------------------------------------------------------------------------------------------------
- EOSID RWY36: On RWY track to IMVIV, RT to UBVES. Hold UBVES 266 LT at 1900ft.
---------------------------------------------------------------------------------------------------------------------------

/// ARRIVAL ///
- No STAR published.

/// GROUND OPS ///
- NIL

/// FUELING ///
- NIL

/// DE-ICING ///
- NIL
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18MAY26

AIRPORT INFORMATION SHEET LSZH/ZRH

SWITZERLAND

ZURICH / LSZH / ZRH

AD CAT DEP PROC REV TAXI PROC PARK

B NADP 1 IDLE TAXI IN W/O APU A/B/D / E

ALTERNATES PRIORITY DISTANCE (Nm)

LSGG 1 170

LFSB 2 80

EDDS 3 150

LIMC 4 200

FLIGHT SAFETY / SHARED EXPERIENCE

SRS

- Preceding A380 leaving at the end of RWY 14: risk of losing LOC signal.

- Complex airspace structure with increased potential for AIRPROX.

FDM

- Long Landing events on RWY 14.

GROUND HANDLER

Swissport

OPERATION PROCEDURES

/// GENERAL ///
DVO Times:
- DVO stands for ''Deutsche Verordnung'' or ''German Ordinance'' respectively.
  MON-FRI 0600-0700 LT / 2100 - 2330 LT
  SAT/SUN and German Holidays 0600-0900 LT / 2000 - 2330 LT

- ADDNAR planning during DVO times
  ADDNAR planning ZRH during DVO times may be used, since two RWYs are technically 
  available and ready to be used in case of an emergency.

- LDG RWY 14
  A320: to minimize RWY occupancy vacate RWY 14 via TWY H1 whenever operational 
  feasible ATC will advise when H2 or H3 are available without interfering with 
  other traffic (flying in the online networks you might ask for H2/H3).

- LDG RWY 28
  RWY assignment:
- RWY 28 will only be assigned if the visibility is 4300 m or more. If the 
  visibility drops below 4300 m the RWY assignment changes to RWY 14, RWY 16 or RWY 
  34 (excessive tailwind RWY 14/16). During a pending change, aircraft already 
  aligned for RWY 28 continue the approach.

- High terrain south of AD
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/// DEPARTURE ///
- Speed constraint 210 kts
  If the SID stipulates a speed limit for a turn, this speed must be adhered to during the turn even after a 'DIRECT 
  TO' clearance.

- Take-off RWY 34 during DVO times
  If unable to take-off RWY 34 due to performance reasons, advise Clearance Delivery as soon as possible and request 
  RWY 16.

- THRUST RED/ACC: 2920/4420
- ENGINE OUT RWY10: 3800
- ENGINE OUT RWY14: 3100
- ENGINE OUT RWY16/28: 3300
- ENGINE OUT RWY32/34: 3000

-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY10: Proceed to ZH510-ZH508-ZUE-AMIKI. AMIKI hold 274 RT at 4500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY16: On RWY track to 4NM, LT to KLO VOR, ZH552 then GIPOL. GIPOL holding 077 RT at 5000ft.
                            (SPD 180KT to reach 4000ft at ZH552 for terrain clearance)
-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY28: On RWY track to ZH540, LT to ZH552 then RT to GIPOL. GIPOL hold 077 RT at 5000ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY32: Proceed ZH580-ZUE-AMIKI. AMIKI hold 274 RT at 4500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------------
- EOSID RWY34: Proceed ZH570-ZUE-AMIKI. AMIKI hold 274 RT at 4500ft.
-------------------------------------------------------------------------------------------------------------------------------------------------------------

/// GROUND OPS ///
- Dock stands
  B38: Engine start during pushback only allowed after crossing the service street behind the stand.

- Open stands
  Turning out of an open stand use minimum thrust to avoid damage with jet blast.

/// DE-ICING ///
- General
  De-icing co-ordination: Zurich-Airport.
  De-icing and post de-/anti-icing check performed by Swissport.

- General De-icing:
  In case more than 50% of the traffic require de-icing, general de-icing shall be activated.
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